


Since 1976, PMI has grown to become a leading 
manufacturer of  life safety rope. As a company of 
rescuers, climbers, and cavers, we have good reason 
to be fully committed to creating rope that lasts.

By understanding the needs of the rope user, PMI has 
been able to de•ne quality throughout our 30 years 
of manufacturing. This has also enabled us to bring 
technology and safety to you; our valued customer. 

Leading the market in innovation, the selection of 
products in the 2008 Catalog are sure to ful•ll the 
needs of our loyal customers and new customers alike.   

We appreciate your partnership, and your commit-
ment to using exceptional gear you can trust.

BUILT

FIND US:
To •nd a PMI Dealer, place an order, request a cata-
log, or for further information on our unique products 
you can:
1. Call Customer Service - 1-800-282-7673 Monday 
through Friday 8:30 am - 5 pm Eastern standard time.

2. E-mail Customer Service at - custserv@pmirope.
com.

3. Visit us online at - www.pmirope.com

LOOK FOR:
Throughout this catalog we have marked the 
gear that is Berry Compliant and Made in 
the USA to help make it easier to •nd gear 
that complies with military and municipal 
requirements.
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LIFE

THE PMI GUARANTEE
Our guarantee is simple: We want you to 
be happy with your PMI products. If you 
ever have any questions about our products 
please contact our fantastic customer service 
department.

BERRY COMPLIANT
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High angle rope techniques are inherently dangerous. Please take the time 
to read and understand this catalog and all instructions that come with the 
equipment you purchase. The information in this catalog is provided for making 
purchasing decisions only and is NOT a substitute for competent instruction and 
training in safety techniques. It is the responsibility of the user of this equipment 
to obtain competent instruction and to take adequate precautions for safety 
when using this equipment. The equipment described in this catalog is designed 
and tested for use in rope access, rescue, con•ned space, climbing, mountaineer-
ing and caving. Use in any other application is at the discretion of the user.
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PMI ROPE DESIGN AND INNOVATION
Creating the High Angle Technician’s favorite rope is part science, part art. PMI’s 30-year 
reputation for creating the toughest, most abrasion resistant, and most reliable life safety 
rope available comes from a re•ned blending of technology and passion. PMI helps drive 
research and testing in products, systems, and applications to make our products better so 
that your world can be safer. On the next few pages, you will •nd information that we hope 
helps you come to know the PMI line you use and trust.

On pg. 7, you will •nd a useful chart that compares all PMI ropes, their uses and which rope 
is right for your job.

PMI has an entire team of dedicated professionals standing by, ready to help you with your 
gear needs. If you have questions regarding PMI rope, and products, please call 1-800-
282-7673 or e-mail us at custserv@pmirope.com.

WHAT’S IN A BRAID?

PMI Classic ropes are characterized, at least in part, by their “16-carrier” sheath design. 
The term “16-carrier” refers to the number of yarn bundles used to create the braid that 
makes up the sheath of the rope.

While PMI also offers 32 and 48-carrier braid designs, one advantage of PMI’s classic 16 
carrier sheath design is the dramatic increase it lends to the life and durability of the rope. 
For any given diameter rope, sheath yarns have to be thinner for more carriers and thicker 
for fewer carriers (see diagram). Using 16 braid bundles for the sheath of PMI Classic al-
lows us to use a thicker, more durable sheath yarn, resulting in a tougher, more durable rope.
Sheath braid design is a •ne balance between yarn denier, tension, number of carriers, and 
the amount of yarn used.
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16 CARRIERS

32 CARRIERS

48 CARRIERS

A 16 Carrier sheath provides the most 
longevity for your rope. Essentially, there 
are larger bundles, so there is more yarn 
to wear through before reaching the 
core. All of PMI Classic Static ropes have 
a 16 carrier sheath design.  

It is common for low stretch ropes to 
be built with a 32 carrier sheath. This 
provides a more !exible hand for Rope 
Access applications. 

Many of the dynamic ropes on the mar-
ket are made with a 48 carrier sheath. 
This give the rope a soft hand and makes 
it very suitable for climbing rope. 



ROPE DIAMETER

Just as no single type of rope will be appropriate for every life 
safety application, no one size will •t all conditions. A philosophy of 
“larger is better” leads to problems in handling and compatibility 
with other equipment, while a philosophy of “lighter is righter” may 
result in a rope too small.

Consider that a larger size rope will weigh more, affecting how well 
a person can carry it. Even when rigged, the extra weight of a larger 
rope can make it more dif•cult to handle and manipulate. In fact, this 
extra weight could be critically unwieldy to a free-hanging user.
A larger rope may also not •t certain pieces of hardware. Many 
conventional rope components, such as pulleys and ascenders, are 
designed for ropes with a diameter of 13 mm or less. Always ensure 
compatibility between components in your system.

Rope elongation is partially a function of diameter. For the same 
type of rope construction and a given load, elongation will be less on 
a larger rope.

ROPE PROPERTIES

Static or Low Stretch ropes intended for life safety applications are always clearly noted as being for that purpose, and should be 
labeled in accordance with appropriate life safety equipment standards. In the U.S., test methods for static and low stretch ropes are 
set by the Cordage Institute. Look for ropes tested to Cordage Institute standard number CI 1801, or meeting the requirements of NFPA 
1983 - which refers to CI 1801.

Commodity ropes, such as clothesline, tie downs, or hardware store rope should not be used for life safety.

ROPE ELONGATION 

Life Safety Rope is usually referred to in terms of elongation. Three common types of Life Safety Rope are Dynamic (high elongation 
for force absorption), Low Stretch (6 -10% elongation @ 10% MBS), and Static (less than 6% elongation @ 10% MBS). These terms 
are merely descriptions by which ropes are ‘typed’ or categorized. The difference between Low Stretch and Static rope is relatively 
small. However, it is important to distinguish between these two when it comes to practical application.
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ROPE STRENGTH

Often a key point in rope selection, 
rope strength is a function of what the 
rope is made of, how it is made, and 
how much •ber is in it. Desired strength 
must also be balanced against other 
factors such as diameter (compatibility 
with other gear), weight, !exibility, and 
anticipated use. How strong is strong 
enough?

PMI’s 11 mm Classic Static Rope has an 
MBS, commonly referred to as “minimum 
breaking strength”, of about 6,500 lbf. 
PMI Classic 12.5 mm has an MBS of 
over 9,000 lbf. This means that this is 
how strong you can expect the rope to 
be (excluding variables such as knots, 
rigging, etc.), not how much force you 
should apply to it. ROPE DIAMETER

Expedition Caving, Personal Escape, 
Fixed Lines. Excellent strength/weight 
ratio.

Caving, Rope Access, Single Person Use. 
Preferred by experienced professionals.

Rigging, Caving, Rope Access, & Rescue. 
A practical multi - purpose rope.

Fire-Rescue, Rigging in harsh environ-
ments. A reliable staple on any •re 
truck.

An extra heavy duty work horse that is 
easy to grip.

9 mm

10 mm

11 mm

12.5 mm

16 mm

SELECTED PMI STATIC ROPE
ELONGATION COMPARISON



LIFE SAFETY ROPE
No single type of rope is ideal for every type of operation. Before purchasing, consider your intended 
use carefully and choose the PMI rope(s) most appropriate for the job you plan to do. Ropes for rap-
pelling or lowering a single person will have different characteristics than ropes for lead climbing. 
Rescue ropes for heavy loads will differ from ropes used for water rescue. Other considerations include 
environmental effects, abrasion, ease of handling, and potential for chemical contamination. Below is a 
chart you will •nd useful in making those important decisions, and certain features to be on the lookout 
for throughout this catalog.

STATIC KERNMANTLE
Traditional American style rigging and rescue rope. With less than 6% elongation at 10% of its mini-
mum breaking strength, it is an excellent choice for lowering and raising because it is very durable and 
will not ‘creep’ under load like low stretch ropes will.
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ALTERNATIVE FIBERS
Before deciding which rope is right for your task, con-
sider the bene•ts of each •ber. While nylon has more 
ability to absorb shock, polyester elongates less under 
load. This means that you should take extra precau-
tions to prevent shock loading if you choose to use a 
static rope made with polyester, but used in the right 
application, polyester can be a bene•t to your system.

RETRO REFLECTIVE
PMI’s special re!ective sheath material adds sub 
visibility for help with nighttime operations. Available 
in 10 mm & 12.5 mm Static, 10 mm Water Rescue 
Throw Rope, as well as our Prusik Cord. 

HYDRO TREATMENT
A special treatment for PMI H-T-O giving it the ability 
to !oat. Classic 11 mm & 12.5 mm static nylon
construction provides durability for rigging around 
water. Unlike other water rescue ropes, H-T-O has the 
strength to hold up to those really soggy rigging jobs.

ROOTS
Rope, cordage and webbing products are the foundational elements 
of any verticlal system. That is why the PMI product design team puts 
so much effort into engineering maximum function, durability, and 
quality into our ropes. 

LOW STRETCH KERNMANTLETRETCH
According to Cordage Institute standards, measured elongation of Low Stretch rope must be between 
6-10% at 10% of its rated minimum breaking strength (MBS). Low Stretch rope is common in Europe. It 
often has a nice hand or knotability, and may be preferable for belaying heavy loads. 

ROPE & RIGGING



CLASSIC STATIC

Diameter Sheath/Core Weight MBS Certi•cations

9 mm Nylon/Nylon 53 g/m 21 kN (4720 lbf) NFPA 1983 . CI 1801 . CE

10 mm Nylon/Nylon 66 g/m 27 kN (6070 lbf) NFPA 1983 . CI 1801 . CE

11 mm Nylon/Nylon 80 g/m 30 kN (6700 lbf) NFPA 1983 . CI 1801 . CE

12.5 mm Nylon/Nylon 104 g/m 43 kN (9700 lbf) NFPA 1983 . CI 1801 . CE

16 mm Nylon/Nylon 145 g/m 66.7 kN (15000 lbf) NFPA 1983 . CI 1801

Max Wear Nylon/Nylon Please refer to Classic Static diameters above

POLYESTER

Diameter Sheath/Core Weight MBS Certi•cations

10 mm Talon Nylon/Polyester 64.2 g/m 22 kN (4950 lbf) NFPA 1983 L

11 mm Talon Nylon/Polyester 96 g/m 31 kN (6970 lbf) NFPA 1983 L

11 mm Isostatic Polyester/Polyester 96 g/m 31 kN (6970 lbf) NFPA 1983 L

13 mm Isostatic Polyester/Polyester 125 g/m 42 kN (9440 lbf) NFPA 1983 L, G

ESCAPE

Diameter Sheath/Core Weight MBS Certi•cations

7.5 mm PER Escape Nylon/Nylon 39 g/m 15.57 kN (3280 lbf) NFPA 1983 E

9 mm PER Escape Nylon/Nylon 66 g/m 19.35 kN (4350 lbf) NFPA 1983 E

7 mm PER Element Technora/Technora 44.3 g/m 21 kN (4720 lbf) NFPA 1983 E

Hot Search Kevlar 22.4 g/m 2700+ lbf N/A

Rapid Search Nylon/Nylon+Kevlar 43 g/m N/A

WATER

Diameter Sheath/Core Weight MBS Certi•cations 

5.5 mm Navigator Polypropylene/Dyneema 17.3 g/m 8.9 kN (2000 lbf) N/A

7 mm Navigator Polypropylene/Dyneema 22.9 g/m 14.8 kN (3300 lbf) CI 1801 . NFPA Throw rope

11 mm H-T-O Nylon/Nylon 80 g/m 30 kN (6700 lbf) NFPA 1983 L

12.5 mm H-T-O Nylon/Nylon 104 g/m 43 kN (9700 lbf)  NFPA 1983 G

7 mm Throw Nylon/Polypropylene 34 g/m 8.45 kN (1900 lbf) N/A

10 mm Throw Nylon/Polypropylene 62 g/m 16 kN (3600 lbf)  

8 mm Economy Polypropylene 31 g/m 5.3 kN (1200 lbf) 

10 mm Economy Polypropylene 41 g/m 8 kN (1800 lbf)

STATIC SPECIALTY

Diameter Sheath/Core MBS Certi•cations

PMI Sport Nylon/Nylon 9 mm: 21 kN (4720 lbf) | 10 mm: 27 kN (6070 lbf)   | 11 mm: 30 kN (6700 lbf) | 12.5 mm:  43 kN (9700 lbf) CI 1801

Retro Re!ective Nylon/Nylon 10 mm: 27 kN (6070 lbf)   | 12.5 mm:  43 kN (9700 lbf) NFPA 1983

Passage Nylon/Nylon 9 mm: 21 kN (4720 lbf) | 10 mm: 27 kN (6070 lbf)   | 11 mm: 30 kN (6700 lbf) NFPA 1983 . CI 1801 . CE

PIT Rope Nylon/Nylon 11 mm: 30 kN (6700 lbf)  CI 1801

DYNAMIC

Diameter Sheath/Core Weight Impact Force Falls Certi•cations

10.6 mm Wall Rope Nylon/Nylon 69 g/m 8.2 kN 8 UIAA

10.2 mm Spire Nylon/Nylon 69.4 g/m 7.9 kN 11 UIAA

10.6 mm Cirque Nylon/Nylon 70 g/m 8 kN 12 UIAA

11 mm Latitude Nylon/Nylon 81 g/m 8.5 kN 16 UIAA
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PMI CLASSIC PROFESSIONAL
PMI’s classic EZ-Bend 16 carrier construction combined with the toughest nylon on the market makes 
PMI ropes some of the strongest in the world. PMI ropes will always beat 32, 40, and 48 carrier de-
signs made with lesser quality nylons hands down in abrasion and real-world durability tests. Although 
all diameters of PMI Classic rope are 16 carrier sheath design, the denier (thickness) of each diame-
ter’s sheath is different. It is carefully designed to provide the maximum abrasion resistance, “grab” 
the core to minimize sheath slippage, and provide the desired hand for the intended applications.
Key Features:
NFPA Certi•ed . 16 carrier construction . CI 1801 . Third party certi•ed by UL 
(Underwriters Laboratories) . CE . Torsionally balanced, continuous •lament 6,6 
nylon . Available in 17 colors . Also available in custom colors & lengths

9 mm (23/64”)
The lightest certi•ed PMI Classic rope. If you need a rope that has a good strength to weight ratio, 
PMI 9 mm will hold up to the test. Makes the perfect Personal Escape line.
Weight: 53 g/m
MBS: 21 kN (4720 lbf)
Elongation: 2.5% at 300 lbf | 4.3% at 600 lbf | 7.3% at 1000 lbf 
  White/Black       Orange/Black  Black
30 m (100 ft)  RR090WB030E       RR090OB030E  RR090BK030E 
46 m (150 ft)  RR090WB046E      RR090OB046E  RR090BK046E  
61 m (200 ft)  RR090WB061E       RR090OB061E  RR090BK061E 
92 m (300 ft)  RR090WB092E      RR090OB092E  RR090BK092E 
183 m (600 ft)  RR090WB183E      RR090OB183E  RR090BK183E 
200 m (656 ft) RR090WB200E      RR090OB200E  RR090BK200E 

10 mm (25/64”)
Preferred by experienced professionals, PMI 10 mm is the ultimate choice for single person rope work. 
This rope has nearly the same amount of core and strength of the 11 mm Classic, but a 17% thinner 
sheath to get the smaller diameter and better hand for Rope Access, long ascents and descents.
Weight: 66 g/m 
MBS: 27 kN (6070 lbf) 
Elongation: 1.8% at 300 lbf | 3.3% at 600 lbf | 6.3% at 1000 lbf 

  White/Orange       
30 m (100 ft)  RR100WO030E       
46 m (150 ft)  RR100WO046E      
61 m (200 ft)  RR100WO061E      
92 m (300 ft)  RR100WO092E     
183 m (600 ft)  RR100WO183E      
200 m (656 ft) RR100WO200E     

  Yellow/White  Orange/White       Red/White       Blue/White           Black              OD Green    
30 m (100 ft)  RR100YW030E      RR100OW030E     RR100RW030E RR100BW030E     RR100BK030E         RR100OD030E           
46 m (150 ft)  RR100YW046E      RR100OW046E     RR100RW046E  RR100BW046E     RR100BK046E         RR100OD046E          
61 m (200 ft)  RR100YW061E      RR100OW061E     RR100RW061E RR100BW061E     RR160BK061E         RR100OD061E         
92 m (300 ft)  RR100YW092E      RR100OW092E     RR100RW092E RR100BW092E     RR160BK092E         RR100OD092E           
183 m (600 ft)  RR100YW183E      RR100OW183E     RR100RW183E RR100BW183E     RR100BK183E         RR100OD183E           
200 m (656 ft)  RR100YW200E      RR100OW200E     RR100RW200E RR100BW200E     RR100BK200E         RR100OD200E          

11 mm (7/16”)
The “time tested” burly sheath design of PMI’s 11 mm Classic Static makes it a world favorite for 
professionals who must routinely subject their ropes to high abrasion applications. No other 11 mm 
rope will outlast a PMI Classic in side by side, real world applications"
Weight: 80 g/m 
MBS: 30 kN (6700 lbf)
Elongation: 1.8% at 300 lbf | 3.0% at 600 lbf | 5.2% at 1000 lbf 

  White/Black       
30 m (100 ft)  RR110WB030E       
46 m (150 ft)  RR110WB046E      
61 m (200 ft)  RR110WB061E      
92 m (300 ft)  RR110WB092E      
183 m (600 ft)  RR110WB183E      
200 m (656 ft) RR110WB200E     

  Yellow/Black  Orange/Black       Red/Black       Blue/Black                Black          
30 m (100 ft)  RR110YB030E      RR110OB030E     RR110RB030E RR110BB030E          RR110BK030E         
46 m (150 ft)  RR110YB046E      RR110OB046E     RR110RB046E  RR110BB046E          RR110BK046E         
61 m (200 ft)  RR110YB061E      RR110OB061E     RR110RB061E RR110BB061E          RR110BK061E        
92 m (300 ft)  RR110YB092E      RR110OB092E     RR110RB092E RR110BB092E          RR110BK092E        
183 m (600 ft)  RR110YB183E      RR110OB183E     RR110RB183E RR110BB183E          RR110BK183E        
200 m (656 ft)  RR110YB200E      RR110OB200E     RR110RB200E RR110BB200E          RR110BK200E        

  Red   Blue        Gold        OD Green               Jungle Camo
30 m (100 ft)  RR110RD030E      RR110BL030E     RR110GD030E RR110OD030E         RR110JC030E          
46 m (150 ft)  RR110RD046E      RR110BL046E     RR110GD046E  RR110OD046E         RR110JC046E        
61 m (200 ft)  RR110RD061E      RR110BL061E     RR110GD061E RR110OD061E         RR110JC061E        
92 m (300 ft)  RR110RD092E      RR110BL092E     RR110GD092E RR110OD092E         RR110JC092E         
183 m (600 ft)  RR110RD183E      RR110BL183E     RR110GD183E RR110OD183E         RR110JC183E        
200 m (656 ft)  RR110RD200E      RR110BL200E     RR110GD200E RR110OD200E         RR110JC200E        
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12.5 mm (1/2”)
PMI 12.5 mm is the classic 6,6 nylon line for any rugged or harsh environment. High abrasion resistance 
makes this the toughest rope for any professional.
Weight: 104 g/m 
MBS: 43 kN (9700 lbf) 
Elongation: 1.1% at 300 lbf | 2.0% at 600 lbf | 3.3% at 1000 lbf   
  White/Orange 
30 m (100 ft)  RR125WO030E  
46 m (150 ft)  RR125WO046E 
61 m (200 ft)  RR125WO061E 
92 m (300 ft)  RR125WO092E 
183 m (600 ft)  RR125WO183E 
200 m (656 ft) RR125WO200E 

  Yellow/White  Orange/White       Red/White       Blue/White     Black
30 m (100 ft)  RR125YW030E      RR125OW030E     RR125RW030E RR125BW030E     RR125BK030E 
46 m (150 ft)  RR125YW046E      RR125OW046E     RR125RW046E  RR125BW046E     RR125BK046E    
61 m (200 ft)  RR125YW061E      RR125OW061E     RR125RW061E RR125BW061E     RR125BK061E     
92 m (300 ft)  RR125YW092E      RR125OW092E     RR125RW092E RR125BW092E     RR125BK092E 
183 m (600 ft)  RR125YW183E      RR125OW183E     RR125RW183E RR125BW183E     RR125BK183E     
200 m (656 ft)  RR125YW200E      RR125OW200E     RR125RW200E RR125BW200E     RR125BK200E     
  Blue              Red      Gold  OD Green  Jungle Camo
30 m (100 ft)  RR125BL030E        RR125RD030E     RR125GD030E RR125OD030E RR125JC030E 
46 m (150 ft)  RR125BL046E      RR125RD046E     RR125GD046E RR125OD046E RR125JC046E 
61 m (200 ft)  RR125BL061E      RR125RD061E     RR125GD061E RR125OD061E RR125JC061E 
92 m (300 ft)  RR125BL092E      RR125RD092E     RR125GD092E RR125OD092E RR125JC092E  
183 m (600 ft  RR125BL183E      RR125RD183E     RR125GD183E RR125OD183E RR125JC183E 
200 m (656 ft)  RR125BL200E      RR125RD200E     RR125GD200E RR125OD200E RR125JC200E 

16 mm (5/8”)
An extra heavy duty work horse that is easy to grip, the 16 mm PMI can take on any job.
Weight: 145 g/m 
MBS: 66.7 kN (15000 lbf) 
Elongation: 1.0% at 300 lbf | 1.4% at 600 lbf | 2.6% at 1000 lbf 

  White/Orange 
30 m (100 ft)  RR160WO030E  
46 m (150 ft)  RR160WO046E 
61 m (200 ft)  RR160WO061E 
92 m (300 ft)  RR160WO092E 
183 m (600 ft)  RR160WO183E 
200 m (656 ft) RR160WO200E 

  Yellow/White  Orange/White       Red/White       Blue/White           Black    
30 m (100 ft)  RR160YW030E      RR160OW030E     RR160RW030E RR160BW030E     RR160BK030E  
46 m (150 ft)  RR160YW046E      RR160OW046E     RR160RW046E  RR160BW046E     RR160BK046E     
61 m (200 ft)  RR160YW061E      RR160OW061E     RR160RW061E RR160BW061E     RR160BK061E     
92 m (300 ft)  RR160YW092E      RR160OW092E     RR160RW092E RR160BW092E     RR160BK092E  
183 m (600 ft)  RR160YW183E      RR160OW183E     RR160RW183E RR160BW183E     RR160BK183E     
200 m (656 ft)  RR160YW200E      RR160OW200E     RR160RW200E RR160BW200E     RR160BK200E     
  Blue              Red      Gold  OD Green
30 m (100 ft)  RR160BL030E        RR160RD030E     RR160GD030E RR160OD030E 
46 m (150 ft)  RR160BL046E      RR160RD046E     RR160GD046E RR160OD046E 
61 m (200 ft)  RR160BL061E      RR160RD061E     RR160GD061E RR160OD061E 
92 m (300 ft)  RR160BL092E      RR160RD092E     RR160GD092E RR160OD092E  
183 m (600 ft  RR160BL183E      RR160RD183E     RR160GD183E RR160OD183E 
200 m (656 ft)  RR160BL200E      RR160RD200E     RR160GD200E RR160OD200E 

COLOR CHOICES
There are a lot of choices out there, and we want you to be happy with the ones you make – at least 
when it comes to rope. That’s why we build rope in enough colors to brighten up anyone’s life. Although 
PMI ropes are certainly colorful, it’s the performance that you will really appreciate. See individual 
diameter description for color availability.
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POLYESTER
PMI Polyester ropes are great for use by experienced technicians in applications where low stretch 
is required. Although extra precautions must be taken when using a polyester rope in rescue systems, 
there are also many bene•ts when used in the correct application.

1) Polyester retains a high tensile strength even when wet.

2) Slightly more resistant than nylon to most acids.

3) Melting point is about 4800.

4) Highly abrasion resistant.

All PMI ropes that incorporate polyester in some way have an X pattern on the sheath, while nylon-only 
models feature the typical “barber pole” design.

PMI TALON
PMI Talon is the best of both worlds for experienced rope users. This rope combines the hand and 
higher friction that you’re accustomed to from PMI Classic nylon ropes with virtually no elongation.

Key Features:
NFPA Certi•ed . 16 carrier construction . 6,6 nylon sheath . Polyester core . Resists !attening under 
load
10 mm (25/64”)
Weight: 64.2 g/m
MBS: 22 kN (4950 lbf)
Elongation: 1.2% at 300 lbf | 2.0% at 600 lbf | 2.8% at 1000 lbf 
  Orange/Grey/Yellow  Blue/Grey/Yellow Red/Grey/Yellow
30 m (100 ft)          PR100OX030NP PR100BX030NP PR100RX030NP 
46 m (150 ft)    PR100OX046NP PR100BX046NP PR100RX046NP 
61 m (200 ft)         PR100BX046NP PR100BX061NP PR100RX061NP 
92 m (300 ft)   PR100OX092NP PR100BX092NP PR100RX092NP 
183 m (600 ft)    PR100OX183NP PR100BX183NP PR100RX183NP 
200 m (656 ft) PR100OX200NP PR100BX200NP PR100RX200NP 

11.5 mm (7/16”)
Weight: 96 g/m 
MBS: 31 kN (6970 lbf)  
Elongation: 1.1% at 300 lbf | 1.9% at 600 lbf | 2.5% at 1000 lbf 
  Orange/Black/Yellow  Blue/Black/Yellow Red/Black/Yellow
30 m (100 ft)          PR110OX030NP PR110BX030NP PR110RX030NP 
46 m (150 ft)    PR110OX046NP PR110BX046NP PR110RX046NP 
61 m (200 ft)         PR110BX046NP PR110BX061NP PR110RX061NP 
92 m (300 ft)   PR110OX092NP PR110BX092NP PR110RX092NP 
183 m (600 ft)    PR110OX183NP PR110BX183NP PR110RX183NP 
200 m (656 ft) PR110OX200NP PR110BX200NP PR110RX200NP 
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MEETING THE STANDARDS
PMI Isostatic Ropes meet NFPA 1983 and CI 1801, but provide lower elongation under load and thus lower shock absorbing ability than PMI Classic 
Static ropes. Choose PMI Isostatic for rigging highlines and long hauls where rope elongation can be an issue, but always keep in mind the lower shock 
absorbing ability.

OPTIMIZE 
Rope sag due to elongation (stretch) is often an issue with highlines. Too much sag can make it dif•cult to clear obstacles. Excessive sag in a horizontal 
highline will also increase the amount of work required to manage a load across the span. Polyester core kernmantle ropes help reduce this sag due to 
their much lower elongation under load. PMI’s Talon and Isostatic polyester core ropes are a great choice as track lines in a highline operation. Choos-
ing a low elongation rope will make it easier to tighten the highline and less sag will be induced in the system as it is loaded. Keep in mind, however, 
that less catenary in the system will result in higher forces at the anchors - a situation that can easily be monitored by incorporating load cells into your 
system. Note also that the system will be much less forgiving of shock loading and great care should be taken to prevent dynamic loading events.

SOLUTIONS
We recommend using Isostatic with the heightec-PMITM products since it has a somewhat softer hand than our Classic Static rope. All of the heightec-
PMITM  Rescue Systems on pg. 86-89 come with PMI 11.5 mm Isostatic for your convenience. 
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PMI ISOSTATIC
A PMI signature rope constructed of 100% polyester core and sheath. These ropes are speci•cally 
designed with super low elongation for specialty applications such as highlines and applications where 
professional rope technicians require absolute minimal elongation. These ropes are also  engineered 
to stay rounder and have less sheath slippage than conventional kernmantle polyester ropes.
Key Features:
NFPA Certi•ed . 32 carrier construction . 100% Polyester construction . Resists !attening under load
11.5 mm (7/16”)
Weight: 96 g/m
MBS: 31 kN (6970 lbf)
Elongation: 1.2% at 300 lbf | 1.5% at 600 lbf | 2.2% at 1000 lbf 

  White/Green   Orange/Green Blue/Green  Black/Green  Red/Green
30 m (100 ft)         PR110WG030NP         PR110OG030PP PR110BG030PP PR110KG030PP  PR110RG030PP 
46 m (150 ft)         PR110WG046NP         PR110OG046PP PR110BG046PP PR110KG046PP  PR110RG046PP  
61 m (200 ft)         PR110WG061NP        PR110OG061PP PR110BG061PP PR110KG061PP  PR110RG061PP  
92 m (300 ft)         PR110WG092NP        PR110OG092PP PR110BG092PP PR110KG092PP  PR110RG092PP  
183 m (600 ft)       PR110WG183NP        PR110OG183PP PR110BG183PP PR110KG183PP PR110RG183PP  
200 m (656 ft)       PR110WG200NP        PR110OG200PP PR110BG200PP PR110KG200PP  PR110RG200PP  

13 mm (33/64”)
Weight: 125 g/m 
MBS: 42 kN (9440 lbf)
Elongation: 0.7% at 300 lbf | 1.2% at 600 lbf | 2.0% at 1000 lbf   
              White/Green    Orange/Green Blue/Green  Black/Green  Red/Green
30 m (100 ft)         PR130WG030NP        PR130OG030PP PR130BG030PP PR130KG030PP  PR130RG030PP 
46 m (150 ft)         PR130WG046NP        PR130OG046PP PR130BG046PP PR130KG046PP  PR130RG046PP  
61 m (200 ft)         PR130WG046NP       PR130OG061PP PR130BG061PP PR130KG061PP  PR130RG061PP  
92 m (300 ft)         PR130WG092NP      PR130OG092PP PR130BG092PP PR130KG092PP  PR130RG092PP  
183 m (600 ft)       PR130WG183NP       PR130OG183PP PR130BG183PP PR130KG183PP PR130RG183PP  
200 m (656 ft)       PR130WG200NP     PR130OG200PP PR130BG200PP PR130KG200PP  PR130RG200PP  

Rope  11

WARNING
Polyester core ropes have signi•cantly lower energy ab-
sorbing capability than conventional nylon ropes and are 
not suitable for every type of use. If the user is in doubt 
about what types of forces a polyester core rope could 
generate in a shock-load or fall situation, the polyester 
core rope should not be used.
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NYLON & POLYESTER
Nylon and polyester are the tried-and-true workhorses of the life safety world and a variety of 
Escape ropes are made with one or some combo of these two •bers. On a practical level, these are 
still the best all-around choice for an escape rope in terms of overall safety and cost. Nylon 6,6 and 
polyester •bers melt at 254-260° C.

SEARCH LINES
Specialized Search Lines are a must for Rapid Intervention Team Search and Rescue operations. They 
should be easy to deploy, be hard to snag, have enough body to be felt through a •re•ghter’s glove and 
made for retracing your path in a low to zero visibility environment. PMI offers two versions of Search 
Line to match your RIT application and training. We also offer pre-rigged kits, and build-your-own kits 
for creating a personalized search and rescue tool. As of the 2006 edition of NFPA 1983, there is not 
a standard for search lines.

PMI HOT SEARCH LINE
PMI’s next generation 100% Kevlar RIT line has an unequalled ef•cient braid that will outlast other 
RIT lines. Not intended for rappelling. Note: Kevlar has a higher operating temperature than nylon or 
polyester, but it is not !ame - proof and will not survive direct !ame or ambient temperatures above 
500o C.
Key Features:
100% Kevlar . Compact . 10 mm wide . 3 mm thick
Weight: 2.4 g/m 
MBS: 2700 + lbf
  Gold/Red  
Per Meter   SL100GR001 
11 m (36 ft)  SL100GR011  
15 m (49 ft) SL100GR015 

PMI RAPID SEARCH LINE II
Designed by •re•ghters for •re•ghters, this supple search line packs away small but is highly 
grippable even with a gloved hand. Highly visible this search line provides maximum visibility 
in the •re ground environment. Not intended for rappelling.
Note: Both nylon and aramid •bers will burn if exposed to !ame, but nylon will melt at much lower 
temperatures.

Key Features:
Core is one large Kevlar cable + Nylon •ller cables . High visibility . 9 mm . High tenacity nylon sheath
9 mm
Weight: 43 g/m
  Orange/Yellow 
Per Meter   SR090SL001E 
11 m (36 ft)  SR090SL011E 
15 m (49 ft)  SR090SL015E 
30 m (100 ft)  SR090SL030E 
61 m (200 ft) SR090SL061E 
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ARAMIDS
Aramids simply offer the best heat resistance of any •ber currently available, roughly twice that of 
Nylon and Polyester. However, do not be misled into believing that ropes made of these •bers will not 
“burn through” or fail - that is simply not true" There is still more to be learned about the limitations of 
these •bers when compressive forces from rappel devices are combined with axial forces and the pos-
sible shock load - a known limitation of these materials. Just be sure your choice of rope and rappel 
device system is well tested before being put into actual use. Para-aramids like Kevlar® and Technora® 
do not melt but decompose at 500° C.

UHMWPE
Ultra high molecular weight polyethylene - although offering incredible strength and cut resistance, this 
•ber has dangerously low melting temperature and low coef•cient of friction, and therefore is not a 
good choice for an escape rope. Fibers like Dyneema® melt at 150° C.

PERSONAL ESCAPE - FIBERS
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PERSONAL ESCAPE ROPE
Personal escape rope is the foundation of a personal escape system. PMI has numerous rope choices 
for emergency egress. Our newest entry is an all para-aramid Technora® •ber 7.5 mm NFPA 1983 
certi•ed escape line we call PMI PER Element. An excellent choice for those looking for the strongest 
escape line in the smallest diameter NFPA allows along with a high maximum operating temperature 
rating. For those wanting an escape rope with excellent impact absorbing abilities and a slightly lower
operating temperature, we suggest our 7.5 mm PMI PER all nylon rope. For maximum strength and 
longer service life, try our 9 mm PMI PER also of all nylon construction. All of PMI’s escape ropes are 
third party certi•ed by UL to NFPA 1983 as escape ropes.

PMI PER
Fire•ghters and rescuers who need to “bail out” of deadly situations rely on PER. Compact and light-
weight, this line is more than strong enough for the job. It also features an energy-absorbing core to 
reduce the inevitable shock load during •rst loading.
Key Features:
NFPA 1983 . UL . Classic construction . 7.5 mm has energy absorbing core
7.5 mm 
Weight: 39 g/m
MBS: 15.57 kN (3280 lbf) 
Elongation: 5.7% at 300 lbf | 11.3% at 600 lbf | 15.4% at 1000 lbf 
   Yellow  Black
30 m (100 ft)  RR075YL030 RR075BK030 
46 m (150 ft)  RR075YL046 RR075BK046 
61 m (200 ft)  RR075YL061 RR075BK061 
92 m (300 ft) RR075YL092 RR075BK092 

9 mm 
Weight: 53 g/m
MBS: 21 kN (4720 lbf) 
Elongation: 2.5% at 300 lbf | 4.3% at 600 lbf | 7.3% at 1000 lbf 
  White/Black  Orange/Black
30 m (100 ft)  RR090WB030E  $64.00 RR090OB030E     
46 m (150 ft)  RR090WB046E  $96.10 RR090OB046E    
61 m (200 ft)  RR090WB061E  $128.10   RR090OB061E    
92 m (300 ft)  RR090WB092E  $192.20 RR090OB092E    
183 m (600 ft)  RR090WB183E  $384.50 RR090OB183E    
200 m (656 ft) RR090WB200E  $420.40 RR090OB200E    

PMI PER ELEMENT
When working in •re and extreme heat conditions, the new PMI PER Element with TechnoraTM is the 
perfect rope. It is an excellent companion for the PMI PED escape descender. Features a blue polyester 
heat indicator, and a 32 carrier braid for the perfect grip. TechnoraTM decomposes at 500° C.
Key Features:
NFPA . 32 Carrier . TechnoraTM sheath and core . Blue polyester heat indicator . Custom lengths 
available
7.5 mm 
Weight: 44.3 g/m . 
MBS: 21 kN (4720 lbf) 
Elongation: 3.1% at 300 lbf | 3.8% at 600 lbf | 4.2% at 1000 lbf 
  Gold/Blue
30 m (100 ft)  RR075TG030   
46 m (150 ft)  RR075TG046   
61 m (200 ft)  RR075TG061   
92 m (300 ft) RR075TG092   

Rope  13
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PMI MAX WEARTM 
Extreme environments require this extreme rope. Those who work in rugged terrain appreciate the 
superior abrasion resistance of this sturdy line. Also available in custom colors and lengths. You can 
differentiate between PMI Classic and PMI Max WearTM by the sheath pattern. Max WearTM has only 
one stripe over the base color while Classic EZ BendTM has two stripes over the base color. Contact 
PMI customer service for availability, delivery and custom pricing. Color chart on pg. 9. 
9 mm 
Weight: 53 g/m 
MBS: 21 kN (4720 lbf)
Elongation: 2.5% at 300 lbs | 4.3%  at 600 lbs
  White/Black   Orange/Black Black
92 m (300 ft)  RR090WB092M  RR090OB092M RR090BK092M 
200 m (656 ft) RR090WB200M  RR090OB200M RR090BK200M 

10 mm
Weight: 66 g/m
MBS: 27 kN (6070 lbf)
Elongation: 1.6% at 300 lbs | 3.3%  at 600 lbs
  White/Orange  Yellow/White Orange/White Blue/White Black
30 m (100 ft)  RR100WO030M  RR100YW030M RR100OW030M RR100BW030M RR100BK030M 
46 m (150 ft)  RR100WO046M  RR100YW046M RR100OW046M RR100BW046M RR100BK046M 
200 m (656 ft) RR100WO200M   RR100YW200M RR100OW200M RR100BW200M RR100BK200M 

11 mm
Weight: 66 g/m 
MBS: 27 kN (6070 lbf) 
Elongation: 1.6% at 300 lbs | 3.3%  at 600 lbs 
  White/Black  
30 m (100 ft)  RR110WB030M 
46 m (150 ft)  RR110WB046M 
92 m (300 ft)  RR110WB092M 
183 m (600 ft)  RR110WB183M 
200 m (656 ft) RR110WB200M 
  Blue/Black  Red/Black   Orange/Black Black              OD Green
30 m (100 ft)  RR110BB030M RR110RB030M RR110OB030M RR110BK030M       RR110OD030M 
46 m (150 ft)  RR110BB046M RR110RB046M RR110OB046M RR110BK046M  RR110OD046M 
92 m (300 ft)  RR110BB092M RR110RB092M RR110OB092M RR110BK092M  RR110OD092M 
183 m (600 ft)  RR110BB183M RR110RB183M RR110OB183M RR110BK183M  RR110OD183M 
200 m (656 ft) RR110BB200M RR110RB200M RR110OB200M RR110BK200M  RR110OD200M 

12.5 mm
Weight: 104 g/m 
MBS: 43 kN (9700 lbf) 
Elongation: 1.2% at 300 lbs | 2.8%  at 600 lbs
  White/Orange  
46 m (150 ft)  RR125WO046M 
61 m (200 ft)  RR125WO061M   
92 m (300 ft)  RR125WO092M 
183 m (600 ft) RR125WO183M  
  Blue/White Orange/White Red/White  Yellow/White Blue  Black
46 m (150 ft) RR125BW046M RR125OW046M RR125RW046M RR125YW046M  RR125BL046M  RR125BK046M 
61 m (200 ft) RR125BW061M RR125OW061M RR125RW061M RR125YW061M  RR125BL061M  RR125BK061M 
92 m (300 ft) RR125BW092M  RR125OW092M RR125RW092M RR125YW092M  RR125BL092M  RR125BK092M 
183 m (600 ft) RR125BW183M RR125OW183M RR125RW183M  RR125YW183M  RR125BL183M RR125BK183M 

PMI CLASSIC SPORT
With the same performance and speci•cations as the PMI Classic Professional EZ-Bend, this rope gets 
the job done. The only difference: no NFPA labeling or fancy colors. To order these ropes with the PMI 
Max Wear sheath, drop the E on the end of the product number and replace it with an M. Prices stay 
the same. Please call us for more information.
Key Features:
16 carrier construction . 6,6 nylon . Classic construction

9 mm (23/64”) 
Weight: 53 g/m
MBS: 21 kN (4720 lbf)
       White/Red/Black
30 m (100 ft)   SR090WZ030E  
46 m (150 ft)   SR090WZ046E 
61 m (200 ft)   SR090WZ061E 
92 m (300 ft)   SR090WZ092E 
183 m (600 ft) SR090WZ183E   
200 m (656 ft) SR090WZ200E  

11 mm (7/16”)
Weight: 80 g/m
MBS: 30 kN (6700 lbf)
       White/Red/Black
30 m (100 ft)   SR110WZ030E 
46 m (150 ft)   SR110WZ046E 
61 m (200 ft)   SR110WZ061E 
92 m (300 ft)   SR110WZ092E 
183 m (600 ft) SR110WZ183E   
200 m (656 ft) SR110WZ200E  

10 mm (25/64”)
Weight: 66 g/m
MBS: 27 kN (6070 lbf)
       White/Red/Black
30 m (100 ft)   SR110WZ030E 
46 m (150 ft)   SR110WZ046E 
61 m (200 ft)   SR110WZ061E 
92 m (300 ft)   SR110WZ092E 
183 m (600 ft) SR110WZ183E   
200 m (656 ft) SR110WZ200E  

12.5 mm (1/2”)
Weight: 104 g/m
MBS: 43 kN (9700 lbf)
       White/Red/Black
30 m (100 ft)   SR125WZ030E 
46 m (150 ft)   SR125WZ046E 
61 m (200 ft)   SR125WZ061E 
92 m (300 ft)   SR125WZ092E 
183 m (600 ft) SR125WZ183E   
200 m (656 ft) SR125WZ200E  
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PMI RETRO REFLECTIVE
The longest lasting, highest visibility rope you can buy for low light environments. Our special Retro 
Re!ective material stands out like a beacon in the darkest night when a light is shined on it. Choose 
from Retro Classic, Retro Water Rescue Ropes, or Retro Multi-Cord.
Key Features:
Classic EZ-Bend . Retro re!ective •laments . Increases nighttime safety
10 mm (25/64”) - Classic Static     12.5 mm (1/2”) - Classic Static
Weight: 66 g/m      Weight: 104 g/m
MBS: 27 kN (6070 lbf)    MBS: 43 kN (9700 lbf)
Elongation: 1.2% at 300 lbf | 2.8% at 600 lbf  Elongation: 0.8% at 300 lbf | 1.6% at 600 lbf
  Orange/Blue Retro      Yellow/Grey Retro
30 m (100 ft)  RR100OX030EV   30 m (100 ft)  RR125YG030EV 
46 m (150 ft)  RR100OX046EV   46 m (150 ft)  RR125YG046EV  
61 m (200 ft)  RR100OX061EV   61 m (200 ft)  RR125YG061EV 
92 m (300 ft)  RR100OX092EV   92 m (300 ft)  RR125YG092EV 
183 m (600 ft)  RR100OX183EV   183 m (600 ft)  RR125YG183EV 
200 m (656 ft) RR100OX200EV   200 m (656 ft) RR125YG200EV 

10 mm (25/64”) - Water Rescue Throw Rope 
Weight: 62 g/m
MBS: 16 kN (3600 lbf)
Orange/Blue Retro 
30 m (100 ft)  WR100YX030EV 
46 m (150 ft)  WR100YX046EV 
61 m (200 ft)  WR100YX061EV  
92 m (300 ft) WR100YX092EV 

PMI PIT ROPE
PMI 11 mm Pit Rope is our original rope •rst sold back in 1977. Still the favorite among cavers who 
demand the most abrasion resistant static kernmantle ropes in the world.
Key Features:
16 carrier construction . 6,6 nylon . Classic Max Wear construction . Shorter & custom lengths available
11 mm (7/16”)
Weight: 80 g/m 
MBS: 30 kN (6700 lbf)
Elongation: 1.6% at 300 lbf | 1.6% at 600 lbf | 3.3% at 1000 lbf 
  White 
183 m (600 ft)  SR110WH183M 
366 m (1200 ft) SR110WH366M 

PMI PASSAGE
Want a great all-around canyoning rope for a reasonable cost? The PMI Passage out performs 
a lot of the more expensive competition" Our Hydro Cover treatment adds performance in 
wet canyon use.
Key Features:
Hydro CoverTM treatment . 6,6 nylon . Classic construction
9 mm (23/64”)
Weight: 53 g/m
MBS: 21 kN (4720 lbf)
  Red/Yellow 
30 m (100 ft)  RR090RY030ED 
46 m (150 ft)  RR090RY046ED 
61 m (200 ft)  RR090RY061ED  
92 m (300 ft) RR090RY092ED 

10 mm (25/64”)
Weight: 66 g/m
MBS: 27 kN (6070 lbf)
  Red/Yellow
30 m (100 ft)  RR100RY030ED 
46 m (150 ft)  RR100RY046ED 
61 m (200 ft)  RR100RY061ED  
92 m (300 ft) RR100RY092ED 

11 mm (7/16”)
Weight: 80 g/m
MBS: 30 kN (6700 lbf)
  Red/Yellow
30 m (100 ft)  RR110RY030ED 
46 m (150 ft)  RR110RY046ED 
61 m (200 ft)  RR110RY061ED  
92 m (300 ft) RR110RY092ED 
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PMI NAVIGATOR
PMI’s Navigator Water Rescue rope brings technology to the forefront. A high strength
kernmantle throwline for stuf•ng into water rescue bags or for other applications requir-
ing a lightweight, !oating rope with a high strength to size ratio. Featured in the Reach 
system (pg. 92-93).
Key Features:
Superior strength . Dyneema® core . Polypropylene sheath . Extremely buoyant
5.5 mm
Weight: 17.3 g/m
MBS: 8.9 kN (2000 lbf)
  Orange/Blue/Silver 
30 m (100 ft)  WD055OR030E 
46 m (150 ft)  WD055OR046E 
61 m (200 ft)  WD055OR061E 
92 m (300 ft) WD055OR092E 

7 mm
Weight: 22.9 g/m 
MBS: 14.8 kN (3300 lbf)
  Orange/Blue/Silver 
30 m (100 ft)  WD070OR030E 
46 m (150 ft)  WD070OR046E 
61 m (200 ft)  WD070OR061E 
92 m (300 ft) WD070OR092E 
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PMI H-T-O
Now you can enjoy the strength and elongation properties of PMI Classic Static rope, specially 
treated for !oatability. Our Hydro Cover treatment makes this burly water rope really !oat" 
Hydro Cover treatment greatly reduces the absorption of water which helps maintain the 
rope’s inherent strength while keeping the weight of the rope down. Note: Hydro Cover is a 
rope treatment, and while it can last for years even in frequently used rope, keep in mind that 
heavy abrasion will diminish water resistant qualities.
Key Features:
Classic Static Construction . Great for wet rigging applications . Abrasion resistant . Hydro 
Cover treatment
11 mm (7/16”)
Weight: 82 g/m 
MBS: 30 kN (6700 lbf)
Elongation: 1.2% at 300 lbf | 2.8% at 600 lbf
  White/Black 
46 m (150 ft)  RR110WB046ED 
92 m (300 ft) RR110WB092ED 
  Yellow/Black
46 m (150 ft)  RR110YB046ED 
61 m (200 ft) RR110YB092ED  

12.5 mm (1/2”)
Weight: 108 g/m 
MBS: 43 kN (9700 lbf)
Elongation: 1.1% at 300 lbf | 2.0% at 600 lbf
  White/Orange     
46 m (150 ft)  RR125WO046ED    
92 m (300 ft) RR125WO092ED 

  Yellow/White
46 m (150 ft) RR125YW046ED 
92 m (300 ft)  RR125YW092ED 
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PMI WATER RESCUE ROPE
Designed at the request of our customers, this rope is intended for use as a bagged throw rope for 
boat or shore based water rescue. The continuous stranded polypropylene core provides !otation 
to the wear - resistant braided nylon sheath. This rope has a higher breaking strength than economy 
polypropylene water rescue rope, and is much easier to grip.
Key Features:
Continuous polypropylene core . Lightweight . Nylon sheath
7 mm
Weight: 34 g/m 
MBS: 8.45 kN (1900 lbf) 
Elongation: 1.2% at 300 lbf | 2.8% at 600 lbf
  Yellow/Blue 
30 m (100 ft)  WR070YX030E 
46 m (150 ft)  WR070YX046E 
61 m (200 ft)  WR070YX061E 
92 m (300 ft)  WR070YX092E 
183 m (600 ft)  WR070YX183E 
200 m (656 ft) WR070YX200E 

10 mm (25/64”)
Weight: 62 g/m 
MBS: 16 kN (3600 lbf) 
Elongation: 0.8% at 300 lbf | 1.6% at 600 lbf
  Yellow/Blue 
30 m (100 ft)  WR100YX030E 
46 m (150 ft)  WR100YX046E 
61 m (200 ft)  WR100YX061E 
92 m (300 ft)  WR100YX092E 
183 m (600 ft)  WR100YX183E 
200 m (656 ft) WR100YX200E  

PMI ECONOMY THROW ROPE
The perfect throwline rope in water rescue operations where a !oating, economical, and lightweight 
line is needed. With a speci"c gravity less than 1, polypropylene will !oat in any water conditions. 
While great for personal throwline applications, it is not designed for use as rigging gear for technical 
rope rescue.
Key Features:
Solid Braid . 100% polypropylene . Economical . Lightweight
8 mm
Weight: 31 g/m 
MBS: 5.3 kN (1200 lbf)
Yellow 
PR63002  

10 mm (25/64”)
Weight: 41 g/m 
MBS: 8 kN (1800 lbf)
Yellow 
PR63001  

PMI H2-THROW
Lightweight nylon throw bags stuffed with PMI’s Water Rescue Rope or Economy Water Rescue Rope to 
out"t your whole team.
Key Features:
Lightweight nylon bag . Pre - tied loop terminations . Bag includes !otation disc . Rigged and ready to 
go Bags also sold separately. See pg. 118.
PMI Throw w/PMI Water Rescue Rope

7 mm - 23 m (75 ft)
Weight: 1.7 lbs (789 g) 
MBS: 8.5 kN (1900 lbf)
Yellow/Blue 
KT36021  

10 mm -15 m (50 ft)
Weight: 2.5 lbs (1043 g) 
MBS: 16 kN (3600 lbf)
Yellow/Blue 
KT36023  

10 mm - 23 m (75 ft)
Weight: 3.3 lbs (1497 g) 
MBS: 16 kN (3600 lbf)
Yellow/Blue 
KT36019  

PMI Throw w/Economy Rope

8 mm - 23 m (75 ft)
Weight: 1.3 lbs (581 g) 
MBS: 5.3 kN (1200 lbf)
Yellow 
KT36022  

10 mm -15 m (50 ft)
Weight: 1.3 lbs (608 g) 
MBS: 8 kN (1800 lbf)
Yellow 
KT36024  

10 mm - 23 m (75 ft)
Weight: 1.8 lbs (835 g) 
MBS: 8 kN (1800 lbf)
Yellow 
KT36020  
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10.6 WALL ROPE
A "ne balance between durability and elongation, this rope will provide hundreds of hours in the gym. 
This 10.6 mm rope has a 22% thicker sheath than typical PMI Dynamic ropes and still passes the UIAA 
criteria for a lead climbing rope.
Key Features:
22% thicker sheath . UIAA certi"ed lead rope . Extreme durability Impact Force: 8.2 kN . Falls: 8 . 
Elongation: 6.8% . Weight: 69 g/m

60 m Wild Berry  Ruby
 DR106AI060S DR106AJ060S 

200 m Wild Berry  Ruby
 DR106AI200S DR106AJ200S 

10.2 SPIRE
The Spire is an excellent all-around rope that is as at home on the crags as it is on long alpine routes. 
At less than 70 g/m, it is a favorite among guides and others who want to combine maximum mileage 
with minimum weight.
Key Features:
Impact Force: 7.9 kN . Falls: 11 . Elongation: 8.0% . Weight: 69.4 g/m
60 m  Abyss   Jewel   Nitro 
Standard  DR102EE060S DR102EH060S  DR102EG060S 
UltraDry DR102EE060D DR102EH060D  DR102EG060D 

70 m  Abyss   Jewel   Nitro 
Standard  DR102EE070S DR102EH070S  DR102EG070S 
UltraDry DR102EE070D DR102EH070D  DR102EG070D 

60 m Half&Half  Dragon!y       Solar Flare   
Standard   DR102EK060H DR102EJ060H   
UltraDry  DR102EK060HD DR102EJ060HD 

70 m Half&Half  Dragon!y       Solar Flare 
Standard   DR102EK070H DR102EJ070H  
UltraDry  DR102EK070HD DR102EJ070HD 

PMI DYNAMIC ROPES......... 
are engineered for low impact force, maximum number of falls, and zero sheath slippage - a climber‘s 
best friend.

UltraDryTM

In our quest to engineer the ultimate dry rope, we went well beyond the sheath and deep into the core. 
PMI UltraDryTM ropes have the additional safety and performance elements of a hydrophobic core; 
aka waterproof. PMI UltraDryTM ropes actually !oat for days - really. Every "lament of core yarn 
undergoes a process to create an actual shield of polymerized molecules within the yarn. This shield 
is then secured in place. . . resulting in a durable, resistant, protected yarn which is made into PMI 
UltraDryTM ropes.

MIDDLE MARK
Every PMI rope has a middle mark so you can "nd the middle of the rope with ease. If the black mark 
wears, you can easily reapply with the PMI Tec marker.

ID TAPE
This is the DNA of your rope. The name, date, and place where the rope was made. No x/y
chromosomes, but you get the idea.

HALF & HALFTM

PMI’s revolutionary Half & HalfTM ropes transition from one pattern to another at the middle point of 
the rope. This seamless and smooth pattern change gives climbers peace of mind in any situation. 

ROPE LENGTH 
Your rope length may change with the weather or from dirt and grime. When we pack your rope at 
our factory, we always make sure to give you at least 2% more than the stated length. This is simply 
another way we ensure you get what you pay for.

18  Rope



10.6 CIRQUE
The Cirque has it all. Maximum number of falls, minimal weight and a true - to - size diameter that 
won’t jam your gear.
Key Features:
Impact Force: 8 kN . Falls: 12 . Elongation: 7.7% . Weight: 70 g/m
60 m  Rain Shadow  Alpenglow
Standard  DR106AW060S DR106AT060S 
UltraDry DR106AW060D DR106AT060D  

70 m  Rain Shadow  Alpenglow
Standard  DR106AW070S DR106AT070S 
UltraDry DR106AW070D DR106AT070D 

60 m Half&Half  Fireworks
Standard   DR106AY060H 
UltraDry  DR106AY060HD 

70 m Half&Half  Fireworks
Standard   DR106AY070H 
UltraDry  DR106AY070HD 

11 LATITUDE
Need a beefy rope that lasts? PMI 11 mm Latitude keeps you climbing even after the other guys
have gone home.
Key Features:
Impact Force: 8.5 kN . Falls: 16 . Elongation: 7.8% . Weight: 81 g/m
60 m Surf  Black
Standard  DR110FH060S DR110FD060S 
UltraDry DR110FH060D DR110FD060D 

70 m  Surf  Black
Standard  DR110FH070S DR110FD070S 
UltraDry DR110FH070D DR110FD070D 

200 m  Black
Standard DR110FD200S 
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DYNAMIC KERNMANTLE
Dynamic Rope is designed for impact ab-
sorption. Most often used for lead climbing, 
dynamic rope has high elongation character-
istics and is good for absorbing energy dur-
ing a fall. Look for rope that is third party 
tested and certi"ed to CE and UIAA. 
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ACCESSORY CORD
PMI Accessory cord made with the ideal combination of force absorption, !exibility, and 
durability. Lightweight and supple line makes creating anchors and tying knots a breeze.
Key Features:
100% Nylon . Available from 2 mm up to 8 mm . Discounted price for spooled lengths
2 mm   Multi Color
Per Meter   CC020ZA001S      
100 m Spool  CC020ZA100S      
3 mm   Black   Multi Color  Multi Color
Per Meter   CC030MB001S  CC030MC001S  CC030ME001S  $0.48
100 m Spool  CC030MB100S  CC030MC100S  CC030ME100S  
4 mm   Black   Multi Color  Multi Color
Per Meter   CC040OB001S  CC040OC001S  CC040OE001S  
100 m Spool  CC040OB100S  CC040OC100S  CC040OE100S  
5 mm   Black   Multi Color  Multi Color
Per Meter   CC055QB001S  CC055QC001S  CC055QD001S  
50 m Spool  CC055QB050S  CC055QC050S  CC055QD050S  
100 m Spool  CC055QB100S  CC055QC100S  CC055QD100S  
6 mm   Black   Multi Color  Multi Color
Per Meter   CC060SB001S  CC060SC001S  CC060SD001S   
50 m Spool  CC060SB050S  CC060SC050S  CC060SD050S  
100 m Spool  CC060SB100S  CC060SC100S  CC060SD100S  
7 mm   Black   Multi Color  Multi Color
Per Meter   CC070UB001S  CC070UC001S  CC070UE001S  
50 m Spool  CC070UB050S  CC070UC050S  CC070UE050S  
100 m Spool  CC070UB100S  CC070UC100S  CC070UE100S  
8 mm   Black   Multi Color
Per Meter   CC080WB001S  CC080WC001S    
50 m Spool  CC080WB050S  CC080WC050S    
100 m Spool  CC080WB100S  CC080WC100S    
9 mm   Black   Multi Color
Per Meter   CC090YB001S  CC090YC001S    
50 m Spool  CC090YB050S  CC090YC050S    
100 m Spool  CC090YB100S  CC090YC100S    

PRUSIK CORD
PMI’s sturdy 100% nylon prusik cord in standard colors to help keep your gear organized.
Key Features:
100% Nylon
7 mm  Blue/Red     Yellow/Red
Per Meter   CC070UK001S CC070UJ001S 
50 m Spool  CC070UK050S  CC070UJ050S  
100 m Spool  CC070UK100S  CC070UJ100S  
8 mm   Red/Green  Green/Blue
Per Meter   CC080WG001S CC080WF001S     
50 m Spool  CC080WG050S  CC080WF050S     
100 m Spool  CC080WG100S  CC080WF100S     

RETRO PRUSIK CORD REFLECTIVE CORD
PMI’s Retro Re!ective nylon cord has the added value of a re!ective tracer for 
maximum visibility in any situation.
Key Features:
100% Nylon . Available in 7 mm & 8 mm
7 mm   Blue/Red   Yellow/Red
Per Meter   CC070UM001S  CC070UL001S  
50 m Spool  CC070UM050S  CC070UL050S  
100 m Spool  CC070UM100S  CC070UL100S  

8 mm   Red/Green  Green/Blue
Per Meter   CC080WM001S  CC080WL001S  
50 m Spool  CC080WM050S  CC080WL050S  
100 m Spool  CC080WM100S  CC080WL100S  
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SEWN PRUSIK CORD LOOPS
PMI is proud to offer the latest innovation in accessory cords. Precision sewn loops form a sleek, low pro"le 
connection that is stronger than a knot. Clear tubing protects the stitches yet allows for easy inspection.
Key Features:
Strength of cord . Available in 6 mm, 7 mm, and 8 mm . 8 mm perfect for creating purcell prusiks . Used in 
the PMI Tandem Prusik Kit
6 mm      7 mm      8 mm
MBS: 11.2 kN (2,500 lbf)   MBS: 15 kN (3,335 lbf)     MBS: 20 kN (4,450 lbf) 
 Multi                   Blue          Yellow    Green  Red 
11”  KT36094    34” KT36092  KT36100    16”  KT36090  KT36098 
20” KT36095    5’ 8” KT36093  KT36101    22” KT36091  KT36099 
44” KT36096 
5’ 8” KT36097 

TUFF CORD
A great choice for extreme rigging applications or. This durable cord has a lower stretch core and 
tighter sheath than our other accessory cords and is especially good for mountain guides, lightweight 
expeditions, and in pre-rigged haul systems.
Key Features:
100% Nylon . Higher abrasion resistance than regular accessory cords . The only cord of its kind 
on the market . Tuff cord is used in the PMI/SMC Deluxe and JR Haul System (pg. 69)
  Black   Orange/Blue
Per Meter   SR070BK001E  SR070OX001E  
100 m Spool  SR070BK100E  SR070OX100E  

CORDELETTE
PMI’s 7 mm nylon accessory cord is pre - cut to the standard 6.4 m (21 ft) cordelette length for 
convenience. This nylon cordelette offers greater shock absorbing capability and knot security than 
those made with aramid, HMPE, and other ultra high modulus "bers.
Key Features:
100% Nylon . 7 mm . 6.4 meters . Perfect for creating anchors

6.4 m  CC070UC006S  
4 pk  KT36044   

LUMI - LINETM

Set up systems through the night with Lumi - Line. The special phosphorescent striped sheath will glow 
up to 10 hours after just a few minutes’ exposure to a light source.
Key Features:
100% Nylon . Glows for up to 10 hours . 7 mm . Available in 6.4 m Cordelette . White phosphorescent 
tracer
  Blue/White
Per Meter   CC070UG001S  
6.4 m Cordelette  CC070UG006S  
50 m Spool  CC070UG050S  
100 m Spool  CC070UG100S  

NITELINETM

Glow in the dark and Retro re!ective yarns work together to make this 3 mm accessory cord visible in 
low-light conditions. A great choice for creating gear lanyards, tent lines, or other marking purposes.
Key Features:
100% Nylon . Glows for up to 10 hours . 3 mm . White phosphorescent sheath . Re!ective tracers
  Blue/White
Per Meter   CC030MH001S  
15 m   CC030MH015S  
50 m Spool  CC030MH050S  
100 m Spool  CC030MH100S  
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SEWN EYES
PMI uses precision stitching to create a permanent, sewn termination that is stronger than any knot 
and nearly as strong as the rope itself.  Heat shrink tubing protects the stitching and the label from 
abrasion.
Key Features:
Streamlined permanent termination . No knots . Nearly as strong as the rope
9 mm PMI Classic
MBS: 19.35 kN (4350 lbf)
One End  KT36088  
Two Ends  KT36089  

10 mm PMI Classic
MBS: 25.4 kN (5700 lbf)
One End  KT36086  
Two Ends  KT36087  

11 mm PMI Classic
MBS: 29.1 kN (6550 lbf)
One End  KT36084  
Two Ends  KT36085  

12.5 mm PMI Classic
MBS: 41.8 kN (9400 lbf)
One End  KT36080  
Two Ends  KT36083  

PMI SWAGED TERMINATIONS
High strength, no-knot terminations for PMI Classic ropes. Swaged terminations are formed using 
aluminum sleeves and a stainless steel thimble. Swages are applied to the rope using a precision steel 
die and the resulting termination is nearly as strong as the rope itself. (Ropes may not be swaged after 
leaving factory.)
Key Features:
High strength termination . Available for 11 mm or 12.5 mm PMI Classic Ropes
11 mm 
MBS: 29.1 kN (6550 lbf)
One End  4.8 oz (136 g)  KT36027     
Two Ends  9.6 oz (272 g)  KT36028     
Thimble  1 oz (28 g)  HD26056     

12.5 mm
MBS: 41.8 kN (9400 lbf)
One End  4.8 oz (136 g)  KT36025     
Two Ends  9.6 oz (272 g)  KT36026     
Thimble  1.4 oz (39.7 g)  HD26014     
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PMI SUPERMANTLE
Ballistic nylon exterior with a durable interior layer of heavy canvas wrap completely around your 
stationary ropes to provide maximum protection from sharp edges and abrasive surfaces. To protect 
moving ropes, see edge rollers pg. 24.
Key Features:
Durable nylon . New easy open !ap . Re!ective strip . Tie off tab
18”
Weight: 4 oz (121 g)
Black Bright 
RC48020  RC48021  

24”
Weight: 6 oz (162 g)
Black Bright 
RC48018  RC48022   
36”
Weight: 8 oz (237 g)
Black Bright 
RC48019  RC48023  

SPIROLL®

Effective, economical protection for your stationary ropes, Spiroll® Rope Protectors employ a unique 
patent pending technology. Rugged polyurethane material wraps snugly around a single rope several 
times to secure itself anywhere it is placed without being tied.
Key Features:
Rugged . Single rope use . For ropes greater than 9.5 mm . Perfect for anchors . Easily moveable
Weight: 1.9 oz
  Orange Black
23.5” (59.7 cm) RC48032  RC48033  

PMI ROPE PAD
When a pad is all you need, this heavy duty canvas adapts to any 
surface to protect one or more ropes.
Key Features:
Heavy duty canvas . Small pad pre-rigged with cord . Med and 
Large pads have large grommets to accept your tie-off cord.
Small
Weight: 13.4 oz (380 g) 
Size: 12” x 33”
Green 
RC48010  

Medium
Weight: 1.7 lbs (772 g) 
Size: 30” x 34”
Green 
RC48026  

Large
Weight: 3 lbs (1.4 kg) 
Size: 60” x 34”
Natural 
RC48027  

BERRY COMPLIANT



PMI EDGE ROLLER SYSTEM
Three linked units with hard anodized aluminum side plates and two roller bars each. 
This lightweight and compact roller can be used linked together with the furnished 
screw links at sharp edges, or separated for long gradual breakovers.
Key Features:
Fold for compact storage . Lightweight . Anodized aluminum . 22” long . 5” wide . 
More !exible than "xed edge rollers
Weight: 2.75 lbs (1.25 kg)
HD26086    

SMC ROOF ROLLER
Specialized edge protection designed for right angle structural edges. The outer roller “reaches” out 
over the edge to protect your ropes and reduce friction for a long haul.
Key Features:
Ef"cient rollers . Two 4” wide aluminum rollers . Holes for permanent mounting . Rubber pad on 
bottom . 5/8” steel axle
Weight: 4.6 lbs (2.1 kg)
1 Roller  SM149000      

SMC EDGE ROLLER
Reduce friction when going over the edge with the versatile RA/SMC Edge Roller. Two Edge Rollers 
connected by quick links will lay over a right angle such as a rock wall or edge of a building. This 
ef"cient 4” wide single edge roller ships with screw links for connecting two or more rollers together.
Key Features:
5/8” steel axle . Rubber on bottom . Two 3/16” Quick Links included . 4” wide aluminum roller
Weight: 3.1 lbs (1.4 kg)
1 Roller  SM148500      

SHERRILL BIG SHOT
Rapidly deliver a leader line across dif"cult vertical or horizontal terrain with this innovative and 
economical alternative to traditional “line guns”. Unit can be assembled in a matter of seconds and 
will throw a lightweight Spectra line up to 120 ft vertically or more than 300 ft horizontally. Strong 
leader line may be used to pull a larger rope into place. Mount on rigid pole (sold separately, or use 
your own) for proper function.
Key Features:
Deluxe Kit contains: Big Shot head . Two 4 ft sections . Line rod and reel . 250 ft of 200 lbf test 
Spectra line . Carrying case . Shot bag included
Deluxe Kit 
Weight: 15.1 lbs (6.8 kg) 
LT41010  

Head Assembly 
Weight: 2.2 lbs (1 kg)
LT41001  

Mounting Pole 
Weight: 3.2 lbs (1.4 kg) 
LT41009  
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ELECTRIC HOT KNIFE
Fusing rope ends helps protect your rope and 
prevent unraveling after cutting the rope.
Key Features:
Table top size . Operates on 110 volts AC . 
Red ‘on’ light . Replacement blades available
Weight: 2.25 lbs (1.02 kg)
RC48014  

Replacement Blades 
RC48015  



WHIP END DIP
Seal your rope ends to prevent fraying and add a color coding option to your gear with this
water based liquid vinyl compound sealant.
Key Features:
Perfect for color coding multiple ropes . Available in three colors . Non toxic . Easy to apply
Weight: 4 oz (161 g)
Clear  Red White
RC48011  RC48012  RC48013  

PMI TEC MARKER
PMI’s TEC Rope Marker from Sharpie is the only pen that is batch tested for 24 trace ele-
ments, making it the only pen you can really trust for marking your rope.
Black     AC10006  

PMI ROPE ID KIT
Protect rope ends and provide important information such as when a rope is put into service, 
ID, etc. Write your own information on the ID tags and slip between shrink tube and rope. 
Key Features:
Kit includes 6 tags and 12 inches of shrink tube . Marks any rope . Easy to apply . Long 
lasting 
ID Kit 
Weight: 13 g 
RC48030  

60 Tags 
Weight: 45 g 
RC48001  

3/8” Bulk Shrink 
RC48007    

3/4” Bulk Shrink 
RC48008    
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PMI LAUNDRY BAG
Use this protective black polyester mesh bag when washing rope, webbing, 
and other soft goods. Use several bags to keep like-items sorted, keep your 
gear together and prevent it from tangling during washing. Holds 250 ft of 
11 mm Classic Static.
Key Features:
Great for keeping your gear sorted as well as for washing . Works with front 
or top loading 
machines
Weight: 6.6 oz (299 g)
RB44046  

PMI ROPE SOAP
Giving you a clean rope that will last. PMI’s Rope Soap gently removes dirt, 
oil, grease, soot, smoke, and other grime. 
Key Features:
1 bottle does up to 12 loads . 6 to 8 oz with 15 gallons of water . Biode-
gradable . Low PH
Weight: 2.25 lbs (1.02 kg)
RC48031  

BOKAT ROPE WASHER
A built in brush makes this the best cleaning rope washer we’ve ever used. 
Just hook it up to your hose, turn on the water, and pull the rope through the 
washer. The water loosens dirt and the brush scrubs it off.
Key Features:
Easy to use . Use with PMI Rope Soap
Weight: 15 oz (425 g)
RC48002  



PMI TUBULAR WEBBING
PMI’s webbing is specially built to commercial versions of military speci"cations. Available by the yard or by the spool. 
For all rigging uses: slings, anchorages, even hasty seats.
Key Features:
For all rigging uses . Available in 1” and 2” . 9 colors available in 1”
MBS: 1”- 4000 lbf  2”- 8000 lbf
1”  Red  Blue   Orange    Yellow     Black      Purple       Dk Green    OD Green    Fluorescent Green
Per Yard  WB59001  WB59003   WB59005   WB59007   WB59009   WB59032   WG59025   WB59034     WB59011         
100 yd  WB59002  WB59004   WB59006   WB59008   WB59010   WB59031   WB59021    WB59033     WB59012         

2”  Red
Per Yard  WB59013       
50 yd  WB59014       

PMI FLAT WEBBING
For your really tough webbing applications, !at webbing is thicker and stronger than 2” seatbelt webbing. 
Applications for !at webbing are endless, from sewn products to rigging.
Key Features:
Create slings, anchorages, even hasty seats . Available in 1”
MBS: 6,000 lbf
1”  Red    Blue        Orange        Black             Green   Yellow
Per Yard  WB59040   WB59036     WB59044    WB59038     WB59042     WB59046      
50 yd  WB59039   WB59035     WB59043    WB59037     WB59041     WB59045      

PMI NOMEX WEBBING
This lightweight tubular webbing of Dupont Nomex® is excellent for use as heat and !ashover 
"re protection. Same webbing as found on many "re service breathing apparatus straps.
Key Features:
Not for live loads . Low MBS . 1” wide
MBS: 250 lbf
1”  Black
Per Yard  WB59027    
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15 ft (7.5 ft loop) 
Weight: 6.4 oz (182 g)
Blue  SG51143    

20 ft (10 ft loop) 
Weight: 8.3 oz (236 g) 
Red  SG51144    

25 ft (12.5 ft loop) 
Weight: 10.6 oz (301 g) 
Black  SG51145    
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SEWN WEBBING LOOPS
Pre - sewn webbing loops prepare you for any rigging situation. Made from 1” tubular webbing, these 
sewn loops are strong and ready for use.
Key Features:
For all rigging uses . Standard colors for rigging . Made with 1” tubular webbing
MBS: 7300 lbf

5 ft (2.5 ft loop) 
Weight: 1.9 oz (54 g)
Green  SG51141    

12 ft (6 ft loop) 
Weight: 5.1 oz (145 g) 
Yellow  SG51142    

POWER SLINGS
These ultra high strength sewn slings are made of lightweight, abrasion resistant Dyneema®. Only 12 
mm in width, these slings are as strong as thicker nylon counterparts, but have less elongation.
Key Features:
Lightweight . Great for non dynamic anchors . 12 mm width . Abrasion resistant
MBS: 5000 lbf (22 kN)
12 mm x 60  
SG51157     

12 mm x 120 cm  
SG51158     

PMI GEAR DAISY
Constructed of 1” (25 mm) tubular webbing, this multi-loop daisy chain helps organize your rigging 
gear. While not rated for life safety, each loop on our gear daisy will hold about 3,000 lbf because 
of the “double back” construction.  
Key Features:
Single length of webbing . Hand loop at one end . Organize your gear . Made from 1” tubular 
webbing
3 ft (91 cm), 9 gear loops
Weight: 4 oz (120 g)
SG51035     

4 ft (122 cm), 13 gear loops 
Weight: 6 oz (162 g) 
SG51041     
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PMI EASY PICK OFF STRAP
This high performance pick off strap is designed to weigh less and be less bulky, but 
still perform when you need it. With a sewn anchor loop on the load end and a hand 
loop on the haul end, this strap allows for quick weight transfer from one system to 
another.
Key Features:
Lightweight . Sewn anchor loop on one end . Hand loop . Hook and loop keeper . 
Buckles slip at . Adjustable length: 7” to 42”
MBS: 9.4 kN (2100 lbf)
Weight: 8 oz (227 g) 
SG51180    

PMI PICK OFF
This traditional pickoff strap has a metal D ring at the rescuers end for a metal-on-
metal connection. Once connected, slack can be removed simply by pulling on the free 
end of the strap.
Key Features:
Fast connection . Hook and loop . Buckles slip at 20 kN (4500 lbf) . Adjustable length: 
8” to 50”
Weight: 11 oz (323 g)
SG51032    

PMI VARI RIGGER
A simple adjustable strap with D-rings on each end. Double around a suitable anchor 
for a quick rigging point to use as a variable length tether.
Key Features:
High strength D-rings on both ends . Quick, adjustable rigging . Buckles slip at 22 kN 
(4945 lbf) . Adjustable length: 24” to 96”
Weight: 1.81 lbs (814 g)
SG51033    
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PMI MULTI STRAP
The Multi Strap is a multiple use, easy to use, and low cost tool for rescue and rigging. 
This one tool has over 20 uses; a pick off strap, litter bridle, adjustable footloop, multi 
point anchor, and patient drag just to name a few. The Multi Strap is a invaluable tool  
to add to any gear cache.  
Key Features:
Fast connection . Extra layer of webbing for protection . Supporting loads up to 22 
kN (5000 lbf) . Always select an anchor that is capable of supporting 22 kN (5000 
lbf) per person attached
Weight: 1.2 lbs (544 g)  
SG51236      



PMI ANCHOR SLINGS
Setting a strong and secure anchor is easy with the right tools. Adding PMI Anchor Slings to your 
anchor kit gets the job done quickly and ef"ciently. Choose from 3 different lengths for all your 
rigging applications.
Key Features:
1 3/4” webbing . Steel D-rings on both ends . Fast connection . 3 different lengths
MBS: 36 kN (8100 lbf)
3 ft (100 cm)  4 ft (150 cm)  6 ft (200 cm) 
Weight: 11 oz (306 g)  Weight: 12 oz (350 g)  Weight: 14 oz (394 g) 
SG51029     SG51030     SG51031   
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PMI CHOKER SLING
Wrapped around a beam, the new PMI Choker sling provides a quick and safe 
anchor. An extra piece of webbing is sewn on the entire length of the sling to pro-
tect it from sharp edges and prolong its life.
Key Features:
Fast connection . Extra layer of webbing for protection . Supporting loads up to 
22 kN (5000 lbf) . Always select an anchor that is capable of supporting 22 kN 
(5000 lbf) per person attached
3 ft (100 cm)  6 ft (200 cm) 
Weight: 1.2 lbs (544 g)  Weight: 1.8 lbs (816 g)
SG51213       SG51214     

SKEDCO ANCHOR SLING
The Skedco Anchor Sling is a perfect utility strap. With sewn loops on 
each end, this strap is lightweight and easy to use.
Key Features:
3 lengths . 3” high tensile strength webbing . Lightweight
MBS: 86 kN (20,000 lbf)
8ft   12ft  20ft
SK9118   SK91112   SK91120  

heightec-PMITM STEEL ANCHOR SLINGS
These steel anchor slings from heightec-PMITM are strong and versatile. 
Available in two lengths and covered with a durable PVC cover.
Key Features:
2 lengths . PVC cover 
1 m      
HD26165       

2 m 
HD26166     
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heightec-PMITM  ENERGY ABSORBERS
When working at height, you need a solid system you can rely on in case of a fall. This choice in gear 
is not used for support, but rather a backup for work at height.
Key Features:
Absorbers dynamically tested with 125 kg . Comes with snap hook for secure harness attachment . 
Individually numbered for traceability
No Hook   
Weight: 8.8 oz (250 g) 
SG51207     

Snap hook, One End 
Weight:  .93 lbs (425 g) 
SG51208      

Snap hook, Both Ends
Weight: 1.32 (600 g) 
SG51209    

WORK AT HEIGHT SOLUTIONS
PERSONAL FALL PROTECTION
Choosing the right fall protection method can be easy after considering the risks involved with the 
particular job. Evaluate what is required:

1) Work Restraint
2) Work Positioning
3) Fall Arrest

1) WORK RESTRAINT
Work restraint systems are used when there is no potential for a fall, but unprotected areas such as an 
edge are nearby.

2) WORK POSITIONING
Work positioning safety systems should always be designed to prevent a person getting into a situ-
ation where a fall might occur. When using restraint equipment, always ensure that slack or stretch in 
the anchor line would minimize a potential fall. It also may be necessary to use two systems to ensure 
proper protection.

3) FALL ARREST
When working at height on an unprotected edge, you need a solid system you can rely on in case of a 
fall. This choice in gear is not used for support, but rather as a backup system.
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heightec-PMITM  TENSOR TWIN LANYARDS
Energy absorbing fall arrest lanyard of the very highest speci"cation. 
heightec-PMITM lanyards are premium products offering advanced 
safety features. This lanyard has impressive technical speci"ca-
tions: the back-up webbing and stitching exceed the tensile strength 
requirements of European standard EN 355 by 50% and it has been 
dynamically tested with a load of 125 kg without damage.
Key Features:
Sewn terminations . 25 kN scaffold hook . Comes with screw link for 
secure harness attachment . Available with or without Suspension 
Trauma Shock Absorber
1.25 m 
Weight: 3.32 lbs (1.51 kg) 
SG51211     

1.50 m 
Weight: 3.44 lbs (1.56 kg) 
SG51212     

With Suspension Trauma Shock Absorber 
1.25 m 
Weight: 3.32 lbs (1.51 kg) 
SG51234     

1.50 m 
Weight: 3.44 lbs (1.56 kg) 
SG51235     

heightec-PMITM  TENSOR SINGLE LANYARDS
The heightec-PMITM Tensor Single Lanyard, features the new Suspension Trauma 
Shock Absorber. This innovative shock absorber features an integral, automatically 
deployed foot loop.  
Key Features:
Sewn terminations . 25 kN scaffold hook end . Features new Suspension Trauma 
Lanyard
1.75 m w/ Suspension Trauma Shock Absorber
SG51233     

Footloop automatically 
deploys when shock 
absorber expands.



BUILD YOUR OWN LANYARD 
Although there are a lot of choices in fall arrest and work positioning lanyards, you still might need to 
create a lanyard for your speci"c use. We’ve put together a vast array of possible con"gurations for 
you to choose from. If you don’t see exactly what you need, let us know we are happy to see how we 
can help. Just give us a call to build your own lanyard using our new program - it’s as easy as 1,2,3#

1) Choose a connector for one or both ends.

2) Choose your PMI rope and length.

3) Choose your sewn end.

Note: all lanyards come standard with plastic thimbles in the sewn loops unless specially requested otherwise.
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ANSI Z359.1, 2007
1) CONNECTORS 

PENSAFE PINCER
The PenSafe PincerTM is revolutionary alternative to snap hooks. A patented interlocking closure can 
withstand gate side and gate face loads of 3,600 lbs and remain functional even when that even 
when twisted or improperly loaded. ANSI certi"ed, the Pincer has numerous applications including 
construction, protective services, utilities and industry. 
Key Features:
Opening remains clear of "ngers and gloves . ANSI Z359.1 (07) Certi"ed . Steel
Weight: 10.7 oz (302 g) 
HD26204       

LOCKSAFE STEEL
Steel Captive Eye carabiner for a sure connection. 3/4” gate opening. Requires three 
motions to open.
Weight: 10.8 oz (305 g) 
MBS: 45 kN (10,000 lbf)
HD26190       

LOCKSAFE ALUMINUM
Aluminum Captive eye carabiner for a sure connection. 
Requires three motions to open.
Weight: 4.0 oz (104 g) 
MBS: 25 kN (5500 lbf)
HD26193  

STEEL SNAP HOOK
High strength 3/4”, drop forged steel snap hook, for the ultimate beefy connector.
Weight: 13.2 oz (374 g) 
MBS: 22.2 kN (5000 lbf)
HD26191  

ALUMINUM LADDER HOOK
Extra Large Aluminum ladder Hook with a
self-closing, self-locking gate with a large
2 1/2” gate opening.
Weight: 17.2 oz (484 g) 
MBS: 22.2 kN (5000 lbf)
Aluminum    HD26192     
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2) PMI ROPE

11 MM CLASSIC STATIC
11 mm (7/16”) is the perfect rope for an all 
purpose static lanyard. Length is measured as 
clip point to clip point.
White/Black    RR110WB001E  
Red/Black       RR110RB001E  

11 MM DYNAMIC
Choose PMI 11 mm (7/16”) Dynamic when you 
need a strong, secure dynamic lanyard. Length 
is measured as clip point to clip point.
Black DR110FD001S      

SWAGED TERMINATIONS
High strength, no-knot terminations for PMI
Classic ropes. Swaged terminations are formed
using aluminum sleeves and a stainless steel
thimble.
MBS: 29.1 kN (6550 lbf)
One End  KT36027  
Two Ends  KT36028  

3) SEWN ENDS 

SEWN EYES
Precision stitching at our manufacturing plant is
used to form eye terminations nearly as strong
as the rope itself. Plastic heat shrink tubing
protects the stitches from abrasion.
MBS: 29.1 kN (6550 lbf)
One End  KT36084  
Two Ends  KT36085  



WORK RESTRAINT LANYARDS
Work restraint safety systems should always 
be designed to prevent a person getting 
into a situation where a fall might occur. 
When using restraint equipment, always 
ensure that slack or stretch in the anchor line 
would minimize a potential fall. It also may 
be necessary to use two systems to ensure 
proper protection. Restraint systems allow a 
person to be supported on an elevated or 
inclined surface and work with both hands 
free. Although restraint systems may use 
the same equipment as other fall protec-
tion systems (such as a harness), positioning 
systems should not be used for fall arrest or 
rope access.

heightec-PMITM  LASER 
HORIZONTAL WORK LINE
The Laser adjustable horizontal work line is a roof safety system designed to prevent a situation where 
a fall might occur. The Laser is a versatile restraint and positioning anchor line based on the design of 
our popular Piranha adjustable lanyard (below) for tower climbers. 

With smooth control, the Laser is easy to use with one hand providing an easier work environment. 

When using restraint equipment, always ensure that slack or stretch in the anchor line would not permit 
a fall over an edge. When working at the corner of a roof, it may be necessary to use two systems to 
be sure of proper protection.

If the Laser is used to provide support to the user, for example in steep situations, an additional Laser 
or other safety back-up should always be employed.
Key Features:
Can accurately be controlled with one hand . 20 m work line . Twistlock carabiner . Snaphook attach-
ment 
Length: 20 m 
Weight: 5.66 lbs (2.57 kg) 
HD26177    
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heightec-PMITM PIRANHA ADJUSTABLE LANYARD
The Piranha pole belt adjustable lanyard is a new, compact device used for 
work positioning on masts, towers, pylons or other lattice structures in the 
telecoms, power and entertainment industries. Sewn terminations and safety 
hook termination for durability. An additional safety back-up should always 
be employed when using positioning equipment.
Key Features:
Can accurately be controlled with one hand . Piranha has stainless steel 
body and cam . Available with safety hook for secure harness attachment
Adjustable Lanyard w/ Safety hook
Length: 2 m 
Weight: 1.44 lbs (655 g) 
HD26179  

Adjustable Lanyard (no connector)
Length: 2 m 
HD26178  



PMI BUCKET BELT
This belt is designed especially for fall prevention of workers in bucket trucks, and should be rigged 
appropriately so as to prevent any possibility of a fall. Not intended for fall arrest, or to be used in a 
free hanging con"guration.
Key Features:
Fits 30”- 40” waist . 17 3/4” (45 cm) lanyard . 3/4” (1.2 cm) snap hook
Weight: 2.1 (953 g)
SG51123     
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WORK POSITIONING ACCESSORIES

PMI 1-ZTEP
Adjustable, heavy-duty footloop for use inascending.
Key Features: 
Adjustable: 28 - 46” . Reinforced foot loop . Heavy 1” !at webbing
Weight: 4 oz (113 g)
SG51049    

PERSONAL FOOT SLINGS
For work positioning or rope climbing, the two foot loops provide a choice of using one or two feet, 
making climbing a breeze.
Key Features:
Reinforced foot loops . Heavy 1” !at webbing
Weight: 4.5 oz (127 g)
SG51118    

PMI ETRIER
Use the sturdy PMI Etrier when climbing in, on, or around structures, or anywhere you need an extra 
boost. Attach Etrier to an anchorage by top loop and ascend steps like a soft “stepladder.”
Key Features:
Reinforced steps in contrasting colors . 1” tubular webbing .
4-Step   5-Step   6-Step
Length: 4’ 3”   Length: 5’ 3”   Length: 6’ 3” 
Weight: 7 oz (201 g)  Weight: 8 oz (239 g)  Weight: 9.9 oz (280 g)
SG51040      SG51034      SG51096   

�$�&�3�5�*�'�*�&�%

NFPA 1983
Ladder Belt

BERRY COMPLIANT BERRY COMPLIANT

BERRY COMPLIANT



NFPA USE CATEGORIES
Equipment that is certi"ed to meet NFPA 
1983-06 will also bear a letter designa-
tor: L (Light), G (General), or E (Escape). 
Look for the NFPA E rating on PMI Personal 
Escape Ropes and hardware.
E = Escape: Products rated with an E are 
considered suitable for escape, and should 
never be used more than once in an actual 
emergency situation. Search lines do not 
generally carry the “E” rating, and (unless 
otherwise noted by the manufacturer) should 
not be used for escape. The PMI Element Es-
cape Solution and the PMI X-It Kits meet the 
NFP 1983, E requirements. We also offer 
PMI PER (pg. 13 ) and 9 mm Escape Rope 
(pg. 13 ) that also meet the NFPA 1983, E 
certi"cation. 

PMI HOT SEARCH KIT
The PMI Hot Search Kit is ready to be used in a !ash.
Key Features:
PMI’s Kevlar RIT Search Line . Quick release Heat Resistant belt pouch . Biner . Available in 35, 65, 
and 100 ft
35 ft    65 ft    100 ft 
Weight: 1.05 lbs (476 g)  Weight: 1.45 lbs (658 g)  Weight: 2.1 lbs (953 g) 
KT36079    KT36081    KT36082  
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SEARCH LINE SYSTEMS
Specialized Search Lines are a must for Rapid Intervention Team Search and Rescue operations.
We offer a selection of pre-rigged kits or a build - your - own kit option that allows you to mix and 
match your choice of rope, rope length and bag for creating a personalized search and rescue tool.



9 mm rope 
SMC Escape 8 
Weight: 2.7 lbs (1.23 kg) 
KT36050  

PMI PED 
Weight: 2.74 lbs (1.24 kg) 
KT36017  

PERSONAL ESCAPE SYSTEMS
We offer a selection of PMI PER ropes pre-matched with various personal escape descenders. All the 
life safety components of these systems are certi"ed by UL as NFPA 1983 Escape use (or better) com-
pliant. Personal escape systems can be used for emergency bailout from non-operational machinery 
like cranes and bucket trucks or as a last chance bailout in "reground operations when the only option 
left is not the way you came in.
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PMI DELUXE HOT X-IT
Designed especially for "re"ghters, PMI’s Hot X-It Kit helps to protect your rope against heat damage 
during emergency egress. In a hot room or !ashover situation, seconds count. PMI’s Nomex Heat Guard 
is a heat and abrasion resistant chafe guard that helps to protect the rope against !ame, adding criti-
cal moments to your opportunity for safe escape.
Key Features:
Kit includes: 20 m of PMI 7.5 mm PER . PMI PED descender . 2 locking carabiners . 2 yards Nomex 
Heat-Guard . Compact carrying pouch . Tactical Kit features black bag and a black rope . Kits come 
pre assembled and ready for use
Hot X-It 
Weight: 2.54 lbs (1.2 kg)
KT36018  

Tactical 
Weight: 2.54 lbs (1.2 kg) 
KT36070  

PMI EMERGENCY BAILOUT KIT
The perfect companion for mountaineers, ski patrol and rescuers, this emergency 
bailout kit is light enough to carry wherever you go so it will be there when you 
it most.
Key Features:
Lightweight carry bag . Two aluminum carabiners . PMI PED . 20 m of 7.5 mm
PER rope
Weight: 2.5 lbs (1.2 kg)
KT36071  

PMI X-IT KIT
Stranded at height in a hazardous environment can be deadly. For crane operators, linemen, or any 
other professional at height, PMI’s X-It Kit provides a quick clip-and-go solution.
Key Features:
Choose from: the lightweight PED descender . SMC Personal Escape 8 . 20 m of 7.5 mm or 9 mm PER 
rope . Choose the rope and gear and you provide the bag 
7.5 mm rope 
SMC Escape 8 
Weight: 2.06 lbs (935 g) 
KT36049  

PMI PED 
Weight: 2.06 lbs (935 g) 
KT36016  

PMI PER ELEMENT ESCAPE KIT
When "re or extreme heat cut off your exit the 7.5 mm Technora PMI Element Escape Kit is the perfect 
emergency exit plan.
Technora has a decomposition temperature of 480° F (250° C). It can be used at 390° F (200° C) for 
long periods of time and, even at 250o C, it maintains more than half of its tensile strength.
Key Features:
NFPA . 32 Carrier . Technora . 6 cabled cord . Blue polyester heat indicator
Weight: 2.85 lbs (1.29 kg)
KT36105  
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HARNESS SPECIFICATIONS
Find the right harness that meets all of your work and rescue speci"cations.

Type Weight Sizing Certifications Applications

Avatar Full Body 6.2 lbs (2.8 kg) Standard, Large-XL NFPA 1983 CLASS III, ANSI Z359.1 Fire Rescue, Mountain Rescue, Rope Access6.2 lbs (2.8 kg) Standard, Large-XL NFPA 1983 CLASS III, ANSI Z359.1 Fire Rescue, Mountain Rescue, Rope Access6.2 lbs (2.8 kg) Standard, Large-XL NFPA 1983 CLASS III, ANSI Z359.1 Fire Rescue, Mountain Rescue, Rope Access6.2 lbs (2.8 kg) Standard, Large-XL NFPA 1983 CLASS III, ANSI Z359.1 Fire Rescue, Mountain Rescue, Rope Access

Zero G Full Body lbs (1.72 kg) Standard, Large-XL Fire Rescue, Rope Access

Contour Full Body 4.2 lbs (1.9 kg) One Size Contour Full Body 4.2 lbs (1.9 kg) One Size Contour Full Body 4.2 lbs (1.9 kg) One Size NFPA 1983 CLASS III Fire Rescue, Mountain Rescue, Rope Access

CS Tech Full Body 4.9 lbs (2.2 kg) One Size CS Tech Full Body 4.9 lbs (2.2 kg) One Size CS Tech Full Body 4.9 lbs (2.2 kg) One Size NFPA 1983 CLASS III Fire Rescue, Con"ned Space

Phoenix Full Body 2.6 lbs (1.18 kg) Standard, Large-XL2.6 lbs (1.18 kg) Standard, Large-XL Fire Rescue, Con"ned Space, Vertical Rescue

Europa Full Body 3.75 lbs (1.7 kg) One Size Europa Full Body 3.75 lbs (1.7 kg) One Size Europa Full Body 3.75 lbs (1.7 kg) One Size Fall Arrest, Line Work

Cirrus Twin Full Body 3.17 lbs (1.44 kg) One Size Cirrus Twin Full Body 3.17 lbs (1.44 kg) One Size Cirrus Twin Full Body 3.17 lbs (1.44 kg) One Size Fall Arrest

Nexus Full Body 2.04 lbs (0.925 kg) One Size Nexus Full Body 2.04 lbs (0.925 kg) One Size Nexus Full Body 2.04 lbs (0.925 kg) One Size Fall Arrest

Avatar Seat 4.2 lbs (1.9 kg) Standard, Large-XL NFPA 1983 CLASS II, ANSI Z359.1 Fire Rescue, Mountain Rescue4.2 lbs (1.9 kg) Standard, Large-XL NFPA 1983 CLASS II, ANSI Z359.1 Fire Rescue, Mountain Rescue4.2 lbs (1.9 kg) Standard, Large-XL NFPA 1983 CLASS II, ANSI Z359.1 Fire Rescue, Mountain Rescue4.2 lbs (1.9 kg) Standard, Large-XL NFPA 1983 CLASS II, ANSI Z359.1 Fire Rescue, Mountain Rescue

Eclipse Seat 2.43 lbs (1.1 kg) Standard, Large-XLEclipse Seat 2.43 lbs (1.1 kg) Standard, Large-XLEclipse Seat 2.43 lbs (1.1 kg) Standard, Large-XL Fire Rescue, Con"ned Space

Shadow Seat lbs ( kg)Shadow Seat lbs ( kg) One Size Fire Rescue, Mountain Rescue, Rope Access

Delta Seat 1.5 lbs (699 kg) Standard, Large-XL 1.5 lbs (699 kg) Standard, Large-XL Tactical Operations

Tree Hopper Saddle 2.47 lbs (1.12 kg) One Size Tree Hopper Saddle 2.47 lbs (1.12 kg) One Size Tree Hopper Saddle 2.47 lbs (1.12 kg) One Size Arborists

Bee Saddle 3.24 lbs (1.47 kg) One Size 3.24 lbs (1.47 kg) One Size Arborists  

X-It Rescue 2.56 lbs (1.16 kg) One Size 2.56 lbs (1.16 kg) One Size Patient/Casualty

Hasty Rescue 3.08 lbs (1.4 kg) One Size Hasty Rescue 3.08 lbs (1.4 kg) One Size Hasty Rescue 3.08 lbs (1.4 kg) One Size Patient/Casualty

UNDERSTANDING HARNESS STANDARDS
NFPA’s standard on Life Safety Rope and Equipment for Emergency Services classi"es harnesses into 
three groups:
Class I: A light duty seat harness meant for emergency escape and light duty work by one person. 
(Harness must pass an Upright Static and Dynamic Drop Test of a 300 lb test dummy)

Class II: A seat harness meant for heavy duty work by one person or in rescue situations in which 
another person’s weight may be added in the course of the rescue. (Harness must pass Upright Static, 
Horizontal Static, and Dynamic Drop Test of a 300 lb test dummy)

Class III: A full body harness meant for protection and for use in rescues in which inversion might occur. 
(Harness must pass all 3 tests for Class II plus a 4th Head Down Static Test)

ECLIPSE RING
A truly revolutionary design in harnesses, the 
Eclipse Ring takes comfort to a new level. 
The leg and waist webbing are sewn into the 
Eclipse Ring giving each section the ability 
to move separately. Walking, sitting, and 
working in a harness has never been more 
comfortable. Look for the Eclipse Ring in the 
heightec-PMITM harnesses: Zero-G (pg. 40), 
Eclipse and the Shadow (pg. 42).

FOLLOW FUNCTION
Personal Gear is just that; personal. Whether a harness, helmet, 
or a pair of gloves, each piece of gear needs to suit an individu-
als needs. Key to design is knowing what is critical with personal 
equipment. As a company full of people that also use the gear, 
you can be assured that we take comfort and function to heart. 
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The lower ring provides 
individual leg movement. 
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PMI AVATAR
The Avatar is a one of a kind harness with an array of basic design and not so subtle features that 
make it the most versatile, comfortable, and useful harness you’re ever likely to wear. Available as a 
seat only or with your choice of chest harnesses to meet NFPA Class III and ANSI standards.
Key Features:
8 attachment points when used with the Diamond chest harness . Dorsal, sternal, waist, hip, shoulder, 
and lumbar attachments . Fully adjustable rear leg risers and chest harness . Available in two sizes to 
"t 30”- 55” waists . Ergonomic padding . Interchangeable, removable chest harness
Weight: 6.2 lbs (2.8 kg)
Standard w/Diamond Chest Harness 
SG51036     
Standard w/Circumferential Chest Harness 
SG51148     
Lg - XXL w/Diamond Chest Harness 
SG51042     
Lg - XXL w/Circumferential Chest Harness 
SG51149     

Chest Harness Options
Diamond Chest Harness
Providing maximum versatility for Fall Arrest or 
Con"ned Space Operations, the Diamond features 
sternal and dorsal attachment points as well as 
shoulder lifting rings. Not for use without PMI Avatar 
Seat Harness.

Weight: 2.2 lbs (990 g) 
SG51045     

Circumferential Chest Harness
Circumferential design holds wearer’s upper torso 
closer to the rope making it an ideal choice for rope 
ascending systems using a chest roller plate. Not for 
use without PMI Avatar Seat Harness.

Weight: 2.6 lbs (1.2 kg) 
SG51037    
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heightec-PMITM  MATRIX
For innovation in harness technology, the Matrix 
tops the list. The interchangeable front connection 
system allows the user to adapt the harness to any 
work situation by swapping out the chest connection. 
Harness comes with the Standard connection with 
Sternal D Ring. 
There are four options:

1) Standard Connection with Sternal D Ring 

2) Rope Access with Delta Screw Link

3) Fall Arrest with Sacri"cial D Ring 

4) Rope Access with Twist Acender
Key Features:
Interchangeable chest harness . Comes 
standard with sternal D ring . Interchangeable 
Harness w/ Standard Connection 
Weight: 4.2 lbs (1.9 kg)
SG51197     

INTERCHANGEABLE FRONT CONNECTIONS
Rope Access w/Delta Screw Link
Please call for pricing 

Fall Arrest w/Sacri•cial D Ring
Please call for pricing 

Rope Access w/Twist Ascender
SG51230    

Rope Access 
with Twist Ascender

Rope Access
with Delta Screw Link

Fall Arrest
with Sacri"cial D Ring

Standard Connection
with Sternal D Ring

MATRIX CONNECTION OPTIONS



CS TECH HARNESS
PMI’s newest one-piece, full-body harness was designed 
with the needs of the Con"ned Space worker in mind. 
Separating buckles on the leg loops and shoulder strap 
make this harness easy to put on and take off.
Key Features:
Dorsal, sternal, waist, and shoulder attachment points 
. Adjustable dorsal and shoulder rings . Adjusts to "t 
25”- 55” waists . break-apart buckles on legs and right 
shoulder . Ergonomic shoulder straps . Quick adjusting low 
pro"le buckles on waist 
Weight: 4.9 lbs (2.2 kg)
SG51156       

heightec-PMITM  PHOENIX HARNESS
This versatile design can adapt to a wide variety of 
rescue situations and can be used for suspension, con"ned 
space entry, vertical rescue and fall arrest. The captive 
dorsal attachment can be reached by wearer and is 
mounted high on the back, providing full compatibility 
with back-mounted breathing apparatus.
Key Features:
Integral lightweight jacket . Simple to put on . Multi-direc-
tional front screwlink attachment . Shoulder mounted 
D ring . Stainless buckles
Weight: 2.6 lbs (1.18 kg)
SG51196       
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heightec-PMITM  ZERO G
The new Heightec:PMI Zero G is a sophisticated multi-purpose harness with excellent lumbar support. 
Particularly suitable for mast and tower climbing in rope access, telecoms, stage rigging and rescue. 
The Zero G is suitable for every type of work at height - positioning, suspension and fall arrest.
Key Features:
Front and rear fall arrest attachment . Comes with side D-rings . Self-adjusting leg risers . Eclipse 
Ring . Can also be used with interchangeable front connections (pg. 39)
Harness w/ Standard Connection 
Weight: 4.2 lbs (1.9 kg)
SG51198       
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PMI AVATAR CONTOUR HARNESS
This lightweight version of the PMI Avatar 
Rescue Harness is designed for those who only 
need front waist and sternum attachment points. 
It avoids the weight and bulk of heavier har-
nesses that have additional attachment buckles.
Key Features:
Waist and sternal attachments . Fully adjustable 
rear leg risers and chest harness . Adjusts to 
"t 25”- 55” waists . Ergonomic padding . Non-
removable chest harness
Weight: 4.2 lbs (1.9 kg)
SG51155     



heightec-PMITM  CIRRUS TWIN HARNESS
The Cirrus harness has a low pro"le, highly breathable jacket which protects the webbing on the user’s 
back from abrasion during ladder climbing. The leg straps are "tted with quick release buckles for 
convenience and ease of use. The removable belt provides versatility for any job.
Key Features:
Lightweight . Removable belt for work positioning . Extra attachment point allows greater !exibility 
and forms a dedicated rescue point
Weight: 2.38 lbs (1.08 kg)
SG51202     

heightec-PMITM  EUROPA
Multi adjustable harness with high degree of lumbar support 
for telecoms rigging and overhead line work. Quick release 
buckles on leg loops provide easy adjustment.
Key Features:
Front and rear fall arrest attachment . Side D’s for work 
positioning . Quick release buckles . Adjusts quickly
Weight: 3.75 lbs (1.7 kg)
SG51199    

heightec-PMITM  NEXUS HARNESS
Fall arrest harness suitable for a wide range of work at height situations. 
Sternal ring and dorsal ring provide two attachment points.
Key Features:
Lightweight . Dual adjustment at shoulder and hip . Double attachment points . 
High tenacity webbing
Weight: 2.04 lbs (925 g)
SG51201     
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AVATAR SEAT HARNESS
The Avatar Seat harness is the cadillac of harnesses. If you spend a lot of time in a seat harness, 
choose the Avatar for comfort.
Key Features:
Front waist and lumbar attachment points . Ergonomic padding . Adjustable leg loops and rear risers
Weight: 4.2 lbs (1.9 kg)
Standard 
SG51043    
Large 
SG51044    
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heightec-PMITM  ECLIPSE HARNESS
Rope access sit harness - the Eclipse rope access harness gives unparallel comfort. 
Like the Zero-G rigger’s harness, the Eclipse has a deep rear back pad which pro-
vides a high degree of lumbar support.
Key Features:
Eclipse Ring . Comfortable leg loop risers . Available with or without side D-rings 
and central waist attachment . Four gear loops
Without side D-rings
Weight: 2.44 lbs (1.1 kg)
SG51192      

With side D-rings 
Weight: 2.69 lbs (1220 g)
SG51193      

heightec-PMITM  SHADOW HARNESS
If you need maximum function in a minimalist package, the Shadow is a great "t. The self adjusting 
waist and risers of the Eclipse Ring offer the comfort of its bee"er cousins.
Key Features:
Eclipse Ring . Comfortable leg loop risers . Comfortable leg loop . Two gear loops
Weight: 2 lbs (0.91 kg)
SG51216     

The heightec-PMITM Eclipse Harness 
is available with or without side 
D-rings.
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DELTA HARNESS
The Delta has everything you need: a lightweight seat harness with maximum comfort for tactical 
operations, theatrical use, or any rigging or rescue application.
Key Features:
Lightweight . Adjustable waist and legs . Comfortable padding . Custom gear loop kit . Quick clip front 
attachment point . Quick adjust buckles on the legs . Secure double back buckle on the waist 
Weight: 1.54 lbs (699 g)
Standard  SG51110       

Weight: 1.65 lbs (748 g)
Large - XL    SG51111     

PMI SPECTRUM HARNESS
A simple yet comfortable and versatile sport harness designed to adjust to a variety of users. Perfect 
choice for use on a ropes course or climbing wall.
Key Features:
Adjustable waist and leg loops . One size "ts most
Weight: 15.1 oz (429 g)
SG51112    

heightec-PMITM  TREEHOPPER ARBORIST SADDLE
Arborist tree climbing harness - the Treehopper is favored by technical climbers and is used at compe-
tition level around the world. The low central attachment point is specially designed for arboriculture 
body thrust climbing by being positioned as close to the hips as possible.
Key Features:
Low frontal connection for easy climbing . Rear gear loops . Side D rings fold back when not required . 
Stainless steel chainsaw ring 
Weight: 2.46 lbs (1.12 kg)
SG51194    

heightec-PMITM  BEE ARBORIST SADDLE
The Bee combines the technical features of the TreeHopper with added durability and the ability to 
replace the front suspension strap in case of wear.
Key Features:
Adjustable and replaceable front webbing assembly . Rear gear loops . Side D rings fold back when 
not required . Stainless steel chainsaw ring . Quick release buckles
Weight: 3.24 lbs (1.47kg)
SG51195    
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PMI PIT VIPER HARNESS
This caving harness features a low pro"le and very low frontal attachment point, making it an excellent 
choice for cave exploration or cave rescue. Designed to work with the Frog chest harness.
Key Features:
Adjustable waist and leg loops . Abrasion guards over the backs of each leg loops . Two gear loops . 
Add your own 10 mm screw link to close the front 
Weight: 1.2 lbs (532 g)
Standard 
SG51038    

Large 
SG51046    

PMI CHEST ROLLER HARNESS
A stand alone chest harness for mounting the PMI single or double chest roller assembly (pg. 67). The 
ingenious strap system lets you raise the roller higher on your chest by pulling down on the straps, while 
chest strap pulls to the front to tighten - no sewing required. Not a life safety harness.
Key Features:
Three adjustment points for a snug "t . Extra wide padding on the back . Available in two sizes
Weight: 1.2 lbs (532 g)
Standard (30”- 40”) 
SG51183      

Large (40”- 50”) 
SG51184      

FROG SYSTEM CHEST HARNESS
Comfort and simplicity in a one-size-"ts-all design, designed speci"cally for use in Frog climbing 
system. This is not a Life Safety harness and is only designed to hold up the chest ascender such as the 
heightec-PMITM Twist in a frog climbing system. For use with PMI Pit Viper.
Key Features:
Lightweight . 1” webbing . Plastic quick release snap buckles

Weight: 3.4 oz (95 g)
SG51047      

heightec-PMITM  OCTO CHEST HARNESS
Standard chest harness with double adjustment buckles. 
Use with Plexus link and Eclipse or Shadow sit harness to 
make an approved EN 361 full body fall arrest harness.
Key Features:
Firm webbing for shape and support . Fully adjustable
Weight: 11 oz (310 g)
SG51205    
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SPREADER BAR
A spreader bar should be used any time someone is being lifted by shoulder attachment points such as 
those on the PMI Avatar (pg. 39) or the PMI CS Tech (pg. 40). Lifting without using a spreader bar will 
cause the shoulder straps to pinch at the neck.
Key Features:
Nylon web Y lanyard . Center D ring . 3/4” (1.2 cm) snap hooks on both ends
Weight: 2.2 lbs (1 kg)
HD26050    

GEAR POUCH
This Cordura gear pocket is designed to organize pulleys, gloves, carabiners, prusiks or any small 
sized gear without overloading your gear loops. It is also excellent for emergency kit use.
Key Features:
Attaches to any harness with sleek padded velcro straps . 2 mesh pockets inside to keep
gear in place. . Perfect size for gloves, headlamp, food, or even a small hydration bladder
Dimensions: 10” W x 7” H x 1.5” D
Weight: 3.5 oz (100 g) 
Red    Black
SG51150    SG51168      

GLOVE CINCH
Simply girth onto any gear loop or webbing strap to tightly secure gloves while not in use. Fits any size 
gloves.
Key Features:
Made with PMI Niteline for easy visibility in low light conditions or nighttime work .
Easy to use and attach
Weight: 0.3 oz (9 g)
AC10014    

PMI BAR TENDER
Store your brake bar rack in this handy pouch 
to keep bars together and minimize the jingle
factor when not in use. The PMI Bar-Tender "ts 
any size rack, with or without a hyper bar.
Key Features:
Fits any size rack . 4” x 8” . Quick release 
buckle closed and cinch tight . Velcro closure . 
Cordura sheath
Weight: 1.5 oz (42 g)
SG51167    
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heightec-PMITM  X-IT CASUALTY HARNESS
The X-it casualty rescue harness is a compact harness which converts from underarm sling to 
sit harness while subject is suspended.
Key Features:
Double action safety hook . Easily operated while wearing gloves . Folds away in outer 
pocket
Weight: 2.56 lbs (1.16 kg)
SG51203    
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heightec-PMITM WORKSEAT
The heightec-PMITM workseat is not only sturdy but comfy too. Closed cell foam padding provides 
comfort for the long hours on the job. Fully adjustable buckles, even under load. Two gear loops 
provide amble space for tools or accessories.
Key Features:
Adjustable buckles under load . Two gear loops . Closed cell foam padding 
Weight: 4.5 lbs (2 kg)
HD26188    

PMI HASTY HARNESS
This simple and secure evacuation seat is specially designed to be lightweight, ef"cient, and 
easy to put on a patient in distress. The split center piece of the triangle design conforms to the 
wearer and is surprisingly comfortable, even for an extended ride.
Key Features:
Easy to attach and secure to patient . Alternative attachment points for children or small adults
Weight: 3.08 lbs (1.4 kg)
SG51114    



PMI POD
Excellent for vertical work and con"ned space operations, the POD is versatile, lightweight, and 
features a built in light pod that accepts the intrinsically safe Pelican MityLite 2420 (sold separately).

Key Features:
Three point chinstrap . Flash light POD . Goggle mount
Size: 54-64 cm
Weight: 1.15 lbs (522 g)
Red  White
HL33025 HL33026  

HELMET USE & FIT
A comfortable, well-"tting helmet that is designed speci"cally for vertical work is essential. Helmets must have a secure chin strap and a three-point 
suspension to keep the helmet on the head when it is needed most. A three point suspension has support points on both sides of the helmet and one at 
the rear. The chin strap should also be designed so that a relatively high force is required to cause a release. This helps keep the helmet on the user’s 
head in a tumbling fall. The inside suspension of the helmet should hold the shell away from the skull during a blow to the helmet and should provide 
air circulation and comfort, particularly during hot weather. The shell should have the rigidity to resist impact to the helmet and penetration by sharp 
objects but be !exible enough to absorb some of the blow that otherwise would be directly transmitted to the skull and spine. The design of the helmet 
should protect the head against objects falling from above and hitting from the side. A slight brim helps prevent rainwater or spray from dripping into 
your face. However, your helmet should have a narrow enough pro"le to allow you a good upward "eld of vision and to ensure that the back of the 
helmet does not catch on a backpack when you raise your head.

USAR HELMET
PMI is proud to offer this unique rescue helmet, compliant with the 
newest NFPA 1951: Standard on Protective Ensembles for Technical 
Rescue Operations.
Key Features:
Ventilated Kevlar® RTM™ . Full head polyurethane impact liner . 
Leather ratchet headband . Leather crown comfort cap . Nomex 
chinstrap
Size: 54-64 cm
Weight: 2 lbs (908 g)
White  Red Yellow Black
HL33037  HL33038  HL33039 HL33041  

48  Helmets

PMI ADVANTAGE
For classic styling, maximum comfort and minimum impact, PMI Advantage 
offers industrial Kevlar head protection and plenty of detail oriented 
comfort. Fully adjustable ratchet headband and straps make this a 
helmet for almost any size head.
Key Features:
Fully adjustable . Three point chinstrap . Headlamp retainer . Goggle 
mount
Size: 54-64 cm
Weight: 1.25 lbs (567 g)
Orange  Red Blue White  Fluorescent Green
HL33011 HL33012  HL33013  HL33014    HL33018     

PMI VENTILATOR
This light duty rescue helmet has all of the features of the Advantage, but has an added vent for those 
jobs when you need the protection of the Kevlar shell along with a breeze.
Key Features:
Kevlar shell . Three point chinstrap . Headlamp retainer . Earmuff clip . Re!ectors . Fully adjustable
Size: 54-64 cm
Weight: 1.15 lbs (522 g)
Silver Red
HL33060  HL33068  
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PMI ALTO
Not just a modi"ed rock climber’s helmet, PMI’s improved lightweight technical helmet is fully 
adjustable and sits securely on the head. Not for protection against electrical shock hazards.
Key Features:
Lightweight . Three point suspension . Headlamp or goggle retainer . Cloth chinstrap
Size: 54-64 cm
Weight: 1.08 lbs (490 g)
White     Red     Blue
HL33015    HL33016    HL33017         

PMI AMPHIBIAN
The PMI Amphibian is quickly becoming the helmet 
of choice for !at water and ice rescue.
Key Features:
Three point polyester chinstrap . Quick release 
buckle . Integral, !ip down eye protection . Kevlar 
shell
Size: 54-64 cm
Weight: 1.45 lbs (655 g)
White     Corinthian Blue      Daisy Yellow
HL33036     HL33040              HL33044       

PMI’S CURRENT HELMET - FROM WRSI
The Current features a multi-impact design built with 
safety in mind for rapid water rescue. The 4 layer shell 
design is the •rst of its kind. Adjusts to •t every team 
member with adjustable O-Brace tabs. This lightweight 
and low pro•le helmet is a value, but most importantly
 the safest swiftwater helmet out there.
Key Features:
4 layer shell system design . Fully adjustable to •t any 
rescuer . Patented retention system, featuring a continuous 
strap . Comes with three interchangeable foam inserts
Weight: Vented - 1.55 lbs (703 g)  Non Vented - 1.6 lbs (726 g)
  Mellow Yellow Grey
Vented   HL33062  HL33064  
Non Vented  HL33063  HL33065  

SELECTING A WATER RESCUE HELMET
The best means of protecting your head will vary at any given time, depending on just where your head is 
located. That’s why you’ll •nd different helmets for different applications. When you are •ghting structural 
•res, use a structural •re•ghting helmet. For high angle rescue, use a high angle rescue helmet. Likewise, a 
water rescue helmet should be used for water rescue activities. Not all water rescue helmets are the same. 
PMI offers two different water rescue helmet options, depending on your intended use.

Surf/Flatwater:
PMI’s Amphibian was originally designed for Surf Rescue Down-Under. Quick-adjust ratchet sizing, internal 
retracting eye protector, and a higher pro•le make it a versatile choice for !atwater or boat-based 
rescue.

Swiftwater:
PMI’s Current helmet offers a superior, customizable •t, a low pro•le, and it stays in place – even in fast 
moving water. Designed by the Whitewater Research and Safety Institute explicitly for white water, the 
Current offers unsurpassed protection in fast moving water.
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X-TRICATOR GOGGLES
Primary eye protection intended to supplement a face shield. Mount to PMI Advantage with 
pre-installed snap mount system, or use the optional mounting brackets for attachment to other 
helmets.
Key Features:
Durable comfortable face padding around eyes . Includes on tear off lens . Impact requirements 
of US MIl-V-43511C
Weight: w/Mount: 8.5 oz (240 g) w/o Mount: 5 oz (140 g)
Screw, snap on mount 
HL33021  

Without mount 
HL33022  

Nomex sleeve 
HL33029  

6pk tear off lenses 
HL33028  

STRIKETEAM GOGGLES
Exclusive tech features make these the goggle of choice for wildland •re•ghting, technical res-
cue, and EMT personnel. Fully ventilated frame with buffered air!ow for powerful fog resistance 
and high •ltration of airborne particles and smoke.
Key Features:
2.4 mm thick . High impact polycarbonate lenses . Closed cell foam padding for a perfect •t . 
Anti scratch & anti fog lenses
Weight: 7 oz (200 g)
Goggles w/ headstrap 
HL33023  

Nomex sleeve 
HL33029 

6pk tear off lenses 
HL33028  

PELTOR EAR PROTECTORS
Peltor helmet mount ear protectors mount •rmly to the PMI Advantage and many other helmets for 
comfortable, unparalleled hearing protection. Low pro•le construction •ts close to the head, with 
no protruding parts. (Mounting Clips needed for PMI Helmets.)

NRR 24dB EARMUFF
Excellent attenuation at low and high frequencies. Two low mounting points provide great comfort.
Weight: 7.7 oz (218 g)
Orange 
HL33043  

Mounting Clips 
HL33042   

PTTTM EARMUFF (PUSH TO TALK)
With the touch of a button, hear co-workers more clearly. Push once to turn on and again to turn 
off speaker for easy listening without removing the earmuff.
Weight: 10.9 oz (309 g)
Black 
HL33043   

Mounting Clips 
HL33042   

ADVANCER V-12 GOGGLES
Experience the revolution in functional eye protection.  Equipped with the patented Adjustable 
Ventilation System (AVS™) technology, the Advancer V-12™ ballistic lenses open and close to 
regulate ventilation and •ltration.  For the •rst time ever, a goggle can adapt to its environment 
with a simple click of the lenses, increasing or decreasing air!ow on the move.
Key Features:
2.8 mm ClearZone FC lenses . ANSI compliant . Outrigger strap system . Mil Spec
Weight: 6.5 oz (181 g)
HL33067     
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SALAMANDER HELMET VISOR
Sun, rain and debris protection for visor-less helmet owners. Broad visor attaches to any helmet 
with adhesive Velcro kit (included) for squint-free operation. 
Key Features:
Easily removed or switched between helmets . Strong adhesive backing for long wear
Weight: 2 oz (58 g)
Salamander Beak 
AC10004    

Spare Attachment Kit 
AC10005    
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FOTOLUMTM
A proprietary blend of photo - luminescent crystals are cast into a soft pliable 
vinyl to create the brightest re!ecting crescents on the market. Vinyl charges 
in any light source and will illuminate for hours (sunlight - 5 minutes, overhead 
lighting - 20 minutes, and 60 watt bulb - 45 minutes).
Key Features:
Proprietary photo - luminescent and re!ective vinyl charges in any natural or 
arti•cial light source and illuminates/glows for hours . 
Custom patches available
PMI Logo Circular  3”x 3”  0.1 oz (3 g)       RM00231 
Trapezoid Patch  2”x 2”  0.1 oz (3 g)       HL33048  
Safety Strip  2”x 6”  0.2 oz (5 g)       HL33049  

Crescents:
Weight: 0.2 oz (5 g)
Captain   HL33050    
Chief   HL33051    
Fire Fighter  HL33052    
Rope Technician   HL33053    
Cave Rescue   HL33054    
Search & Rescue  HL33055    
Rescue    HL33056    
Instructor   HL33057    



ION
Newly re-designed, the Ion is a great ultralight backup light. Small enough to stash 
just about anywhere. The re!ector-housed 1/2 watt LED has a pivoting head that 
angles light anywhere you need it. Don’t let the size fool you, this is one mighty light.

Key Features:
1 SuperBright LEDs in a pivoting head . Replaceable 6-volt battery provides power 
for 15 hours . Pocket size . head or wrist mountable . PX28L 6 V Lithium battery
Weight: 1 oz (30 g)
Orange
HG32018    

COSMO
Re-designed for 2008, the Cosmo provides bright, close-range light. A ½ watt 
LED beam reaches out 18 meters, and has 8 brightness settings (including strobe 
illumination) allowing you to choose the light intensity to conserve batteries. Fully 
stormproof, the Cosmo can  handle all your worst weather nightmares.
Key Features:
Beam reaches 18 meters . 8 brightness settings and strobe . 3 AAA batteries 
Weight: 2.8 oz (80 g)
Spice 
HG32021     

LIGHTER, BRIGHTER, BETTER
Providing more than the latest technology, 
BD headlights anticipate your needs, function 
!awlessly, and offer real innovation. 
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SPOT
The streamlined Spot produces an amazing amount of light for a lamp that •ts in 
your pocket. Housed in a re!ector, the 1-watt LED throws a 43 m beam. When all 
you need is close-range light, switch modes and use the three proximity LEDs, which 
emit ambient light for more than 140 hours. A single switch on top lets you choose 
from four lighting levels for the rescue that goes all night.  
Key Features:
1-watt LED Beam reaches 43 meters . 3 brightness settings and strobe . 3 
AAA batteries . 4 lighting levels . 3 SuperBright LED’s reach 19 meters
Weight: 1.8 oz (50 g)
Titanium 
HG32023      

ICON
Equipped with a 3-watt LED spotlight, 4 proximity LED’s and 8 different brightness 
settings, the Icon illuminates like no other light" When paired with the NRG Re-
chargeable Battery Kit (not included), the Icon can be used at full strength and saves 
you a bundle on batteries. The Icon’s battery-power meter is dual-purpose: display-
ing via a green, yellow, or red LED showing the amount of battery power left or the 
charging status of the NRG rechargeable battery.
Key Features:
3-watt LED spotlight . 8 brightness settings . 3-watt LED Beam reaches 80 meters . 
Pairs with rechargeable battery kit . 4 SuperBright LED’s reach 23 meters . 3 AA 
batteries 
Weight: 4.1 oz (116 g)
Silver 
HG32024     

NGR Rechargeable Battery Kit
HG32025     



PELICAN VB3
Pelican’s latest addition to the VersaBrite family in an LED version. Dual super bright white LED’s never 
need replacing and provide over 100 hours of battery usage. Lights turn on when head is !ipped up 
and the swivel head pivots to a full 180° for light where you need it.
Key Features:
Clips to hat or shirt . 2 SuperBright LED’s . 2 CR2032 3V Lithium coin cell batteries
Weight: 1.7 oz (48 g)
HG32016   

PELICAN 2420 MITYLITE
The unbreakable Pelican MityLite 4AA is the perfect hand held light and it works with the PMI Pod 
Helmet. You break it, Pelican replaces it... forever.
Key Features:
Contoured ABS body is corrosion proof . Submersible to 500 feet . Virtually indestructible . Xenon 
beam twist to turn on . Powered by 4 AA alkaline cells (included)
Weight: 8.1 oz (232 g)
HG32015    

E-FLARE LZ KIT
This ready to go 5 piece landing zone kit will prepare you for any emergency.
Key Features:
4 Amber Flares . 1 Blue Flare . HazMat approved Class 1 Div 2 Zone 2 . Convenient carry case . Rub-
ber bases sold separately
Weight: 4.14 lbs (1.9 kg)
KT36073    

E-FLARES
Individual E-Flares come in 8 steady on LED’s per light. They come in Amber, Blue or Red to create the 
perfect emergency kit. Also available in !ashing models.
Key Features:
80 continuous hours . Shatterproof polycarbonate lens . Detachable rubber base sold separately . 
Convenient carry case
Weight: 11 oz (312 g)
Amber     Red     Blue
HG32012     HG32014        HG32013    

Rubber Base 
HG32022  

E-FLARES
The revolutionary E-Flare hazard warning beacons 
are an indispensable tool for rescue and emergency 
services personnel. Flares sold separately or in a 5 
piece kit for easy set up. More models available. 
Requires 2 D batteries, not included.
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FINGERLESS GLOVES
PMI’s famous Rappel Glove, re-engineered. Fingerless design constructed of pliable goatskin and an extra layer 
of durable cowhide across the palm. A cleverly designed leather pull tab between the •ngers makes removal easy.
Key Features:
Lightweight . Soft leathers provide easy movement . Fingers covered just enough for protection . Quick removal
 XXSmall            XSmall         Small  Medium         Large XLarge
Weight:  4.3 oz (121 g)     4.3 oz (121 g)        4.7 oz (134 g) 4.7 oz (134 g)   5.3 oz (151 g)    5.7 oz (161 g)
 GL22400           GL22401        GL22402 GL22403         GL22404 GL22405           
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LIGHTWEIGHT RAPPEL GLOVES
The original PMI rope work and rappel glove, still the most popular glove on the market. Light-
weight, pliable goatskin provides excellent •nger dexterity while two extra layers of cowhide 
across the palm maximize protection where you need it most.
Key Features:
Soft leathers provide easy movement . No exposed seams on the palm
 XSmall         Small  Medium         Large XLarge
Weight:  4.3 oz (121 g)  4.7 oz (134 g) 4.7 oz (134 g)   5.3 oz (151 g)    5.7 oz (161 g)
 GL22001         GL22002 GL22003         GL22004 GL22005          

HEAVYWEIGHT GLOVES
Split cowhide offers more •nger protection and wear resistance for rope work and rappelling. 
Two extra layers of cowhide protect the main wear area.
Key Features:
3 layers of cowhide across the palm . More protection for •ngers than the lightweight glove
 Small        Medium Large         XLarge XXLarge
Weight:  7.9 oz (223 g)  9.3 oz (265 g) 9.5 oz (270 g)   9.6 oz (273 g)    10.5 oz (298 g)
 GL22100         GL22101 GL22102         GL22103 GL22104           



TACTICAL GLOVES
This all black version of the PMI Heavyweight glove is very popular for tactical rope operations.
Key Features:
All Black for Tactical operations . 3 layers of cowhide across the palm . More protection for •ngers 
than the lightweight glove
 Small        Medium Large         XLarge XXLarge
Weight:  7.9 oz (223 g)  9.0 oz (254 g) 9.1 oz (257 g)   10.1 oz (287 g) 10.5 oz (298 g)
 GL22200         GL22201 GL22202         GL22203 GL22204           

ROPE TECH GLOVES
PMI’s Rope Tech gloves are extremely versatile and lightweight, making rope work a breeze. Hand 
protection and •nger dexterity at it’s best. Ultra light design not suitable hand protection for fast rope 
or other body rappel techniques.
Key Features:
Synthetic leather (palm base layer) . Cowhide layer (•nger wear points and palm) . ergonomically 
shaped for maximum protection and durability . Two-Way stretch spandex on top and •ngers for 
greater mobility and breathability . Elastic cuff with pull-tab and Velcro closure . Carabiner loop 
stores inside for snag free operations

 XXSmall         XSmall            Small   Medium        Large              XLarge     XXLarge
Weight: 7.9 oz (223 g)    7.9 oz (223 g)   7.9 oz (223 g)  9.0 oz (254 g)  9.1 oz (257 g)   10.1 oz (287 g)  10.5 oz (299 g)
 GL22300        GL22301        GL22302   GL22303        GL22304        GL22305     GL22306 

Black GL22500         GL22501        GL22502        GL22503       GL22504        GL22505      GL222506 
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GL220__ GL221__ GL222__ GL223__ GL224__

Size Measures Lightweight Heavyweight  Tactical Rope Tech Fingerless

XXS circumference N/A Up to 7.5” Up to 7.5”

max length 7.0” - 7.5”

XS circumference 7.0” - 7.5” N/A N/A 7.0” - 7.5”

max length 7.25” 7.25” N/A

S circumference 7.5” - 8.0”

max length 7.5” N/A

M circumference 8.0” - 8.75”

max length 7.75” N/A

L circumference 8.75” - 9.50”

max length 8.0” N/A

XL circumference 9.50” - 10.50”

max length 8.25” N/A

XXL circumference 10.50” - 12.0”

max length 8.50” N/A

GLOVE SIZING CHART

1) Circumference: measure around knuckles2) Length: measure hand length from crease in wrist to 
tip of 3rd/longest •nger

3) If hand length exceeds the maximum pick 
next larger size of glove.

HOW TO MEASURE FOR SIZING OF PMI GLOVES:

NOW AVAILABLE IN ALL BLACK



STEALTH RADIO HARNESS
You won’t even know you are wearing the Stealth Radio Harness. The no-bulk 
design stores all of your gear while maintaining a snug •t.
Key Features:
Antenna keeper . Large pocket w/Velcro closure . Pen pocket . Side grommets 
for adjustable lanyard . Adjustable radio pocket . GPS/cell phone pocket . 
Re!ective tabs . 1 snap lock buckle for an easy •t . 4 small adjustable buckles
Weight: 6.4 oz (182 g)
SG51185    

CASCADE DELUXE MESH RADIO HARNESS
The breathable design of the rugged nylon-mesh pouch increases air !ow 
to your chest for greater comfort in warm weather or during periods of high 
exertion. Four point body harnesses •ts securely at chest height for easy 
operation and hands free listening.
Key Features:
Mesh and Cordura construction . Large zippered pocket . Microphone attach-
ment point
Weight: 0.75 lbs (340 g)
SG51188    

PMI RADIO HARNESS
An indispensable uniform component for any rescuer, the PMI Radio Harness 
adjusts instantly to comfortably •t any size person. Radio compartment also 
adjusts to •t all models of radios, old or new, and keeps antenna upright for 
optimum performance.
Key Features:
Large capacity bellows cargo pouch . Pen pocket . Twin antenna keepers . 
Cordura construction
Weight: 9.5 oz (270 g)
SG51001    

CASCADE DELUXE RADIO HARNESS
The Cascade Deluxe Radio Harness comes with two adjustable side buckles 
for a secure •t. The radio pocket •ts nearly any radio, and includes an aux-
iliary microphone attachment point for easy operation. Made from padded 
Cordura nylon, this harness is weatherproof and won’t deteriorate under the 
effects of rain, snow, salt spray or perspiration.
Key Features:
Cordura construction . Large zippered pocket . Side buckles create a secure
and tight •t . Interior padding to help protect radios
Weight: 0.75 lbs (340 g)
SG51186    
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PMI AVATAR RADIO HARNESS
This simple and sleek harness is designed to attach to the Avatar Diamond chest harness (pg. 39), 
keeping your radio accessible and out of the way. This lightweight harness takes the place of an 
additional radio harness, making the setup more comfortable and breathable.
Key Features:
Sleek and lightweight . Attaches to PMI Avatar Diamond chest harness
Weight: 2.4 oz (68 g)
SG51189     

PMI UNIFORM BELT
PMI’s Uniform Belt comes in two different versions. The Basic model is one size •ts most and can be 
trimmed by the user to •t. The second version has hook and loop tape to fasten down the free tail of 
the belt and is available in two size ranges. Not intended as an emergency harness but as a back up 
or “last resort”.
BASIC UNIFORM BELT
Made of 13/4” black webbing with a 7,0000 lbf MBS.
Size: Fits up to 48” waist
Weight: 9 oz (254 g) 
SG51039    

HOOK & LOOP
Similar features as our basic uniform belt, but the hook and loop fastener holds the free end of 
webbing against belt.
Weight: 9.5 oz (269 g)
Standard: 27” to 40” waist
SG51139  

Weight: 10.5 oz (298 g)
Large: 36” to 56” waist 
SG51140  

PMI CRAWLER ELBOW PADS
These elbow pads are rugged while being 
comfortable enough to wear even against bare 
skin. Cut out !exion points won’t bind or pinch.
Key Features:
XSm-Small: 8” - 12”  Weight: 6.4 oz (182 g)
Medium: 11” - 15”  Weight: 7.2 oz (204 g)
Large: 13” - 18”  Weight: 7.2 oz (204 g)

XSmall 
SG51179   

Small 
SG51176    

Medium 
SG51177   

Large 
SG51178    

PMI CRAWLER KNEE PADS
The toughest knee pads you’ll ever wear. Made 
from Cordura packcloth and Neoprene pad-
ding, they are comfortable enough to wear all 
day but sturdy enough for the dirtiest job.
Key Features:
Supplex nylon back . Tabbed webbing for 
asecure •t
Weight: 12.3 oz (350 g)
SG51130     
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PMI MATE HMS
Performance meets •ne design in this new, improved version of the PMI Mate carabiner. You’ll 
appreciate the clean, smooth action and exceptional quality of this HMS shaped carabiner. An 
excellent choice for munter hitch rappels and belaying.
Key Features:
Anodized aluminum frame . Key Lock . Screw gate
Length: 4.6” (116 mm) Gate Opening: 1” (25.4 mm) Weight: 3.2 oz (91 g) MBS: 24 kN (5395 lbf) long 
axis, 7 kN (1573 lbf) short axis

HD26138 

PMI MATE II TRIPLOCK
OSHA compliance is a snap with this ultra-safety-conscious version of PMI’s newly redesigned 
Mate II HMS carabiner. Autolocking mechanism requires a three-step action to unlock.
Key Features:
Anodized aluminum frame . Key Lock . Autolocking gate
Length: 4.6” (116 mm) Gate Opening: 1” (25.4 mm) Weight: 3.2 oz (91 g) MBS: 27 kN (6592 lbf)

HD26137   

SMC LARGE ALUMINUM D
Specially designed for •re & rescue communities, the large D •ts easily over litter rails and
has the strength to hold up to any job.
Length: 5.04” (111.6 mm) Gate Opening: 1.20” (30.5 mm) Weight: 3.8 oz (108 g) MBS: 8,036 lbf

Bright   Black
SM25001 SM25002
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BERRY COMPLIANT

INSPIRED DESIGN
Just as rope provides the foundation of your system, hardware drives 
the functionality. PMI selects the •nest tools available, balancing the 
qualities of innovative design with reliability, and long term durability. 
Our commitment to relationships with quality manufacturers like SMC™ 
and heightec™ are based on their commitment to the industry and, 
ultimately, to your safety.  When you choose hardware from the PMI 
catalog, you can rest assured that you are choosing the very best.

HARDWARE



SMC ALUMINUM LOCKING D
This carabiner sets the standard in climbing, mountaineering and rescue applications. Extremely light-
weight, it offers high strength and a large gate opening for functional versatility. The locking sleeve 
engages the gate rather than the frame to prevent jamming.
Key Features:
Modi•ed D shape . Locking screw gate . Aluminum . Stainless steel springs and pins . NFPA 1983 mod-
els available

Length: 4.37” (111 mm) Gate Opening: 0.82” (20.8 mm) Weight: 2.6 oz (76.3 g) MBS: 27 kN (6,070 lbf)

Bright  SM18501   
Black  SM18502   
Purple  SM18503   
Orange  SM18504   
Red  SM18505   

NFPA
Bright  SM18501N  
Black SM18502N 
Red SM18505N  

SMC MOUNTAIN D
This easy handling carabiner is a must for all around use. Large enough to organize and manage your 
rigging.
Key Features:
Aluminum . Non-Locking . Available in 5 colors
Length: 4.37” (111 mm) Gate Opening: 0.95” (24 mm) Weight: 2.4 oz (70.4 g) MBS: 27 kN (6592 lbf)

Bright  SM18001   
Black  SM18002   
Purple  SM18003   
Orange  SM18004   
Red  SM18005   

SMC LIGHTWEIGHT D
For an easy clip, the Lightweight D has a sleek low pro•le nose for that quick capture.
Key Features:
Aluminum . Non-Locking . Available in 5 colors
Length: 4.26” (100 mm) Gate Opening: 0.71” (18.8 mm) Weight: 2 oz (54 g) MBS: 20 kN (4496 lbf)

Bright  SM17001   
Black  SM17002   
Purple  SM17003   
Orange  SM17004   
Red  SM17005   

SMC OVAL
Keep your gear in order with the traditional SMC Oval. A traditional biner, an excellent choice.
Key Features:
Aluminum . Non-Locking
Length: 4.27” (108 mm) Gate Opening: 0.72” (18 mm) Weight: 2.2 oz (63 g) MBS: 20 kN (4496 lbf)

Bright  SM19001   
Black  SM19002   
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SMC AUTOLOCKING ANSI BINER
A Lite Alloy steel carabiner featuring a triple-action gate. Easily opened with one hand, but 
once released, the gate closes to a fully locked position. The carabiner gate and sleeve are 
stainless steel for problem-free operation. An offset ‘’D’’ shape provides a smooth transfer of 
the Munter Hitch when used as a belay and has ample volume to clip in large diameter ropes 
and over the rails of most litters.
Key Features:
Lite Alloy steel body . Stainless steel springs and sleeve
Length: 4.52” (145 mm) Gate Opening: 0.9” (70 mm) Weight: 7.2 oz (204 g) MBS: 46 kN (10,341 lbf)

DualGuard  SM102200N  
TriGuard   SM102300N  

GATOR STEEL
Unique shape gives this large steel auto-locking carabiner a large working area for multiple pieces 
of gear. Meets OSHA’s requirement for auto-locking carabiners - gate is opened by pulling the sleeve 
toward the hinge and then twisting it. Made in UK.
Key Features:
Rounded nose . Works well with Münter hitches
Length: 4.9“ (125 mm) Gate Opening: 0.9” (23 mm) Weight: 10.1 oz (285 g) MBS: 45 kN (10,165 lbf)

HD26047    

SMC EXTRA LARGE STEEL
Offset D shape •ts easily over a standard 1.25” ladder rung, making this carabiner an indispensable 
tool for the rescue professional. This product is more suited for extra wide clipping than for tight rig-
ging.
Key Features:
Stainless steel gate and sleeve
Length: 5.70” (143 mm) Gate Opening: 1.45” (36 mm) Weight: 12.2 oz (346 g) MBS: 54 kN (12,139 lbf)

SM20003N      

SMC LARGE LOCKING STEEL
Large size locking carabiners developed by SMC especially for the needs of the •re and rescue com-
munities. Available in several different metal •nishes, as well as in both NFPA (Class G) and non-NFPA 
versions. Black zinc coated models are ideal for tactical operations and stainless steel model is best for 
corrosive environments. Large gate opening •ts easily over litter rails. All models have stainless gates 
and locking sleeves for greater strength and reliability. Safety lock model has a 3-step auto-locking 
gate sleeve.
Key Features:
Original US made steel rescue carabiner . Large gate opening . Stainless steel gate and sleeve
Length: 5.04” (128 mm) Gate Opening: 1.20” (30.5 mm) Weight: 10.6 oz (301 g) MBS: 46 kN (10,341 lbf)

Zinc Plated  SM21001   
Heat Treated Zinc  SM21002   
Stainless Steel  SM24001   
Black Stainless Steel  SM24007   
Safety Lock  SM21501   

NFPA 
Zinc Plated  SM21001N  
Black Zinc Plated  SM21007N  
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SMC LITE STEEL
SMC Lite Steel locking carabiners are for those situations where the high strength and durability of SMC 
Steel Carabiners is desired but the size and weight is not. Increasingly popular among cave and moun-
tain rescuers for providing most of the bene•ts without the weight and bulk typically associated with steel 
biners.
Key Features:
Stainless steel model available . Stainless steel gate and sleeve
NFPA: Length: 4.52” (145 mm) Gate Opening: 0.94” (23.8 mm) Weight: 6.6 oz (194 g) MBS: 46 kN (10,341 lbf)
Non-NFPA: Length: 4.52” (145 mm) Gate Opening: 0.94” (23.8 mm) Weight: 6.0 oz (176 g) MBS: 33 kN (7,149 lbf)

Stainless  SM100003  
Black  SM100007  

NFPA 
 SM100001N  
Black  SM100007N  

SCREW LINKS

ALUMINUM
These links stand up to multi-directional forces when closed and allow ample room for multiple 
pieces of gear.
Note: Only 10 mm Delta link is stamped with a Working Load Limit (WLL) that is about 1/5 of its rated 
breaking strength.

10 mm Delta
Gate Opening: 1.20” (30.5 mm)
Weight: 1.9 oz (55 g)
MBS: 17.12 kN (3,850 lbf)
HD26023     
9.5 mm Semi-Circular
Gate Opening: 0.40” (10 mm)
Weight: 1.9 oz (55 g)
MBS: 17.12 kN (3,850 lbf)
HD26046    

STEEL
Screw links stand up to multi-directional forces better than carabiners and allow ample room for 
multiple pieces of gear to be attached. Ideal harness attachment in ascending systems or for 
joining anchor straps.
Note: Links are stamped with a Working Load Limit (WLL) that is about 1/5 of its rated breaking strength.

Delta   Gate Opening  Working Load Limit  Weight                 MBS
5 mm Stainless 0.250” (6.35 mm)  3.18 kN (715 lbf)  1 oz (27 g)           15.91 kN (3580 lbf)  
HD26077      
6 mm Stainless 0.281” (7.14 mm)  4.40 kN (990 lbf)  1 oz (36 g)           22.05 kN (4960 lbf)  
HD26078    
7 mm Galvanized 0.344” (8.73 mm)  3.91 kN (880 lbf)  1.9 oz (54 g)        19.60 kN (4410 lbf)  
HD26079      
10 mm Galvanized 0.469” (11.91 mm)  8.82 kN (1985 lbf)  5.4 oz (153 g)      44.09 kN (9920 lbf)  
HD26044      

Oval   Gate Opening  Working Load Limit  Weight                 MBS
5 mm Stainless 0.250” (6.35 mm)  3.91 kN (880 lbf)  0.9 oz (25.5 g)     19.6 kN (4,410 lbf)  
HD26150     
7 mm Galvanized 0.624” (15.84 mm)  4.89 kN (1100 lbf)  2.2 oz (61 g)        24.49 kN (5510 lbf)  
HD26045    
10 mm Galvanized 0.813” (20.64 mm)  9.80 kN (2205 lbf)  5.6 oz (158 g)      48.98 kN (11020 lbf)  
HD26022      

Semi-Circ   Gate Opening  Working Load Limit  Weight                 MBS
10 mm   0.442” (11.23 mm)  8.82 kN (1985 lbf)  6.0 oz (170 g)      44.09 kN (9920 lbf)  
HD26061      

Square   Gate Opening  Working Load Limit  Weight                 MBS
10 mm   0.500” (12.70 mm)  8.82 kN (1985 lbf)  5.8 oz (164 g)      44.09 kN (9920 lbf)  
HD26060     
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SMC 3” PRUSIK MINDING PULLEY
The unique shape of SMC’s aluminum side plates allow the ef•cient use of Prusik hitches as 
a belay or progress capture device. Constructed with a 3” diameter sheave running on a 
high ef•ciency ball bearing. Low pro•le fasteners help eliminate the possibility of the pulley 
snagging.
Key Features:
Ball bearing . Large top hole easily accepts 3 large carabiners . Designed for 11mm to 
13 mm ropes . Precision machined aluminum side plates and sheaves . Sealed bearings . 
Double pulleys include a becket
  Tread  Sheave  Weight   MBS
Single  2.5”  3”  12.5 oz (367 g)  38 kN (8,542 lbf)  
SM158000N  

Double  2.5”  3”  1.25 lbs (587 g)  60 kN (13,488 lbf)  
SM158500N  

SMC 2” PRUSIK MINDING PULLEY
This mid sized PMP is the perfect choice for rigging with 11 mm (7/16”) rope or when you 
don’t have room for a 3” PMP.
Key Features:
Precision machined aluminum side plates and sheaves . Sealed Bearings . Double pulleys 
include a becket

 Tread  Weight   MBS
Single  1.5”  6.3 oz (185 g)  43 kN (9,670 lbf)  SM152700N  
Black  1.5”  6.3 oz (185 g)  43 kN (9,670 lbf)  SM152701N   
Double  1.5”  10.4 oz (305 g)  54 kN (12,140 lbf)  SM152800N  
Black  1.5”  10.4 oz (305 g)  54 kN (12,140 lbf)  SM152801N  

SMC MICRO PRUSIK MINDING PULLEY
Just the thing for smaller ropes and lighter loads, SMC’s Micro PMP’s are ideal for building 
a mini haul rig or anywhere that a compact lightweight system is needed. Double version is 
designed with a becket to accommodate compound and complex pulley systems.
Key Features:
Ball bearing . Precision machined aluminum side plates and sheaves . Sealed Bearings . 
Double pulleys include a becket
 Tread  Weight   MBS
Single  1”  3.7 oz (109 g)  22 kN (4,946 lbf)  SM153000N  
Black  1”  3.7 oz (109 g)  22 kN (4,946 lbf)  SM153001N  

Double  1”  5.8 oz (170 g)  47 kN (10,566 lbf)  SM154000N  
Black  1”  5.8 oz (170 g)  47 kN (10,566 lbf)  SM154001N  

SMC JR PULLEY
The SMC JR is the mini of mini’s. Ef•cient and lightweight its solid strength and ef•ciency tests 
to greater strengths than other pulleys in the same size and price range. It has the required 
prusik minding capability for use in a 3:1 system (now incorporated in our 4:1 Kit, pg. 69) 
A 1.25’’ nylon sheave and zinc-coated axle make any system run smooth. Simple to use and 
easy to carry into the •eld.
Key Features:
Nylon sheave . Precision machined aluminum side plates . Zinc coated axle . Available in 
single and double . Double pulleys include a becket . Rotating side plates
 Tread  Weight   
JR Blue  3/4”  2.8 oz (84 g) SM159300  
JR Black  3/4”  2.8 oz (84 g)  SM159301   

JRB Blue  3/4”  3 oz (85 g) SM159200   
JRB Black  3/4”  3 oz (85 g)  SM159201 
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SMC KOOTENAY HX PULLEY
The new Kootenay HX from SMC is the most advanced Knot Passing Pulley on the market. This is an 
entirely new and more compact design and lives up to its “HX” (High Strength) name as the lightest, 
strongest, most ef•cient and durable pulley of its kind available. Sealed ball bearings provide optimal 
ef•ciency and help to reduce the performance-robbing resistance that is inherent in most multiple com-
ponent systems. Adding to its versatility, the Kootenay HX may also serve as an edge roller for
rope protection.
Key Features:
Sealed Ball bearings . Solid aluminum side plates . High-strength aluminum sheave . Primary carabiner 
hole accepts numerous rescue carabiners . Secondary carabiner holes for use with tag or belay lines.
Two quick-release pins included for conversion to a high-strength tie off . For use with 10 mm to 12.5 
mm rope
Weight: 1.8 lbs (816 g) 
MBS: 38 kN (8,542 lbf)
SM125500      

SMC SWIFT WATER PULLEY
In recognition of the unique requirements found 
in Swift Water Rescue, this aluminum pulley 
features a series of holes in the side plates to 
help to minimize any hydroplaning.
Key Features:
Lightweight aluminum . 2” Aluminum sheave . 
Sealed bearings . Accepts ropes up to 1/2”
Weight: 6 oz (176 g) 
MBS: 34 kN
SM147000  

RA/SMC STAINLESS STEEL PULLEYS
Based on Russ Anderson’s original design, these pulleys are essential equipment for the serious rigger. Rotating side 
plates allow attachment of the pulley anywhere on the rope and the 3” and 4” models will accept multiple carabi-
ners. Axle nuts are marked with a blue witness line to indicate if the axle nut has been turned or tampered with.
Key Features:
Stainless steel side plates
Single    Tread Max  Bearing  Weight   MBS
2” NFPA-L     1 1/2” 1/2”  Oilite  8.6 oz (252 g)  29 kN (6,519 lbf)  SM150000  
2” NFPA-L     1 1/2” 1/2”  Ball  8.7 oz (252 g)  29 kN (6,519 lbf)  SM150500  
3” NFPA-G    2 3/8” 5/8”  Oilite  1 lbs (454 g)  51 kN (11,465 lbf)  SM151000  
4” NFPA-G    3 3/8” 5/8”  Oilite  1.44 lbs (654 g)  38 kN (8,543lbf)  SM152000  
4” NFPA-G    1 1/2” 1/2”  Ball  1.44 lbs (654 g)  38 kN (8,543lbf)  SM152500  

Double    Tread Max  Bearing  Weight   MBS
2” NFPA-L     3 3/8” 5/8”  Oilite  1.01lbs (459g)  41 kN (9,217 lbf)  SM155000  
2” NFPA-L     1 1/2” 1/2”  Ball  1.1lbs (499g)  41 kN (9,217 lbf)  SM155500N  
4” NFPA-G   3 3/8” 5/8”  Oilite  2.6 lbs (1.185kg)  63 kN (14,163 lbf)  SM157000  
4” NFPA-G   3 3/8” 5/8”  Ball  2.9 lbs (1.31kg)  63 kN (14,163 lbf)  SM157500N  

SMC TR PULLEY
The TR Pulley is strong, reliable compact and lightweight. It is reasonably priced but 
doesn’t sacri•ce ef•ciency. Great performance for its size and cost. The TR Pulley has 
a true Oilite Bearing on a zinc-coated axle for reliable performance.
Key Features:
Lightweight aluminum . 1 1/2” Aluminum sheave . Oilite bearings . Accepts ropes up 
to 1/2”
Weight: 2.5 oz (66 g) 
MBS: 29 kN (6,519 lbf)
SM159500      
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X-CAM

Until now, holding high loads with an as-
cender or jumar has not been possible due 
to the sharpness of the teeth of the cam. 
The X-CamTM from heightec-PMITM is a com-
pletely new design of cam, which gives a 
considerable increase in performance over 
traditional sharp toothed models.

By reducing the aggressiveness which the 
cam acts it increases the overall holding 
power by almost 50%.

In addition, the X-CamTM reduces the risk of 
catastrophic system failure by being able 
to exert high load on a rope even after the 
sheath has ruptured. Testing proves up to a 
residual holding power of 200 kg after the 
sheath of a rope has broken.

The heightec-PMITM X-CamTM is featured in 
all ascenders.

Revolutionary tooth design.

64  Rope Grabs

THE ART OF ASCENDING

The difference between an Ascender and a Rope Grab is a matter of design.

Ascenders can generally be placed on a rope with one hand, whereas rope grabs usually 
incorporate some sort of shell with a movable or re-movable cam that is less likely to be 
inadvertently removed from the rope. Some ascenders have handles incorporated into them 
while others do not.

While an ascender is usually a more expedient tool for climbing a rope, a rope grab is usu-
ally considered a more secure form of attachment to the rope. Not all rope grabs are made 
the same, however. Some are designed to withstand a shock load (such as fall arrest rope 
grabs meeting ANSI Z359.1), but most are intended for gripping a rope and holding a load 
(these may be certi•ed to NFPA 1983). 

To determine the best choice of rope grab or ascender for your application, consider how 
you will use it. An ascender certi•ed to a UIAA or NFPA L rating is usually considered suf-
•cient for ascending or gripping a rope with a single person load. A rope grab certi•ed to 
NFPA G is more appropriate for use in systems where heavier loads are likely. Only those 
rope grabs approved to ANSI Z359.1 should be used for fall arrest.

Beware any rope grab or ascender that is not third party tested or marked as meeting any 
standard at all.



heightec-PMITM  RESCUE COMPACT
The Rescue Compact attaches to wire fall arrest block, rope 
or rope lanyard. Once attached it can be slid down to the 
subject for a secure connection in a variety of situations.
Key Features:
Attaches to wire fall arrest block, vertical fall arrest rope or 
rope lanyard . Slides down to casualty for secure connection 
in a range of situations . Durable stainless steel body . X-
CamTM performance . Supplied as a component of Rescue-
PackTM (pg. 86)
Weight: 14.5 oz (411 g)
HD26197     

heightec-PMITM  PULSAR ASCENDER
The X-Cam is a completely new ascender cam design. Increased performance 
over traditional sharp toothed models, the X-Cam signi•cantly reduces the pos-
sibility of complete system failure by exerting a considerable hold on a rope 
without the sharp teeth that may damage the sheath of the rope.
Key Features:
Comfortable pro•led grip . Two lower attachment points to separate lanyard 
and footloop . One upper attachment point . Shaped for optimum pulling
position . X-cam performance
Weight: 7.8 oz (220 g)
HD26183   

heightec-PMITM  COMPACT ASCENDER
The same revolutionary cam as the X-CamTM Ascender, but without a handle. Ideal for a spare as-
cender or for use in haul systems.
Key Features:
Does not fuzz sheath when placed on and off the rope . Easy removal for change over . Smooth action 
for down climbing . Two lower and one upper attachment point . Alloy release catch . Ideal as a spare 
ascender or for use in hauling and rescue systems . X-CamTM performance
Weight: 6.1 oz (175 g)
HD26184    

heightec-PMITM  TWIST ASCENDER
Slimline X-Cam ascender with pro•led attachment points to sit !at on the chest. Can be used with a 
combination harness or separate chest harness for rope ascending.
Key Features:
Does not fuzz sheath when placed on and off the rope . Easy removal for change over . Smooth action 
for down climbing . One lower and one upper attachment point . Alloy release catch . Essential piece 
of gear for Frog climbing system Slimline model with pro•led attachment points . Designed to sit !at on 
the body . Can be used with a combination harness or a separate sit and chest harness . Durable alloy 
release catch allows single handed operation . X-CamTM performance
Weight: 5.6 oz (160 g)
HD26185     

WIRE ROPE GRAB
The Rescue Compact attaches to wire fall arrest block, rope or rope lanyard. Once attached it can be slid 
down to the subject for a secure connection in a variety of situations.
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SMC ADVANCED HX
The Advance HXTM is designed to assist in the controlled lifting of heavy loads in the demanding 
conditions often encountered in rope rescue. This type of pulley is most often employed in systems 
that are used to lift and lower live loads in rescue operations. The work of raising a load as part of a 
mechanical advantage system is made much easier and safer by using the Advance HX. Engage the 
cam and the rope will only travel in one direction... disengage the cam and the Advance HX works as 
a standard double pulley. Heavy rescue loads are raised by pulling on the tail end of the rope.
Key Features:
3” double ball bearing . Ropes up to 13 mm . Anodized aluminum side & center plates
Tread Sheave: 2.5” 3” 
Weight: 36 kN
MBS: 48 oz (703 g)
SM154900N 

heightec-PMITM  HAUL CAM
The Haul Cam allows attachment of a pul-
ley system at any point along a loaded rope 
creating an instant mechanical advantage. An 
integral component of ScaffPackTM (pg. 87) and 
RescuePackTM (pg. 86).
Key Features:
Stainless steel body . Stainless cam . Nylon 
sheave
Weight: 1.42 lbs (645 g)
HD26186     

PMI/SMC GRIP
This rope grab is a solid, compact performer that can be used as a ratchet or to grip a kernmantle 
rope whenever reliability and care are priorities. The compact curved body is easy to grip, and the 
secure, user friendly release mechanism makes putting this rope grab onto any rope - loaded or 
unloaded - a breeze. A specially designed cam protects your rope in the event of unexpected loading, 
but this unit is not designed as a belay or fall protection device.
Key Features:
Ropes up to 13 mm . Anodized aluminum . Compact
Weight: 6.72 oz (191 g)
Gold   
SM220500N       

MIO ROPE GRAB
This highly effective self - trailing rope grab grips automatically in the event of a fall and dissipates 
the energy of the fall by slipping along the rope. When used within OSHA guidelines on approved 
ropes, the amount of slip is well within the OSHA requirements.
Key Features:
Meets ANSI requirements . Used for fall arrest . Approved and tested with PMI Classic Static . Remov-
able dual action pin for easy placement on rope . Stainless steel . Self - trailing
Weight: 1.38 lbs (672 g)
7/16” Rope (Yellow pin)        1/2” Rope (Blue pin) 5/8” Rope (Black pin)
HD26114              HD26005   HD26006         
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PMI CHEST ROLLER
The PMI chest plate and roller combination features a clean design that is ef•cient and easy to use. The all metal roller incorporates a pivoting gate 
that swivels open or locks closed. Getting on and off rope is now an easy one-handed operation with no more dangling parts that could be discon-
nected or lost. Both units are especially useful for top heavy or barrel chested users, or for anyone that has a tendency to ‘lean back’ while on rope. 
Use the second roller to hold the safety in place to assist an “upright posture” even while at rest. Manufactured in the USA by Rock Exotica.
Key Features:
Multiple connection points •t a variety of harnesses . Secure quick release gate . Aluminum ball bearing roller 
Single Roller  Double Roller
Weight: 10.6 oz (300 g)  Weight: 13.1 oz (372 g)
HD26108      HD26109     

The PMI Chest Roller is designed to be used with an appropriate chest harness, such as the PMI Avatar Circumferential (pg. 39), or the PMI Chest Roller 
Harness (Below).
The roller is a passive point of attachment to help hold the user upright in a rope ascending system. IT IS NOT a grabbing device, ascender, or main 
point of attachment, and should ONLY be used as a part of a complete system.
The single roller model is designed for use with Ropewalker systems, where the mainline runs through the roller. The double roller model is designed 
for Mitchell systems where the mainline runs through one side of the roller while the second roller accommodates an upper ascender sling. The unit is 
ambidextrous, and can be mounted either side up for your preferred hand operation.
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PMI CHEST ROLLER HARNESS
A stand alone chest harness for mounting the 
PMI single or double chest roller assembly.
Key Features:
Three adjustment points for a snug •t . Extra 
wide padding on the back . Two sizes
Weight: 1.2lb (532g)
Standard (30 cm - 40 cm) 
SG51183    

Large (40 cm - 50 cm) 
SG51184    0



TANDEM PRUSIK KIT
Tandem prusiks are a common tool for belaying heavy loads. This kit has everything you need to set up 
a Tandem Prusik Belay, including the Radium Release Hitch. Read about the advantages of the Radium 
Release Hitch below.
Key Features:
Includes a PMI Radium Release Hitch Kit (see below) . 3” SMC PMP pulley . 2, 8 mm Sewn Prusiks
KT36075 

RADIUM RELEASE HITCH KIT
Radium Release Hitches have been proven to out - perform load release straps time after time. The 
Radium has greater extension (9 + ft) and better control and it can never fuse together under shock 
load the way that load release straps can. Carabiners are part of the system, simplifying your rigging.
Key Features:
9 + ft extension . Can’t “fuse” under shock loads . Integral carabiners . Pre - tied with 8 mm accessory 
cord for convenience . Comes in a convenient storage pouch . Hook and loop fasteners hold carabiners 
in place for fast deployment . Instructions to re-tie hitch
KT36074  

LOAD RELEASING HITCH
A Load-Releasing Hitch (LRH) is typically tied with accessory cord and rigged 
between the anchor and at tandem prusik belay. An effective load release mecha-
nism must be able to sustain a signi•cant shock load and still be used to safely 
release tension in the belay system by extending up to several meters.  For many 
rescue teams, the Radium Release Hitch is the preferred LRH. An LRH serves two 
primary purposes: 

1) If the belay line becomes loaded accidentally, the LR hitch can be used to shift 
the load back to the main line and “release” the load on the belay. 

2) The LR hitch can be used for load transfer purposes other than belaying, such 
as knot passing, changing over from a raising system to a lowering system or 
from a lowering system to a raising system. An LRH placed between anchors and 
load bearing devices like belays, rope grabs and descenders can make it easy to 
recover from rigging snafus without extensive system adjustments.  

While there are other load release system out there (load release strap, mariners 
straps, etc.), none have been proven as safe and effective as the Radium.
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A close up of a •nished Radium Relase Hitch

Comes with PMI’s Sewn Prusiks
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PMI/SMC DELUXE HAUL SYSTEM 
Compact and strong, this pre-rigged haul system can be rigged as a 4:1 or 5:1; just !ip it end to end. 
The end of the PMI Tuff Cord is attached to the system instead of free !oating.
System Features:
2 SMC Mini PMP Pulleys . 2 SMC Lite Steel Carabiners . 10 m, 7 mm Tuff Cord . 2 m, 5 mm Accessory 
Cord . One 5 mm Oval Screw Link . 1 Storage Bag (Blue)
Weight: 2.68 lbs (1.2 kg)
KT36077  

PMI/SMC JR HAUL SYSTEM 
The same haul advantage as the Deluxe system, but in a lighter package. The pre rigged 4:1 or 5:1 
haul system come with SMC’s new JRB mini pulleys.
System Features:
2 SMC Mini JRB Pulleys . 2 SMC Lite Steel Carabiners . 10 m, 7 mm Tuff Cord . 2 m, 5 mm Accessory 
Cord . One 5 mm Oval Screw Link . 1 Storage Bag (Blue)
Weight: 2.34 lbs (1.1 kg)
KT26128  

PMI SHORHOIST
A two-way rope hoist for two man loads" Switch instantly from raising to lowering using the heavy-duty, 
stainless steel capstan unit which turns forward freely on sealed bearings for lifting loads and locks when 
reversed, providing a friction drum. Ideal for con•ned space entry and retrieval, structural inspection, 
rescue, or construction. Comes completely assembled with Shorhoist head, pulleys, 3/8” (10 mm) PMI 
Classic rope, handled cam, foot sling, safety lanyard, and a storage bag. Shorhoist systems can be special 
ordered with longer lengths of PMI rescue rope installed. Replacement ropes are also available.
System features: 
5:1 mechanical advantage . All stainless steel construction . Lightweight and compact . Rapid deployment 
for emergency rescue operations . Works for descent control or hauling operations . Virtually mainte-
nance-free . Easy to use
61 m Rope  
Weight: 22.2 lbs (10 kg)
KT36015    

100 m Rope 
Weight: 28.5 lbs (12.9 kg) 
KT36014    



SMC RACK KITS
Brake racks can be customized for your speci•c application. The following kits are designed based upon the preferences of frequent rack users. To 
determine which rack kit best •ts your need, review the following:
1. Choose from “straight” or “90 degree” harness attachment eye. Most users prefer to orient the rack’s short leg pointing down. Most harnesses with 
a sewn-in D ring that lays !at against the user’s stomach (like our Avatar) need a 90 degree twist eye rack.
2. Select Aluminum or Stainless Steel bars. SS bars are cleaner on the rope and last longer, but have less friction and thus are faster rides with the 
same number of bars. Select a model number with an A at the end for aluminum bars (including an aluminum top bar) or an S for stainless steel bars.
3. The addition of a stainless steel top bar with an extension (hyper- bar) accommodates easy lock off and extra control - more money but worth it, 
especially with stainless steel bars. Select a model with an S-2 at the end.
Key Features:
Allows user to adjust friction, even under load . Welded eye is very strong . Can be used as a lowering device . Does not twist rope . Can be easily 
attached to rope while still attached to the seat harness . May be used with a variety of rope diameters . Allows use of two ropes at the same time.

Straight Eye J Rack    Weight
Aluminum bars     1.67 lbs (760 g)  SM13007A  
2 grooved ss bars and 4 regular ss bars   1.56 lbs (710 g)  SM13006S  
1 ss top bar, 1 ss grooved bar and 4 regular ss bars  1.72 lbs (780 g)  SM13006S2  
1 tie off bar, 1 ss grooved bar, 4 regular ss bars  1.78 lbs (810 g)  SM13007S2  

90 Degree Eye J Rack    Weight
Aluminum bars     1.67 lbs (760 g)  SM13507A  
2 ss grooved bars and 4 regular ss bars   1.56 lbs (710 g)  SM13506S  
1 ss top bar, 1 ss grooved bar and 4 regular ss bars  1.72 lbs (780 g)  SM13506S2  
1 tie off bar, 1 ss grooved bar, 4 regular ss bars  1.78 lbs (810 g)  SM13507S2  
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RACK FRAME
Type #304 stainless steel construction, with a welded eye for extra strength. Each eye weld is inspect-
ed for dye penetration before shipping. Average tensile of material used is over 10,000 lbf.
Key Features:
Stainless Steel
Weight: 14.5 oz (425.6 g)
Straight Eye, 6 Bar Capacity  
SM13002     

90° Eye, 6 Bar Capacity  
SM13502     

STEEL TIE OFF BAR
Large 1” diameter hyper - bar with extension and pin to make locking off easier as well as providing 
additional friction when needed. Use as a top bar.
Key Features:
Stainless Steel
Weight: 5 oz (147 g)
1” Top Bar  SM12301     

STEEL TOP BAR W/ GROOVE
The 7/8” top bar is designed to stay on your rack and virtually last forever. Has machined groove to 
keep the rope centered. Core drill out keeps this bar cool and lightweight. Use only one top bar per 
rack.
Key Features:
Stainless Steel
Weight: 4.1 oz (120 g)
7/8” Top Bar  SM11000     

ALUMINUM TOP BAR
7/8” diameter aluminum bar for one of your •rst or top bars. The extra mass acts as a heat sink and 
the training groove helps keep the rope centered in your rack. Use only one top bar per rack.
Key Features:
Aluminum
Weight: 2.55 oz (74.8 g)
Top Bar   SM12605     

STEEL BRAKE BARS
Angled slot brake bars formed in a “U” shape. Stainless steel bars will not leave aluminum streaks on 
your rope and will last longer than aluminum bars. Available with or without training groove.
Key Features:
Stainless Steel
Weight: 1.7 oz (49.9 g)
Brake Bar   SM12500     
Bar w/groove  SM12501     

ALUMINUM BRAKE BARS
Solid aluminum give these bars maximum friction and good wear characteristics. Lighter than the stain-
less bars and available in a straight slot con•guration. 7/8” diameter models •t all SMC racks.
Key Features:
Aluminum
Weight: Reg - 2 oz (58.7 g) . Grooved - 1.9 oz (55.8 g)
Reg   SM12201     
Grooved   SM12401     
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SMC NFPA RACK ASSEMBLY
The NFPA rack is sold as a complete un-assembled kit so you can arrange it for right-hand or left-hand 
use. SMC has also added a 17.9” long rack to complete the line.
Key Features:
1 six-bar rappel rack . 1 stainless steel tie-off bar . 1 anodized aluminum grooved straight slot bar . 4 
anodized aluminum angled brake bars
Weight: 1.825 lbs (857 g) Long Rack: 2.03 lbs (920 g)
Straight Eye  SM14001N 
90 Degree Eye  SM14002N  
17.9” Long Rack  SM14003N  

SMC U RACK
With the same overall dimensions as SMC’s NFPA long rappel rack but in a U style rack. Available with 
aluminum bars and a stainless tie-off bar. What makes this rack different than most other U racks is a 
proprietary design that allows the aluminum bars to unlatch for ease of use yet not pass around the 
bend of the rack and thereby become miss-aligned.
Key Features: 
Hinged bars for easier/faster rigging . Strong secure connection . Stainless steel tie-off bar . 5 
Aluminum Bars
NFPA, 6 bar  
SM14400N  

NFPA, 6 bar  
Weight: 1.85 lbs (840 g) 
SM14600N  

SMC COMPACT U RACK
SMC’s new Compact U Racks has many advantages over other small U racks beyond 
SMC’s quality manufacturing. The ingenious design prevents the bars from sliding around 
the bottom of the rack. The standard rack width allows it to be rigged on two ropes. The 
upper and lower tie off bars provide a greater variability of friction and secure tie off.
Key Features: 
Stainless steel body and bars . Compact Size . Can be rigged with 2 ropes . Secure tie 
off
Weight: 1.66 lbs (753 g)
4 Bar      
SM14400N  

BMS LONG FRAME MICRO RACK
Offering the control of a 6-bar rack in a compact stainless steel frame, this “U” shaped rack employs 
thick tubular stainless steel bars. The narrow eyeless design makes this rack and easy to carry. Two 
hyper - bars improve friction control and make locking off easier.
Frame Size: 26.7 cm (10.5”) long x 7 cm (2.75”) wide x 1.9 cm (0.75”) thick
Weight: 15.8 oz (448 g)
MBS: 52.22 kN (14,000 lbf)
HD26040     
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PMI PED
PMI Personal Escape Descender can be prerigged on an escape rope and stored ready to go. Two 
threading options allow the user to pre-set the descender for the user’s weight and desired friction for 
rappelling. Engineered for maximum performance with PMI PER. (See pg. 37 for Personal Escape Kits.)
Key Features:
Must be pre-rigged on rope . Optional high friction rigging method . Perfect companion with PMI PER
Weight: 1.5 oz (42 g)
HD26024    

SMC PERSONAL ESCAPE 8
When easy application and removal of an escape descender is desired, the SMC Escape 8 is a 
convenient choice. Familiar •gure 8 shape is modi•ed and optimized for descending on small diameter 
ropes.
Key Features:
Compact . Lightweight
Weight: 1.7 oz (49.9 g)
MBS: 14 kN (3,147 lbf) 
Gold          Black
SM126501N     SM126502N  

BMS PICO RACK
A personal escape descender with excellent control, designed after the popular Micro-Rack (pg. 72). 
Movable bars don’t swing open so the rope must be threaded through the bars for each use.
Key Features:
Made for 7.5 mm to 9 mm personal escape ropes . Stainless steel 
Frame Size: 4.5” (11.4 cm) L x 1.6” (4 cm) W x .75” (1.9 cm) D
Weight: 3.8 oz (108 g)
MBS: 48.8 kN (11,000 lbf)
HD26041    
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RA/SMC LARGE FIGUE 8
Larger version of the popular Rescue 8 with “ears”. Made for ropes up to 5/8” (16 mm).
Key Features: 
Ears to prevent girth hitching
Weight: 8 oz (235 g)
MBS: 22 kN (4,906 lbf)
Grey 
SM142000       

RA/SMC RESCUE 8
One of the most popular full-sized descenders used by professionals throughout the rescue, •re service, 
and police/tactical markets for years. Solid aluminum, this heat treated 8 is a staple in your rescue 
bag.
Key Features:
Solid heat treated aluminum . Hard-anodized •nish . Choose from grey or black . Carabiner hole 
functions as a sticht plate for 1/2” rope . Available with ears or without
Non-NFPA (w/o Ears) 
Weight: 5.3 oz (155.5 g) 
Black
SM129000    

NFPA
Weight: 6.5 oz (190 g) 
MBS: 22 kN (4,906 lbf)
Black   Grey 
SM128701N  SM128702N     

74  Braking Devices

BERRY COMPLIANT

�$�&�3�5�*�'�*�&�%

NFPA 1983, G

BERRY COMPLIANT

�$�&�3�5�*�'�*�&�%

NFPA 1983, G



SMC MOUNTAINEERING 8
Easy to rig and handle when wearing gloves, 
this descender has smooth action on belay or 
rappel. Works well with either single or double 
ropes from 8 mm to 12.5 mm. Additional friction 
is gained by increasing the number of wraps.
Key Features:
Effective for either single or double wrap brak-
ing . Works with 8 mm to 12.5 mm . Bottom 
hole can be used as a sticht plate . High quality 
aircraft grade 6061 aluminum
Weight: 2.9 oz (85 g)
MBS: 27 kN (6,070 lbf)
Black     Blue
SM81700     SM81702      

ALPINE BRAKE TUBE
The best device hands down for passing knots in 
ropes easily and ef•ciently. Bead blasted and 
anodized for long wearing friction this lowering 
device offers tie-off capability. Special risers 
on the bottom keep it off the ground while in 
use. Works with virtually any size life safety 
rope. Not to be used for rappelling.
Key Features:
Aluminum tubing and stainless steel . Passes 
knots . Runs multiple ropes . Ties off any rescue 
load
Weight: 2.9 lbs (1.31 kg)
HD26048     

PMI LARGE STEEL FIGURE 8
The classic descender for ropework, the •gure 8 is perhaps the most widely recognized 
component of all vertical gear. This XL steel version from PMI is designed for maximum 
wear and versatility. You can expect it to provide hundreds of hours of impeccable perfor-
mance in just about any environment.
Key Features:
Accepts single or double wrapping braking . Works with rope diameters up to 16 mm 
(5/8” ). Bottom hole can be used as a sticht plate .
Weight: 1.25 lbs (567 g) 
MBS: 28 kN (6240 lbf)
HD26100     

SMC DESCENT CONTROL 8
The Descent Contral 8 provides exceptional control. This descender performs well in repetitive 
rappelling and descending environments. The unique shape prevents the un-weighted end of the 
rope from from rubbing against the rope passing around the neck of the descender. As with all 
SMC products, welding is done by aircraft certi•ed welders. 
Key Features:
Stainless steel wear-resistant surface . Lightweight . Works with 8 mm to 12.5 mm 
Weight: 7.5 oz (213 g)
MBS: 88.9 kN (20,000 lbf)
SM113000     
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SMC SPYDER
The new SMC Spider is the newest design in auto-locking descenders for use in rescue and 
industrial applications. This is a device that gives you the ability to maintain full control at all 
times while also having excellent “feel” when on rope. A lever-activated cam is used to control 
the rate of descent from rapid or long distances at a quick pace to slow for precise work 
positioning; either way, you are always in control. Release the lever at any time while in descent 
and it will automatically come to a full stop. The Spider may be used as a belay device and is 
designed for use with a wide range of rope diameters.
Weight: 3.8 oz (108 g)
MBS: 36 kN (8,03636 lbf
SM220300N  

heightec-PMITM  POWERLOCK
The Powerlock is a revolutionary evacuation descender designed for two person loads. A double action 
safety mechanism brakes if the user either lets go or squeezes too hard in panic. This device can also 
easily adjust the amount of slack rope prior to descent and provides excellent braking control, even 
with a load of two persons. Sold only with PMI Isostatic rope.
Key Features:
Stainless steel . Patented secondary braking system
Powerlock Kit, 46 m Isostatic 11 mm + Powerlock
KT36131    
Powerlock Kit, 92 m Isostatic 11 mm + Powerlock
KT36132   
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DUO BRAKETM  
INTELLIGENT CONTROL
The patented DuoBrakeTM braking system brings advanced design to the issue of rope handling.

DuoBrakeTM is especially relevant to high loads and acts in several ways.

1) It multiplies the braking force applied by the operator’s hand.

2) It provides two independent, cumulative sources of variable braking friction.

3) It acts in a way that counters a sudden release of braking by one element by an increase in braking 
by the other, reducing the potential for unexpected behavior by the device.

The DuoBrakeTM system is featured on all of the heightec-PMITM breaking and lowering devices,  giving 
them a degree of control not equalled by any other products.



heightec-PMITM  PRISM
The Prism descender is a completely new product which offers new functionality to rope access work-
ers. It contains two new patented principles; a mechanism which multiplies the braking force applied by 
the user providing !ne control and a new design of a secondary brake which minimizes the possibility 
of uncontrolled descent. An additional important feature of this device is the ability to unthread the 
secondary braking system, which allows the rope to be easily pulled back through the device during 
short ascents.
Key Features:
Versatile . Secondary panic lock . Smooth descent . Extra bollard for variable friction while loaded . 
Can be loaded while attached to harness
Weight: 1.10 lbs (500 g)
MBS: 36 kN (8,036 lbf)
Sold with heightec-PMITM Rope Access Personal Solution (pg. 89)

heightec-PMITM  QUADRA
The Quadra can change instantly from one mode to another while under load. A special 
braking mechanism increases the frictional force for lowering heavy loads. This device 
will arrest a 2 person fall factor by 1/3 when in lifelining mode with no rope damage. 
It will also retain full function after a fall. Sold only with PMI Isostatic rope. 
Key Features:
Stainless steel . Patented secondary braking system . Component of our RescuePackTM 
and ScaffPackTM (pg. 86-87) casualty recovery systems
Quadra Kit, 46 m x 11 mm Isostatic + Quadra 
KT36129   

Quadra Kit, 92 m x 11 mm Isostatic + Quadra 
KT36130   
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STEEL O RING
Simple, low cost focal point for rigging. This is a “bombproof” forged steel ring that is ideal for any 
multi-directional loading situation.
Weight: 9 oz (256 g)
MBS: 44 kN (10,000 lbf)
1 Ring  HD26049      

SMC DESCENDING RING
This inexpensive aluminum ring is intended to be left at the top of a rappel in place of a carabiner to 
facilitate rope recovery. More creative applications abound in rescue rigging.
Weight: 0.4 oz (11.7 g)
MBS: 14 kN (3,147 lbf)
1 Ring  SM81600     

SMC MINI RIGGING PLATE
One of the lightest yet strongest mini-rigging plates 
on the market, built with high quality 6061 aircraft 
grade aluminum for strength, durability, corrosion 
resistance, and years of reliability. Designed to 
serve as either a belay device or a collection point 
for multiple anchors and/or rigging points - but 
that certainly doesn’t exclude it from a host of other 
tasks.
Key Features: 
Large carabiner holes
Weight: 2.8 oz (82 g) 
MBS: 47 kN (10,600 lbf)
Black            Blue
SM130301N       SM130302N     

SMC NFPA RIGGING PLATE
Half the size of the bigger plates on the market, yet just as strong and with oversized holes 
to accommodate more gear. Contoured edges are easy on ropes, webbing and carabin-
ers. Each oval hole will easily accept 2 large carabiners while a large center hole accepts 
numerous connections.
Key Features:
Anodized aluminum . Holes are numbered for quick identi!cation
Weight: 11.4 oz (335 g)
MBS: 52 kN (11,690 lbf)
Red 
SM130005    
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TRACTEL BEAM CLAMP
This anchorage is designed to !t I-beams from 3” to 9.25”. Simple installation, removable. Meets 
ANSI, CSA, and OSHA anchorage requirements.
Key Features: 
Designed for a one person load . Removable . One Person Rated
Weight: 9.7 lbs (4.4 kg)
MBS: 24 kN (5400 lbf)
HD26067     

TRACTEL ANCHORAGE D-RING
Mount this D-Ring on an existing structure to create an anchorage/rigging point for repeated 
use.  Select from anchorage with mounting bolt included, or use your own 1/2” bolt for 
mounting. Meets ANSI, CSA, and OSHA anchorage requirements.
Key Features: 
Permanent mounting
1/2” N.C. thread bolt included   1/2” clearance hole  5/8” clearance hole
Weight: 0.8 lbs (363 g)   Weight: 1.0 lbs (454 g) Weight: 1.0 lbs (454 g)
MBS: 22 kN (5000 lbf)  MBS: 22 kN (5000 lbf) MBS: 22 kN (5000 lbf)
HD26064        HD26065       HD26066     

SMC RESCUE SWIVEL
This Rescue Swivel is a high performance piece of gear with incredibly smooth action and a beautiful 
feel and !nish. The holes are sized to work with rescue carabiners, and allow the lock sleeves to rotate 
through the holes. The heat-treated axle and a sealed high ef!ciency ball bearing ensures a smooth 
rotation. Compact for con!ned space and for awkward hauling situations. Smooth and rounded sides 
prevent catching on rocks, litters, or other components.
Key Features:
Lightweight . Anodized aluminum . Sealed bearing . Heat treated axle
Weight: 4.5 oz (132 g)
MBS: 44 kN (9,892 lbf)
Blue & Charcoal  Black
SM136000N  SM136007N      

TRACTEL EZ HOOK ANCHOR
“First man up” system, ideal for ladder or tower climbing. Select appropriate length 
telescoping pole for your application. Opens to 8 3/4” - works on a pipe up to 8”. 
Meets ANSI, CSA, and OSHA anchorage requirements.
Key Features: 
Quick !rst man up
With •berglass pole adapter    Extendable pole, from 8 to 16 ft Extendable pole, from 8 to 24 ft
Weight: 3.1 lbs (1.41 kg)    Weight: 3.6 lbs (1.63 kg)  Weight: 5.4 lbs (2.45 kg)
MBS: 24 kN (5400 lbf)   MBS: 24 kN (5400 lbf)  MBS: 24 kN (5400 lbf)
HD26068     $459.80    HD26071      HD26097      
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SKED EVAC TRIPOD
The small head and extra-long aluminum legs make this tripod one of the least bulky and most versatile rescue 
tripods available. When fully extended, the head is ten feet high and the tripod can support a load up to 
5280 lbf. The load capacity increases as the leg extension is reduced.
Key Features:
Legs are adjustable in 5” increments . Fully extended height of 10 ft at the anchors . Tripod legs are secured 
with chains to prevent them from spreading under load . 3 anchor points . Winches and other attachments 
available
Tripod 
Weight: 71 lbs (32.2 kg) 
SK700     

Tripod Case 
Weight: 4 lbs (1.8 kg) 
SK701     

LEG POSITION TRIPOD HEIGHT LEG SPREAD MAX LOAD

A 119” 111 1/2” 5280 lbs

B 115” 106” 6000 lbs

C 112” 103” 7000 lbs

D 107” 98 1/2” 7500 lbs

E 102” 95 1/2” 8500 lbs

F 98” 90” 9500 lbs

SKEDCO TRIPOD - MAX LOAD vs LEG EXTENSION
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TRACTEL TRIPOD 
Telescoping aluminum tripod with steel pulley built into head.
Key Features:
Extends to 8 ft . Built in steel pulley . 3 anchor points . Winches and other 
attachments available
Weight: 39 lbs (17.73 kg) 
MBS: 44 kN (10,000 lbf) 
Tripod 
HD26094    

Weight: 5 lbs (2.27 kg)
Carrying Case 
HD26095    

FALLSTOP MAN-RATED DRUM WINCH
This manual winch is designed for lifting or lowering 
workers in con!ned space rescue situations or for hoisting 
materials. Two independent braking systems provide 
added safety.
Key Features:
Mounting bracket for Tractel tripod . Independent brak-
ing systems
50 ft 
Weight: 22 lbs (10 kg) 
HD26074    

100 ft 
Weight: 34 lbs (15.42 kg) 
HD26098    

200 ft 
Weight: 48 lbs (21.82 kg) 
HD26075   
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FLEXIBLE SIDED LADDERS
Flexible sided ladders are a cost effective, lightweight solution for temporary access to con!ned spaces 
and dif!cult to reach locations. Even with minimal training, ladders can easily be transported and rapidly 
deployed for use. On the following page is a comparison chart to help you decide which ladder is right 
for you. Ladders must always be used with a fall protection system.
Construction: 
The rungs are hollow tubes with a dowel insert. Rungs are secured to the side wire ropes with pins and 
resin. A pin is driven through the centre of the rope into the dowel, and set in resin to form a solid block 
inside the rung. A plastic cap is then pushed in to seal the rung end. Black rungs are cut to size and drilled 
before treatment to ensure that the alloy tube is 100% anodized.

Compact Ladders
General purpose ladder for ascending / descending. Used for applications such as manhole entry, caving, 
and access to lighting truss. With !tness and a little practice, they are easy to climb.
Key Features: 
Standard lengths are 5 m and 10 m . Other lengths made to order . Can be connected together for 
longer lengths . Easy to carry and store . Swaged eye ends . Accessories available . Two rung spacing op-
tions . Requires a separate fall protection system
Plain Finish Rungs, 4 mm galvanized steel cable, Swaged eye ends:
5 m long w/25 cm (9.8”) rung spacing  LD39001     
5 m long w/30 cm (11.8”) rung spacing  LD39002     
10 m long w/25 cm rung spacing  LD39003     
10 m long w/30 cm rung spacing  LD39004    

Plain Finish Rungs, Lightweight 3 mm galvanized steel cable, Swaged eye ends:
5 m long w/25 cm rung spacing   LD39005     
5 m long w/30 cm rung spacing   LD39006      
10 m long w/25 cm rung spacing  LD39007    
10 m long w/30 cm rung spacing  LD39008     

Black anodized rungs, 4 mm stainless steel plain •nish wire, Swaged eye ends:
5 m long w/25 cm rung spacing   LD39041     
5 m long w/30 cm rung spacing   LD39042     
10 m long w/25 cm rung spacing  LD39043     
10 m long w/30c m rung spacing  LD39044     

Wide Rung Ladders
General purpose ladder for ascending / descending. Used for work positioning applications. With !tness and a
little practice, they are easy to climb. Pricing per meter for custom lengths.

Key Features: 
Useful for work positioning . Wide enough to !t both feet side by side . Larger diameter rungs are more comfortable 
to stand on for long periods of time . Used for applications such as cleaning, inspection and vessel entry . Rungs are 10 
1/2” wide . All rungs are 1/2” Diameter . GRP rungs are 1.3” diameter

Wide aluminum rung, Plain Finish Rungs, 4 mm galvanized steel wire, Swaged eye ends:
1 m long w/25 cm rung spacing   LD39045     
1 m long w/30 cm rung spacing   LD39046     

Wide black aluminum rungs, 4 mm stainless steel plain •nish wire, Swaged eye ends :
1 m long w/25 cm rung spacing   LD39045     
1 m long w/30 cm rung spacing   LD39044     

Wide GRP Rung, 4 mm stainless steel plain •nish wire, Swaged eye ends :
1 m long w/25 cm rung spacing   LD39050     
1 m long w/30 cm rung spacing   LD39051     

Wide GRP Rung, 7 mm polyester rope, Swaged eye ends:
1 m long w/30 cm rung spacing   LD39052     

LADDER RUNGS
Select from Alloy, Anodized Aluminum, and GRP.

       Alloy   Black Anodized Aluminum          GRP
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Y Spreader:
Used when you need to attach a "exible 
ladder to a single attachment point.
LD39009 

LADDERS RUNG DIAMETER RUNG WIDTH RUNG MATERIAL SIDE MATERIAL BREAKING 
RUNG LOAD

BREAKING 
LOAD SIDE

SLIPPING 
LOAD

Compact w/Plain 
Finished Rungs

12.5 mm (0.5”) 150 mm (5.9”) Aluminum alloy 4 mm 7x19 
galvanized mild 
steel wire rope

450 lbf 2,250 lbf 900 lbf

Compact w/Plain 
Finished Rungs, 
Lightweight

12.5 mm (0.5”) 150 mm (5.9”) Aluminum alloy 3 mm 7x7 
galvanized mild 
steel wire rope

450 lbf 1,350 lbf 900 lbf

Compact w/ 
Black Anodized 
Rungs

12.5 mm (0.5”) 150 mm (5.9”) Black anodized aluminum 
alloy

4 mm 7x19 
galvanized mild 
steel wire rope

450 lbf 2,250 lbf 900 lbf

Wide Rungs / 
Wide Aluminum 
Rung 

25 mm (1”) 270 mm (10.6”) Aluminum alloy 4 mm 7x19 
galvanized mild 
steel wire rope

1,125 lbf 2,250 lbf 1,800 lbf

Wide Rungs / 
Wide Black Alu-
minum, Rung

25 mm (1”) 270 mm (10.6”) Black anodized aluminum 
alloy

4 mm 7x19 
galvanized mild 
steel wire rope 

1,125 lbf 2,250 lbf 1,800 lbf

Wide Rungs / 
Wide GRP Rung 

34 mm (1.3”) 270 mm (10.6”) Fluted glass, reinforced 
plastic

4 mm 7x19 
galvanized mild 
steel wire rope 

1,125 lbf 2,250 lbf 1,800 lbf

Wide Rungs / 
Wide GRP Rung 
w/Polyester Rope

34 mm (1.3”) 270 mm (10.6”) Fluted glass, reinforced 
plastic 

7 mm Polyester 
Rope

1,125 lbf 1,800 lbf 1,125 lbf

LADDER ACCESSORIES

Rapid Deployment Pouch
Compact Ladder:
Keeps ladder neatly rolled ready for easy 
deployment.
LD39032  

Wide Rung Ladder:
Keeps ladder neatly rolled ready for easy 
deployment.
LD39033  
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EVOLUTIONARY DESIGN
At PMI we look for the most innovative products for work or rescue 
applications. There are many reasons to !nd gear that properly works 
for your operation, and on the following pages we offer products that 
take the guess work out of a situation and make your rescue and work 
life streamlined. 

PERSONAL FALL PROTECTION
Selecting the right method of fall protection is not only a matter of choosing the right harness and 
hoping there is a suitable anchor nearby. The goal in any fall protections situation is to always minimise 
the risk of working at height and to minimize the consequences of any fall. Proper training and equip-
ment is a must. On the following pages, you will !nd amazing tools that take the guesswork out of any 
fall protection rescue or personal system. heightec-PMITM Solutions (pg. 86-89) go beyond expecta-
tions with the ready to go kits for rescue; providing fast access to a subject, and safe systems for the 
rescuer.  

ROPE ACCESS
Rope Access techniques are used by professionals to access structures for construction, maintenance and 
repair. While some techniques may appear similar to those used for caving, climbing, and rescue, the 
systems and techniques have been modi!ed for industrial applications. With most vertical recreational 
endeavors, the on-rope activity is primary to the goal. In rope access, the on-rope activity is secondary 
to the actual job to be performed. Rope access practitioners must always ensure that equipment, sys-
tems and methods comply with any applicable regulation, and that the work method will complement 
the job at hand. Rope access projects may involve relatively simple techniques for descent/ascent or 
may require competence in long ascents and special techniques for horizontal traverses, lead prob-
lems, hazardous environments, dif!cult egress, or moving heavy equipment. Rope access technicians 
must be specially trained and certi!ed, and must be well versed in regulatory issues. Safe practices for 
Rope Access require development of an access permit that addresses risk assessment, use of appro-
priate equipment and techniques, trained personnel, and provision for rescue. Visit www.sprat.org for 
more information on safe practices for rope access.

SOLUTIONS



WATER RESCUE
In most cases, the safest and most ef!cient method of effecting a swiftwater rescue is from shore. Time 
is critical, but so is protecting the rescuer. Practice shore-based techniques, such as using the Reach 
System, for maximum safety and ef!ciency. If a rescuer absolutely must enter the water, a seat harness 
should not be used as the only tie-in point. Using a waist attachment only can allow the force of the 
current to bend the upper body backward into the water, making it impossible to right oneself and
possibly resulting in drowning.

PMI offers innovative equipment for water rescue. From Crossline Solutions, the WRSI Current Helmet, 
and new to the line Force6 PFD’s on pg. 90 - 91.
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ADAPT
Every application is as unique as our gear. Throughout the catalog there are individual pieces that can 
be put together to create your own customized kit. With a well rounded complement of personal gear 
and technical equipment a trained rope technician can accomplish almost anything. If you would like 
assistance in creating a special Kit, please give us a call at 1-888-764-1437.

Below are some examples of what a typical gear cache might include: 

Personal Safety Kit:
1 - PMI Avatar Harness (pg. 39)  
1 - PMI Ventilator Helmet (pg. 48)
1 - PMI Tech Gloves (pg. 55)
1 - Cosmo Headlamp (pg. 52)
3 - Sewn Prusiks (pg. 21)
4 - PMI Mate II Triplock (pg. 58)
1 - SMC Figure 8 w/Ears (pg. 74)
1 - PMI Multi Strap (pg. 28)
1 - PMI Gear Pocket (pg. 118)

USAR Rescue Kit:
2 - heightec-PMITM Zero G (pg. 40)
2 - PMI USAR Helmet (pg. 48)
2 - PMI Lightweight Gloves (pg. 54)
5 - 5 ft Sewn Loop, Blue (pg. 27)
5 - 12 ft Sewn Loop, Yellow (pg. 27)
5 - 15 ft Sewn Loop, Orange (pg. 27)
5 - 20 ft Sewn Loop, Red (pg. 27)
2 - PMI Mutli Strap (pg. 28)
1 - 5 Ztep Etrier (pg. 35)
1 - 150 ft x 12.5 mm Classic Static, Orange (pg. 9)
1 - 150 ft x 12.5 mm Classic Static, Blue (pg. 9)
2 - PMI Edge Pro Bags (pg. 114)
3 - 8 mm x 16” Sewn Prusik, Green (pg. 21)
3 - 8 mm x 22” Sewn Prusik, Red (pg. 21)
10 - SMC Large Steel (pg. 60)
6 - SMC Lite Steel (pg. 61)
2 - SMC Autolocking Steel Carabiner (pg. 60)
1 - SMC U Rack (pg. 72)
1 - SMC Large 8 w/Ears (pg. 74)
2 - PMI/SMC Grip (pg. 66)
3 - SMC 3” PMP (pg. 62)
1 - Cascade Pro Series Stainless Litter (pg. 94)
1 - Cascade Guardian Litter Shield (pg. 98)
1 - PMI FAST (pg. 100)

Con!ned Space Rescue Kit:
2 - PMI CS Tech Harness (pg. 40)
4 - PMI POD Helmet (pg. 48)
2 - Pelican 2420 MityLite (pg. 53)
4 - PMI Tech Gloves (pg. 55)
4 - PMI Crawler Kneepads (pg. 57)
1 - Wrap Evac - Patient Harness (pg. 104)
1 - Sked Stretcher System (pg. 102)
1 - Con-Space Rescue Kit 3 (pg. 108)
1 - Com-pax-ial Blower (pg. 110)
2 - Tetra Gas Monitor (pg. 111)
5 - 12 ft Sewn Loop, Yellow (pg. 27)
5 - 20 ft Sewn Loop, Red (pg. 27)
1 - PMI Vari Rigger (pg. 28)
1 - PMI Choker Sling (pg. 29)
1 - PMI Multi Strap (pg. 28)
1 - 200 ft x 12.5 mm Retro Rope (pg. 15)
3 - 150 ft x 12.5 mm Classic, Various (pg. 9)
3 - 8 mm x 16” Sewn Prusik, Green (pg. 21)
3 - 8 mm x 22” Sewn Prusik, Red (pg. 21)
1 - PMI Rope Pack (pg. 117)
3 - PMI Rope Bags (pg. 117)
2 - PMI Gear Buckets (pg. 114)
1 - PMI Riggers Bag (pg. 115)
1 - SMC Roof Roller (pg. 24)
1 - Medium Rope Pad (pg. 23)
1 - Large Rope Pad (pg. 23)
20 - SMC Large Steel Carabiners (pg. 60)
2 - SMC Autolocking Steel Carabiners (pg. 60)
1 - SMC Swivel (pg. 79)
6 - 3” PMP (pg. 62)
1 - SMC Rigging Plate (pg. 78)
1 - Skedco Tripod (pg. 80)



CHOOSING A SOLUTION FOR WORK OR RESCUE
RESCUE AND EVACUATION SYSTEMS
All safety systems for work at height should include a plan for rescue. With most vertical endeavors, 
being on-rope is secondary to the actual job being performed. Workers must always ensure that 
equipment, systems, and methods comply with any regulation, and that the method used will safely and 
effectively perform the job at hand. The following four heightec-PMITM Systems offer a complete ready 
to go kit for rescue in any industry or work situation.  

To be effective, rescue systems must be easy to use, safe and reliable. The following criteria should be 
applied when evaluating a rescue system:

1) Rescuers should not be part of the anchor system.

2) In case of operator panic, the lowering or raising device must be fail safe.

3) Systems should be simple to operate and deploy.

4) Subject attachment should be secure.

5) Additional parts are not necessary for rope devices when changing from one mode of operation to 
another.

heightec-PMITM  RESCUEPACKTM PRO
INDUSTRIAL RESCUE SYSTEM FOR LOWERING OR RAISING
RescuePackTM is a completely self contained, modular rescue system which will allow the 
recovery of a subject from any vertical situation. From tower cranes to extreme con!ned 
spaces, this pack is built with versatility in mind. Kit includes equipment that ensures rescu-
ers are protected from the risk of falls, and permits subject to be lowered or raised quickly 
and easily. The system is centered around our three core rescue products; the award win-
ning Phoenix rescuer’s harness, the patented Quadra autolocking rope safety device and 
the innovative Haul Cam rope grab, which allows effective pulley systems to be created 
with speed and simplicity. Linking these items together is 11 mm PMI with sewn terminations.
System Features:
1 steel sling 7 mm x 1 m . 1 steel sling 7 mm x 2 m . 2 rope bags . 1 large storage 
bag . 10 ANSI Carabiners . 2 10 mm pear screwlink . 2 Quadra . 1 HaulCam . 
1 Phoenix harness . 1  X-It casualty harness . 1 twin Tensor 
lanyard, 1.25 m scaffold hook and safety hook . 1 stainless 
steel pulley . 1 rope protector pad . 11 mm white Isostatic 
rope . 11 mm red Isostatic rope . 60 cm protected sling .
120 cm protected sling 
50 m  KT36116   
66 m  KT36133    
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heightec-PMITM  SCAFFPACKTM

RESCUE OF A SUSPENDED PERSON BY LOWERING OR RAISING
ScaffPackTM is a compact, self contained rescue system which allows a subject to be 
recovered by a single rescuer. Once the casualty has been connected, they can be 
raised or lowered by one person to a safe place. This system is speci!cally designed 
to lower or raise a subject from a lanyard or fall arrest block. The wide casualty 
attachment hook can be fastened to various points on the casualty for simplicity and 
ease of operation.
The whole system is fail safe in operation, and will lock if operated in panic. Using 
the Quadra lowering device, allows rope to be given out when not under load, but 
will lock if subjected to a sudden impact or fall. When the Quadra handle is 
released, the device will lock, allowing the rescuer to attend to other issues.
System Features:
3.25 m rigid telescopic pole . Haul Cam patented rope grab . Quadra rope device . 
Rope lengths available in 25 m, 50 m, 66 m and 100 m . Protects anchor sling . Car-
rying bag

25 m  KT36106    
50 m  KT36113    
66 m  KT36114    
100 m  KT36115    

SECURING THE SUBJECT TO THE LINE..........
heightec-PMITM locking extendable poles are essential for at-
taching a rescue line to a subject. The heavy duty !berglass 
poles are rigid when extended and detach easily from the line 
once your patient is secured. Poles are included in ScaffPackTM 
and RescuePackTM. Normal extended length 3.2 m

heightec-PMITM  TOWERPACKTM

SELF EVACUATION OR RESCUE OF ANOTHER BY RAPPELLING
TowerPackTM is designed to meet the requirements of mast and tower climbers who need 
to evacuate themselves or recover an injured worker.
Allowing for immediate descent of a rope, the kit includes the PowerLockTM descender. 
The PowerLockTM descender has a double action safety mechanism which will brake if 
the user either lets go or squeezes too hard in panic. Prior to descent, the PowerLockTM 
easily adjusts the amount of rope slack and provides excellent braking control, even 
with a load of two persons. This system does not include a rescuer harness.
System Features:
PowerLockTM descender . Protected anchorage sling . Casualty attachment sling . Safety 
knife . Carrying bag . Rope lengths available in 50 m, 66 m and 100 m
50 m  KT36108    
66 m  KT36120    
100 m  KT36121    
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WORK AT HEIGHT SOLUTIONS
Personal work at height systems are designed to make the job at hand easier and more comfortable for the 
user. Many work at height projects may involve descending, ascending, horizontal traverses, lead climbing, 
hazardous environments, or moving heavy equipment. Each of the following heightec-PMITM Solutions are ready 
to use, easy to adjust, and compatible with the rest of the equipment.

The following criteria should be applied when evaluating work at height systems:

1) Solution must have the required pieces for the job.

2) Each component must be compatible with other system components.

3) Solutions should be simple to operate and deploy.

4) Equipment attachment should be easy and effective.

5) Proper training.

heightec-PMITM  FALL ARREST
PERSONAL SOLUTION
This system is intended for use when suitable anchors are positioned close 
to the work area, such as scaffolding or structural supports. If these are not 
present, it may be possible to use temporary anchors such as deadweight’s 
or slings. Force experienced during a possible fall must be less than 6 kN in 
order for this kit to apply.
Solution Features:
Nexus twin point harness . Lanyard with scaffold hook . Helmet . Suspension 
Trauma Lanyard . Storage bag
KT36110     
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heightec-PMITM  ROPE ACCESS 
PERSONAL SOLUTION
Rope access technicians must be specially trained and certi!ed, and must be well 
versed in regulatory issues. Safe practices for Rope Access require development 
of an access permit that addresses risk assessment, and use of appropriate equip-
ment, techniques, trained personnel, and provision for rescue. The heightec-PMITM 
Rope Access Personal Kit contains all the basic needs for a rope access technician, 
and is versatile and adaptable to virtually any worksite. Visit www.sprat.org for 
more information on rope access.
Solution Features:
Matrix harness . Personal twin lanyards . Ascender . Prisim Descender . X-Cam 
Twist Ascender . 4-Step Etrier . Helmet . Carry Bag
KT36112     
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FORCE 6 RESCUER PFD
The Force 6 Rescue vest is equipped with a strong swimmers belt and quick-release system; provid-
ing superior safety and versatility in a streamlined version of the top of the line Swift Water Rescue 
Technician  Force 6 Instructor’s PFD 
Key Features:
Integrated 1” nylon tape structural harness . Extrication Leash . Knife  & scissors and strobe light at-
tachments on both sides . Re"ective tape over the shoulder front pockets . Foam shoulders for added 
strength . Under the arm adjustment straps . Three part waist belt .  Two front mesh pockets
Med-Large
Weight: 3.4 lbs (1.5 kg)
Size: 32” - 52” Chest Circumference
SG51223    

XLarge
Weight: 4.1 lbs (1.9 kg)
Size: 44” - 62” Chest Circumference
SG51224    $209.00



FORCE 6 INSTRUCTOR PFD
Maintaining a snug !t in a swiftwater environment is key. The Force 6 Instructor PFD integrates a nylon 
chest harness that increases the overall strength of the vest along with internal polymer panels to protect 
against any impact.  
Key Features:
Removable multi-purpose front and back pockets . High impact 60 ml ribcage polymer panels . Front 
pocket has an internal polymer panel . Underarm adjustable straps . Quick release belt . Extrication 
leash . Foam shoulders for added strength
Med-Large
Weight: 4.9 lbs (2.22 kg)
Size: 32” - 52” Chest Circumference
SG51225    

XLarge
Weight: 5.6 lbs (2.54 kg)
Size: 44” - 62” Chest Circumference
SG51226    
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PMI’S CURRENT HELMET - FROM WRSI
The Current features a multi-impact design built with safety in mind for rapid water rescue. The 4 layer 
shell design is the !rst of its kind. Adjusts to !t every team member with adjustable O-Brace tabs. This 
lightweight and low pro!le helmet is a value, but most importantly the safest swiftwater helmet out 
there.
Key Features:
4 layer shell system design . Fully adjustable to !t any rescuer . Patented retention system, featuring a 
continuous strap . Comes with three interchangeable foam inserts
Weight: Vented - 1.55 lbs (703 g)  Non Vented - 1.6 lbs (726 g)
  Mellow Yellow Grey
Vented   HL33062  HL33064  
Non Vented  HL33063  HL33065  
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REACH ROPE RETRIEVER™ BY CROSSLINE SOLUTIONS
The Reach Rope Retriever™ is the world’s !rst line capture device that can securely grab ropes, lines, 
or cables at a distance. The Reach is an elegant mechanical device with one simple yet important job: 
to securely capture another line from afar. When the Reach Rope Retriever™ is thrown across any line, 
rope or cable, it will Cross, Clip & Capture™ that line as securely as a carabiner. PMI is the exclusive 
distributor for the Reach Rope Retriever™ and we offer it as a stand alone product and as part of the 
complete Reach Rescue System. In addition, PMI can provide the Reach Rope Retriever™ with our vari-
ous water rescue throwlines and throwbags.

REACH RESCUE SYSTEM
The Reach Rescue System is the !rst signi!cant 
innovation in swiftwater rescue and safety 
in more than a decade. The Crossline Reach 
System includes the revolutionary Reach Device, 
a streamlined throw bag, and 60 ft of the super 
strong 5.5 mm PMI Navigator. The complete 
system easily attaches to an individual’s PFD, 
belt or boat for a quick and easy access.
Key Features:
Compact wearable, aerodynamic throw bag . 
Reach Device captures other lines . Dyneema 
core "oating rope
Weight: 1.56 lbs (708 g)
HD26069    

PMI NAVIGATOR REACH
Crossline’s Reach Device is added in place of 
the normal loop in one end of the line to 23 
m (75 ft) of 7 mm PMI Navigator (Dyneema) 
throwline. The Reach Rescue Device can clip 
another throwline or onto itself by simply drag-
ging it across the line to be clipped. Comes with 
nylon stuff sack and "otation disk.
Key Features: 
Reach Device captures other lines . Dyneema 
core "oating rope 
Weight: 2.1 lbs (953 g)
KT36103    

WATER RESCUE
The Reach Rope Retriever™ is the world’s !rst line capture device that can securely grab ropes, lines, 
or cables at a distance. The Reach is an elegant mechanical device with one simple yet important job: 
to securely capture another line from afar. When the Reach Rope Retriever™ is thrown across any line, 
rope or cable, it will Cross, Clip & Capture™ that line as securely as a carabiner. PMI is the exclusive 
distributor for the Reach Rope Retriever™ and we offer it as a stand alone product and as part of the 
complete Reach Rescue System. In addition, PMI can provide the Reach Rope Retriever™ with our 
various water rescue throwlines and throwbags.
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PMI REACH THROW
Crossline’s Reach Device is added in place 
of the normal loop in one end of the line 
to 23 m (75 ft) of 7 mm PMI Water Rescue 
throwline. The Reach Rescue Device can clip 
another throwline or onto itself by simply 
dragging it across the line to be clipped. 
Comes with nylon stuff sack and "otation 
disk.
Weight: 2.28 lbs (1.04 kg)
KT36076   

REACH ROPE RETRIEVER™
The Reach rope retriever gives you the op-
tion to adapt any bag or rope to become 
the ultimate water rescue kit. The Retro Fit 
Kit includes the revolutionary Reach Device, 
and plastic ‘catch’ ball to help your partner 
catch your line more easily.
Weight: 11.2 oz (318 g)
HD26120    

REACH RESCUE SYSTEM
Integrate your Crossline Reach System with the new Crossline Swimmers Belt to provide greater protec-
tion on the water. Originally designed and tested by extreme boaters,  the integrated Bag/Belt system 
raises the standard for accurate one handed release of a throw, tag, or escape line under severe 
conditions without interfering with the rescuer or paddlers safety. This is a new standard for personal 
protection from complex pins and entrapments. 
Two different quick releasable buckles are available on the main belt; a standard quick release and 
an advanced click style buckle with quick release. Additionally the PMI Navigator rope has a rope to 
webbing sewn attachment that threads through a separate optional quick release attachment on the 
main belt. 
Visit www.crosslinesolutions.com or www.pmirope.com for amazing video on how to use the revolution-
ary Belt systems and other Crossline products. 
Key Features:
Bag can be packed with 60 ft of 5.5 mm or 35 ft of 7 mm PMI Navigator . Belt/Harness can be 
ordered separately and is designed to retro!t the Reach Rescue System.

Strong Swimmers Belt
SG51227    

Deluxe Swimmers Belt
SG51228    

Swimmers Accessory Bag
SG51229   

REACH THROW BAG
The light PMI Navigator line in the Reach Rescue System and the design of the bag allows it to be 
thrown like a football, assuring a far more accurate and longer toss than most bags. The bag can be 
thrown while holding the Reach Rope Retriever™, or the Retriever itself can be thrown like a baseball 
while holding the bag. A built-in prusik - like device provides easy handling and hauling.
An adjustable tow/tether feature at the base of the bag is easily accessible and continuous with the 
main tow line and a small daisy-chain webbing runner that allows the entire system to be anchored off. 
The bag is small and light, and with a unique zipper-gusset system, stuf!ng the rope is a breeze. It is 
belt mountable with a quick to remove hook and loop fastening system.

Zipper-gusset system

Strong Swimmers Belt

Deluxe Swimmers Belt



CASCADE PROFESSIONAL STAINLESS
Technically advanced and nearly indestructible, the Cascade Professional Stainless Litter is built with a 
stainless steel or steel body and cross members for the most extreme rescue conditions.
Key Features:
Stainless steel frame . 4 Articulating Lift Points . 3/4” tubular frame and 3/8” supporting cross 
members . Powder coated . Integral backboard . UV resistant polyethylene mesh liner . Tapered or 
rectangular shape . One or two piece . Two piece version uses the FastLock System . Available with 
PMI FAST installed
Length: 83”  Width: 25”  Height: 6.25”

One Piece 
Weight: 33 lbs (15 kg)
Tapered w/PMI FAST   PE42116    
Tapered    PE42041    
Rectangular w/PMI FAST PE42151    
Rectangular   PE42144    

Two Piece
Weight: 36 lbs (16.5 kg)
Tapered w/PMI FAST PE42097 
Tapered PE42042 
Rectangular w/PMI FAST PE42152 
Rectangular PE42145 

CASCADE STEEL LITTER
One Piece Steel 
Weight: 31 lbs (14.6 kg) 
Tapered         PE42040   
Rectangular       PE42143   

94  Litters

CORE
At the core of every rescue is patient care. As a rescuer, you take seriously your 
responsibility to assist the people who need your help. PMI understands the 
determination that drives you. That’s why we work hand in hand with our friends 
at Cascade, Skedco, and heightec-PMITM to bring you gear that is designed with 
your safety, and the safety of others, always at the forefront.

PATIENT CARE



CASCADE PROFESSIONAL TITANIUM LITTER
When the best possible combinations of high strength and light weight are your priority, choose a Cas-
cade Titanium Litter. Reasonable pricing with the most advanced features of any rescue litter available 
today. Saving 12 lbs over the stainless steel model, this litter is designed for the demanding profes-
sional. Litter is strength tested by supporting 2,500 lbs of non-structural weight for 30 minutes while 
suspended from the 4 corners by a litter spider.
Key Features:
Titanium frame . 4 Articulating Lift Points . 3/4” tubular frame and 3/8” supporting cross members . 
Integral backboard . UV resistant polyethylene mesh liner . Tapered or rectangular shape . One or two 
piece, Two piece version uses the FastLock System . Available with PMI FAST (pg. 100) installed
Length: 83”  Width: 25”  Height: 6.25”

One Piece    
Weight: 18 lbs (8.17 kg)
Tapered w/PMI FAST   PE42118     
Tapered    PE42099     
Weight: 27 lbs (12.2 kg)
Rectangular w/PMI FAST  PE42149      
Rectangular      PE42141     

Two Piece    
Weight: 19.5 lbs (8.85 kg)
Tapered w/PMI FAST   PE42117     
Tapered    PE42095     
Weight: 28 lbs/12.7 kg 
Rectangular w/PMI FAST  PE42150     
Rectangular   PE42142     

200 Titania
One Piece    
Weight: 18 lbs (8.17 kg)
w/PMI FAST   PE42168     
One Piece    PE42169     

Two Piece    
Weight: 19.5 lbs (8.85 kg)
w/PMI FAST   PE42167     
Two Piece   PE42170     

ARTICULATING LIFT POINTS
Each litter now includes the 
new Articulating Lift Points for 
either horizontal or vertical 
lifts. Rated for 2000 lbs each, 
the ALP’s can rotate about the 
top rail and be used for virtu-
ally any load bearing work.
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CASCADE ADVANCE SERIES
This is the ultimate small team response litter. With so many choices, there is an Advanced litter to !t 
any need. To provide maximum victim protection and comfort as well as optimum maneuverability for 
the litter attendant, choose the Kevlar version. The new Max version provides an extra 2” of width.
Key Features:
Crafted of hand laminated composites . Steel handrails and ample brackets . 4 Articulating Lift 
Points . All Cascade Advanced litters come with removable pad and aluminum FastPAX Rails . One or 
two piece models . Two widths . Two piece version uses the FastLock System . Available with PMI FAST 
installed . Available with Kevlar
Reg-   Length: 82”    Width: 23”    Height: 6”
Max-  Length: 83”   Width: 25”    Height: 6”

200 Advance
Weight: 17 lbs (7.71 kg)   
One Piece w/PMI FAST  PE42128     
One Piece    PE42121     
Weight: 30 lbs (13.6 kg) 
Two Piece w/PMI FAST  PE42120     
Two Piece    PE42122    

200 Kevlar Advance
Weight: 29 lbs (13.1 kg) 
Two Piece, Kevlar w/FAST  PE42123     
Two Piece, Kevlar   PE42129     

Max Advance
Weight: 25 lbs (11.35 kg)
Max One Piece w/PMI FAST  PE42115    
Max One Piece   PE42124     
Weight: 31 lbs (14.1 kg)
Max Two Piece w/PMI FAST  PE42096     
Max Two Piece   PE42125    

TITANIMAX LITTER
An exceptionally strong (easily passes Mil-Spec and exceeds 39 kN of force in destructive testing) yet 
"exible product weighing in at only about 20 lbs. The composite shell is extremely abrasion resistant 
and works well on ice, snow, rocks, etc. Top railing, FastLock Couplers and Interleave plate are all 
made of titanium.
Key Features:
Titanium rail and hand laminated composite . 4 Articulating Lift Points . All PMI Advanced litters come 
with removable pad and aluminum FastPAX Rails . Uses the FastLock System to join the two pieces . 
Available with PMI FAST installed
Length: 83”  Width: 25”  Height: 6”

Two Piece 
Weight: 19.5 lbs (8.85 kg)
w/PMI FAST System  PE42119     
Two Piece   PE42126     
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JUNKIN PLASTIC LITTER
For those highly rugged rescue situations such as industrial, mining, or construction, the Junkin litter is an 
ideal choice.
Key Features:
Yellow high-density polyethylene shell . Stainless steel outer rail . Molded runners . Secured non-absorbent 
foam pad . Four patient restraint straps
Length: 81 1/2”  Width: 24”  Height: 7 1/2”

One Piece w/PMI FAST  Weight: 34.7 lbs (15.77 kg)  PE42098     
One Piece    Weight: 31 lbs (14.09 kg)  PE42009    
Two Piece    Weight: 32 lbs (14.54 kg)  PE42010     

LITTER SKIN
Add this Litter Skin to your Cascade ProSer-
ies Litter to make it behave like an Advance 
Series on ice, snow, and rocks.
Key Features:
Constructed of super durable composites . 
Easy on/off attachment points
Weight: 9 lbs (4.09 kg)
Model 200    PE42079   

SNOW FINS
Snow Fins are used to keep your Cascade 
Advance Series Litter on track when being 
towed on snow.
Key Features:
Constructed of 6061 T6 Aluminum
Weight: 3 lbs (1.36 kg)
Factory installed  PE42093    
Kit   PE42094    

SNOW HANDLES
Snow Handles provide the perfect comple-
ment to your Advanced Series litter. Handles 
are easily installed and allow you to ski your 
patient out of the backcountry with ease. 
Includes !ns, handles and brackets.
Key Features:
Constructed of 6061 T6 Aluminum . Includes 
!ns, handles and brackets
Weight: 9 lbs (4.09 kg)
Factory installed  PE42088    
Kit   PE42089    

ABRASION GUARD
The Abrasion Guard protects the bottom 
of your Advanced Series Litter, and allows 
easy sliding over rocks, snow, ice, and other 
rough terrain.
Key Features:
Superior protection
Weight: 3 lbs (1.36 kg)
Model 200    PE42090   
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CASCADE GUARDIAN LITTER SHIELD
A complete rethinking of the Litter Shield concept. Designed to stay with the litter, the 
Guardian folds down and out of the way for transport and storage. When the situation 
calls for it, the Guardian Expands to protect the patient’s face, head, and neck from 
inclement weather, brush, dirt, falling rocks, and debris without compromising access 
to the head for monitoring or treatment. A debris skirt extends from the top rail past 
the secondary rail of most litters to further protect the patient. The Guardian 
boasts a laminated construction of Cordura, Kevlar, Nylon and Spring Steel over 
a Stainless perimeter. The cool blue interior is designed to calm the patient and 
helps inhibit claustrophobia experienced with other litter shields while the 
abrasion and tear resistant exterior keeps the unit looking good for years. 
Fits CTM 200, 200 MAX and CT Professional Series Litters as well as most 
other brands. Includes all hardware necessary for mounting. (Patent Pending) 
Key Features:
3/16” Lexan shield . Mounting system includes quick release straps . 
PE42002 clamp !ts Cascade Advanced and Professional Series Litters
Weight: 6.5 lbs (2.9 kg) 
PE2171  

CASCADE TERRAIN MASTER
The Terrain Master wheel delivers a smooth ride in the toughest terrain. Ideal for rough, muddy, sandy, 
or snow covered trails. Interchangeable with Cascade wheel saddle assembly.
Key Features:
Aircraft aluminum . Aluminum wheel rim . Sealed bearings . Two piece construction for easy packing . 
Saddle !ts almost any rigid litter . Wheel with tire quickly mounts to the saddle without tools . Terrain 
Master wheel is interchangeable with Trail Tech wheel sold below
Wheel w/assembly 
Weight: 31 lbs (14.1 kg)
PE42138    

Wheel Only 
Weight: 24 lbs (10.9 kg)
PE42139   

CASCADE TRAIL TECH
All the features of the bee!er models, without the weight# Attaching to any litter, the straps loop 
around and the hooks connect back to the saddle. Once your patient is loaded, the wheel assembly 
locks on in less than two seconds and won’t come off unless you unlock it.
Key Features:
Aircraft aluminum . Sealed drum brake . Sealed bearings . Ratchet levers for a sure !t . Trail Tech 
wheel is interchangeable with Terrain Master wheel
Weight: 20 lbs (9 kg)
Wheel for 3/4” top rail w/ Brake Lever Clamp 
PE42087   
Wheel for 5/8” top rail w/ Brake Lever Clamp 
PE42133   
Wheel for 1” top rail w/ Brake Lever Clamp 
PE42134   
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LITTER FLOTATION SYSTEM
Designed to !t all Cascade Professional Series Litters and Advance Series Litters. Designed to keep 
patient’s head above water. Easily attached and removed for storage, this Flotation System is ideal for 
ocean, lake and swiftwater rescue.
Key Features:
Capable of "oating the litter, patient, and at least one rescuer . Will also !t most other manufacturers’ 
tube frame litters
Weight: 11 lbs (5 kg)
PE42140    

REPLACEMENT MESH LINERS (NOT SHOWN)
Replacement "exible mesh liners to !t 
Cascade and most other brands of basket 
style litters.  Can even be used to replace 
the knuckle busting  “chicken wire” mesh still 
found on some litters.  
Key Features:  
Plastic coated "exible mesh - Include zip ties 
for attachment - !ts tapered and rectangu-
lar litters
One Piece     PE42147     
Two Piece     PE42148     

TWO PIECE LITTER BACKPACK
The Cascade two piece litter backpack is a great solution for storage, but also doubles as a weather-
proof backpack. Two wide webbing straps attached to a heavy duty Cordura bag or easy carrying. 
Keeping your two piece litter pre-packed will keep you ready to go at a moments notice.
Key Features:
Made from Cordura . Wide webbing carrying straps . Weatherproof closure
Weight: 6.5 lbs (2.95 kg)
PE42165    
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ONE PIECE LITTER STORAGE BAG
Designed to protect your litter from sun, rain, and snow; even while stored on top of your rescue ve-
hicle. Designed with extra room for other rescue gear to be stored inside the bag. 
Key Features:
Made from 18 oz vinyl . Wide webbing carrying handles . Weatherproof closure
Weight: 2.5 lbs (1.13 kg)
PE42164    



PMI FAST
The PMI FAST pre-installed in your litter allows 
you to lash in a patient in a fraction of the time 
it takes the traditional way. Color coded shoul-
der and leg straps hold the patient securely, 
while wide stirrups hold them toward the head. 
A quick secure connection is also provided when 
a connection to a seat harness is needed. Indi-
vidual straps can be quickly repositioned in the 
!eld to accommodate patient injuries. Metal-
on-metal buckles mean a secure connection. You 
will be amazed at the speed and functionality 
of the PMI FAST .
Key Features:
Accommodate an injured body part . Shoul-
der straps hold the patient in place, even in a 
head-down position . No knot tying . Attaches 
to almost any rigid frame litter with girth 
hitches . Each of the eight buckles is rated for 
a 200 lb load
Weight: 3.7 lbs (1.67 kg)
PE42059    

PMI CLASSIC SPYDER 
Adjustable 4 leg litter spider made from 10 mm 
PMI Classic static rope and 6 mm prusik cord 
tied on a forged O-ring.
Key Features:
Legs are independently adjustable . User can 
add the PMI/SMC Deluxe or JR Haul System 
(pg. 69) to convert this to a litter scoop system . 
Comes w/ attendant line & storage bag
Weight: 3 lbs (1.4 kg)
PE42021  

PMI TARANTULA
Adjustable 4 leg webbing litter spider sewn 
onto a forged O-ring.
Key Features:
Legs are independently adjustable . Sewn from 
heavy duty webbing . Comes w/ attendant line 
& storage bag
Weight: 4 lbs 10 oz (2.1 kg)
PE42020   

PMI SPYDER WEB
Adjustable 6 leg litter spider package consist-
ing of two small rigging plates, six PMI Pickoff 
Straps, 9 locking steel carabiners, 11 mm 
PMI attendant line, tether, and storage bag. 
Requires additional 6 carabiners to connect to 
litter.
Weight: 13.75 lbs (6.24 kg)
PE42028    
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heightec-PMITM  CHRYSALIS ROLL STRETCHER
The Chrysalis is a real advance in casualty handling for both horizontal and verti-
cal lifting. Retaining straps are aligned for easy fastening and provide a secure !t 
around the patient. A patented integral body harness conforms to the dynamic test 
requirements of fall arrest harness standard EN 361.
Key Features:
Removable interior stiffening sheet . Machine washable . Comes w/durable PVC 
storage bag . Patented integral body harness
Length: 81 1/2”  Width: 18 3/8”  Height: 7 3/4 ” 
Weight: 18.04 lbs (8.2 kg)
One Piece     PE42163    

heightec-PMITM  CHRYSALIS LIFTING BRIDAL
A Lifting system for horizontal orientation of the Chrysalis 
stretcher. With a slight “head up” position for casualty 
comfort, and quick 3 point attachment.
Key Features:
Fits directly to the Chrysalis . 3 point attachment . Captive 
eye connections . Creates a slight head up position
Weight: 3.75 lbs (1.7 kg)
PE42174    
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SKED BASIC STRETCHER SYSTEM
A complete solution for con!ned space, high angle, technical rescue, and traditional land based appli-
cations. The durable plastic litter provides protection for the patient while allowing extrication through 
the most demanding con!ned spaces. The stretcher is rolled for storage in a tough cordura backpack 
(included). Sked Stretcher becomes semi-rigid when wrapped around the patient.
Key Features:
System includes: Sked®  Stretcher . Cordura backpack/towing harness . Horizontal lift slings . 30 ft PMI 
vertical lift line . Steel locking ‘D’ Carabiner . 6 ft tow strap . 4 built in handles . Available in Orange 
or Military Green
Weight: 19 lbs (8.62 kg) 
Orange       Military Green
SK2002       SK2001          

Pediatric
Weight: 16 lbs (7.26 kg)
Orange 
SK400  

HALF SKED PATIENT DRAGTM

Made from the same durable Sked material, but only as half as long as the original Sked. It allows 
patients to bend at the hips, providing greater "exibility in the most demanding and tight spaces. Not 
to be used as a hoisting or immobilization device.
Key Features:
Perfect for tight spaces . Available in Orange or Military Green . Allows greater "exibility . 2” wide 
chest and leg straps with easy release buckles
Weight: 8 lbs (3.7 kg)
Orange      Military Green
SK220OR      SK220GR  
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SKED FLOTATION PACKAGE
This self-righting "otation system maintains the Sked® in a nearly vertical 
position even in rough water. Two rigid foam side "oats and an in"at-
able chest bladder provide buoyancy suf!cient to support two rescuers 
in addition to the patient.
Key Features:
15 lb foot ballast bag . Available in Orange or Military Green . Two 
rigid foam "oats . In"atable chest bladder . Rapid Deployment: Uses 
CO2 in"atable logs in place of rigid "oats
Weight: 22 lbs (9.98 kg)   
Orange          Green
SK600OR         SK600GR 

Rapid Deployment
Weight: 24 lbs (10.9 kg) 
Orange        Military Green
SK651OR         SK651GR 

SKED w/Rapid Deployment
Weight: 42.2 lbs (19.14 kg) 
Orange      Military Green
SK650OR     SK650GR       

HMD SKED
The HMD Sked is designed for use in mass casualty 
incidents or Haz-Mat incidents. Patients can be rolled 
or dragged onto the HMD Sked rather than lifted. 
This creates less rescuer fatigue and requires fewer 
rescuers to be exposed in the Hot Zone at a Haz-
Mat incident. The HMD Sked can be easily dragged 
by personnel wearing level A protection or even 
pulled by a rope connected outside the Hot Zone.
Key Features:
No grommets to trap contaminant’s . Stores "at in 
stacks of up to 200 . Ideal for use in mass casu-
alty incidents . Polypropylene straps are chemical 
resistant . 2” Side release buckles . Not for lifting 
patients
HMD Sked, w/strap kit  
Weight: 13 lbs (5.9 kg)  
SK250  

HMD Sked, Black   
Weight: 13 lbs (5.9 kg)  
SK250BL  

HMD Sked, body only  
Weight: 11 lbs (4.99 kg)  
SK251  

Rapid Deployment Case  
Weight: 4 lbs (1.82 kg)  
SK253  

Flexible Litters  103



WRAP EVAC
The new Wrap Evac allows you to completely secure your patient. A sliding head harness easily ad-
justs to different body sizes. Extremely versatile, the harness can even be used without the backboard 
for con!ned space in vertical or horizontal con!gurations. 
Key Features:
Sliding head harness . Removable backboard . Heavyweight handles for carrying . 4 quick connect 
straps . Adjustable harness straps . Detachable skid plate
Lifting capacity: 1000 lbs
Weight: 19 lbs (8.6 kg)
PE42175 

LSP MILLER FULL BODY SPLINT
The Miller Board is a versatile spinal immobilization board and litter that comes complete with a full 
head and body harness. The harness system allows the patient to be rotated for airway management 
or to facilitate a dif!cult rescue without jeopardizing spinal alignment. The Miller board is constructed 
of high visibility yellow resin and has an x-ray translucent foam core. The Miller Board can be used to 
extricate the patient, and then tie the board into a litter for the evacuation.
Key Features:
Chest straps . Head harness . Unique shoulder strap design . Hook and loop straps allow rapid 
immobilization of a patient
Splint 
Weight: 15 lbs (6.81 kg)  
PE42067     

Carry Bag 
Weight: 1.9 lbs (862 g)  
PE42068     

Vertical Lift Straps   
PE42071    

LSP MILLER HALF BACK
Rescuers have found the LSP Half Back Splint Harness an effective tool for vertical extrication from 
con!ned spaces. The Halfback provides spinal immobilization complete with head support.
Key Features:
Leg straps for lower body support . Head harness . Six handles allow easy maneuvering . Compatible 
with the LSP Miller Full Body Splint
Weight: 12.2 lbs (5.53 kg)
PE42069     
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OREGON SPINE SPLINT
Oregon Spine Splint helps to safely remove patients from injury sites without doing further 
damage to the spine.
Key Features:
Can be re-con!gured to retract and immobilize the shoulders . Easy access to the patient’s chest 
and abdomen . Use in place of a conventional short backboard . Doubles as a hip or leg splint . 
Collar strap . Forehead restraint (with ten disposable covers) . Head padding . Carrying case
Weight: 10.1 lbs (4.6 kg)
International Orange          Military Green
SK300           SK300GR    

10 Dispos-A-Pads  
Weight: 1 lbs (454 g)     
SK302A      

JUNKIN SPINEBOARD
Rugged one piece lightweight polyethylene 
spineboard with twelve large hand holes for 
easy handling.
Key Features:
Built in runners . Low pro!le . X-ray translucent
Length: 72” L x 16” W 
Weight: 15 lbs (6.804 kg)
PE42153     

LAERDAL BAXSTRAP SPINEBOARD
As a rescuer, you want your spineboard to be comfortable for your patient yet rigid and 
lightweight. You also want to store the board easily. The BaXstrap Spineboard provides this 
and is one of the lightest boards on the market. The contoured design allows the board to nest 
compactly. This unique feature also offers patients more comfort, making it less likely that they 
would move around and aggravate their injuries.
Key Features:
Easy to clean and decontaminate . Extra large handholds accommodate gloved hands . Raised 
handholds for easy lifting . Pins molded into the board . Strap holes for pediatric patients . 
Radiolucent . MRI and CT compatible . Latex-free
Length: 72” L x 17” W 
Weight: 13.5 lbs (6.12 kg)
Spineboard  
PE42102     

Premium Straps  
PE42103     
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EMS IMMOBILE-VAC Full Body Set
Lightweight and durable immobilization system designed to !ll the voids that are left with a back-
board. When vacuum is applied, the mattress compresses and becomes rigid. The mattress automati-
cally contours to the patient’s body shape providing comfort, and reduces the pain common with 
backboards.
Key Features:
Ideal for long transports . Quick application and easy clean up . Double action pump . 3 year war-
ranty . XRay, CT and MRI compatible . Chambered beads provide even rigidity
Length: 81”  Width: 36” 
Weight: 21 lbs (9.53 kg)
PE42073    
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EMS IMMOBILE-VAC 
Extremity Splint Set
These splints offer unequalled speed and reliability in caring for leg, arm, wrist, and ankle injuries. The 
chambered inner beads help provide a more even distribution to completely secure an injury.
Key Features:
Quick buckle straps cut splinting time while offering secure immobilization . Eliminates need for tape, 
boards, or gauze . Accessibility for patient and injury site monitoring
Extremity Splint Set: Leg splint, arm splint, hand pump, adapter & case 
Weight: 10 lbs (4.54 kg) 
PE42076    

Deluxe Extremity Splint Set: Leg splint, arm splint, wrist/ankle splint, hand pump, adapter and case
Weight: 11 lbs (4.99 kg)
PE42077    

EXTREMITY SPLINT SET PICTURED: 
Leg Splint
Arm Splint
Wrist/Ankle Splint
Hand Pump (Not Pictured)
Adapter (Not Pictured)
Case (Not Pictured)



LAERDAL STIFNECK EXTRICATION COLLAR
The Stifneck Select collar simpli!es your job, saves space, and provides outstanding immobilization. The 
quickest and easiest-to-use adjustable collar on the market. All you have to do is measure the patient, 
select the size, adjust and lock#
Key Features:
Four adult sizes . Easy airway management . Rear panel opening for palpitation . Adjustment tracks 
ensure symmetrical alignment of size . X-Ray, MRI and CT scan compatible . Latex-free
PE42104  

LAERDAL SPEEDBLOCKS HEAD IMMOBILIZER
The !rst high-performance reusable immobilizer 
at the cost of a disposable, SpeedBlocks Head 
Immobilizer affords you the best of both worlds.
Key Features:
Disposable foam pads and head straps . Easy 
four-step application . Multi-axis block system . 
Direct access to patient’s ears . Straps directly 
to backboard
PE42106  

Replacement Strap & Pad 
PE42107  

LAERDAL ‘THE BAG’ DISPOSABLE BVM
Superior temperature versatility, space saving con!guration, 
and oxygen reservoir bag make The Bag the most sensible 
resuscitator available.
Key Features:
Adjustable hook-and-loop handle . Performs well in extreme 
temperatures: -18° to 50°C . Disposable Face Mask . Ultra-
soft airtight cushion seal . 3M oxygen connection tube . 
Collapsible body and reservoir
Weight: 1.26 lbs
PE42101  
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CON-SPACE RESCUE COMMUNICATION KITS
Con-Space Rescue Kits are con!gured for a team of rescuers to maintain hands free communica-
tion during a rescue operation. All systems are “full-duplex” which act exactly like a telephone but 
hands free. All systems can be used with any breathing apparatus, and are especially effective in 
high noise environments. Hardwire systems are completely portable, private and work anywhere 
wireless systems don’t. Each Rescue Kit includes a Talk Box which is a speaker and microphone. Con 
Space kits are also simple to use, lightweight, waterproof, chemical resistant, and intrinsically safe.
Key Features:
Full Compliance to OSHA 29 CFR Part 1910.146 Permit Required Con!ned Spaces . Intrinsically 
Safe Approved Class I, II, III; Division 1 & 2, Groups A, B, C, D, E, F, & G

HARDLINE KITS

RESCUE KIT 1P
The CON-SPACE Rescue Communication Kit 1P is con!gured for a team of  5 rescuers:  2 primary 
rescuers, 2 standby rescuers, and a Team leader/Attendant, for entries of 100’ (maximum 
distance of 1500’).  The system can be con!gured for up to 14 people using available modules 
and accessories.
1 - Command Module
1 - Power Talk Box
1 - Cable Splitter - Double w/Mute Switch
1 - Operator Headset - Single Speaker Sided
4 -  Entrant Face Mask Rescue Set w/Universal Speaker
4 - Speaker Harness
4 - Cable Strain Relief w/Snap Hook
1 - Operator Extension Cable Mic/Mute 20’
1 - Operator Extension Cable Mic/Mute 1’
1 - 50’ Cable with Connectors
4 -100’ Cable with Connectors
1 - CSI-2000 Carry Case
1 - Cable & Rope Coiler
1 - Cable Deployment Bag - Stores 100’ - 300’ Comm Cable 

Weight: 56 lbs (25.41 kg)
CE17014  

RESCUE KIT 3
The CON-SPACE Rescue Communication Kit 3 is con!gured for a team of 3 Rescuers:  2 Entrants 
and 1 Attendant for a 100 ft entry.  Additional cable can increase entry distance up to 1500 ft.
1 CSI-1100 Mini Module
1 Talk Box 
1 Cabel Splitter - Single 
1 Operator Headset - Single Speaker Sided 
2 Entrant Face Mask Rescue Set w/Universal Speaker 
2 Speaker Harness 
2 Cable Strain Relief w/Snap Hook 
1 Operator Extension Cable 10’ w/Mic Mute
1 Operator Extension Cable 1’ Mic/Mute
2 100’ Cable with Connectors 
1 CSI-1000 Carry Case 
Weight: 56 lbs (25.41 kg)
CE17003    

RESCUE KIT 5P
The CON-SPACE Rescue Communications Kit 5P is con!gured for a team of 6 Rescuers: 2 
Primary Rescuers, 2 Standby Rescuers, a Hole watch, and Incident Commander, for entries of 100 ft 
(maximum distance of 1500 ft). The system can be con!gured for up to 14 people using available 
modules and accessories.
1 CSI-2100 Command Module 
1 Power Talk Box
1 Cable Splitter - Single
1 Cable Splitter - Double w/Mute Switch
2 Operator Headset - Single Speaker Sided
4 Entrant Face Mask Rescue Set w/Universal Speaker
4 Speaker Harness
4 Cable Strain Relief w/Snap Hook
1 Operator Extension Cable Mic/Mute 20’
1 1’ Cable w/Mic Mute
1 Operator Extension Cable Mic/Mute 10’ 
1 25’ Cable with Connectors
1 50’ Cable with Connectors
4 100’ Cable with Connectors
1 CSI-2000 Carry Case
1 Cable & Rope Coiler
1 Cable Deployment Bag - Stores 100’ - 300’ Comm Cable
Weight: 22 lbs (9.98 kg)
CE17035    
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USAR TASKFORCE KIT 
The USAR (Urban Search & Rescue) Taskforce Kit is the ultimate hardline communication system 
designed to adapt to con!ned space, high angle, structural collapse, victim location, shoring, tunneling 
and trench rescue. The Kit can be con!gured according to the type of rescue involved, so whether it’s 
a two-in-two-out or a !ve-person Search & Rescue team, the USAR Task Force Kit has you covered.
1 - CSI 2100 Command Module 
1 - CSI 2105 Power Talk Box Controller 
1 - CSI 2131 Power Talk Box 
1 - CSI 1100 Mini Module 
1 - Rescue Probe 
1 - Double Splitter w/ Mic Switch 
1 - Probe Headset 
1 - Behind The Head Headset 
1 - Pipe Coupler . 1 Rope Coupler 
2 - 1 ft Cable w/ Mute Switch
4 - Facemask Rescue Set 
4 - Speaker Harness 
1 - Boom Mic Wind Screen 
1 - Heavy Duty Clothing Clip 
1 - 50 ft Probe Cord w/ Snap Hook
1 - Probe Interface Cable 
1 - Expansion Cable w/ Connectors 
1 - Remote Foot Switch Option 
12 - 100 ft Cable w/ Connectors
1 -  50 ft Cable w/ Connectors
1 - Operator Extension Cable w/ Mic Mute Switch 
4 - 100 ft Umbilical Cover
1 - Taskforce Kit Case
1 - CSI 2100 Cable Bag 
4 - 300 ft Cable Reel Bag
1 - Cable Coiler

Weight: 153.4 lbs (69.73 kg)
CE17043    

VICTIM LOCATOR KIT
The CON-SPACE Victim Locator Kit is lightweight, portable, battery powered 
and can be operated by a single Rescuer.  Multiple kits can be deployed 
simultaneously on the same site without interference with each other.  It is 
a completely stand alone system that gives a single Rescuer the ability to 
search a collapse.  On location of a victim, two-way voice communication is 
established immediately.
1 - CSI 1100 Mini Module
1 - Rescue Probe
1 - Probe Headset (Behind-the-Head)
1 - Probe Interface Cable 25 ft
1 - 1 ft Cable w/Mic Mute 
1 - Rope Coupler for Probe
1 - Pipe Coupler for Probe
1 - Probe Cord w/Snap Hook 50 ft 
1 - CSI 1000 Carry Case

Weight: 26 lbs (11.8 kg)
CE17005    
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AXIAL BLOWER w/CANISTER
Engineered for convenience, the Allegro 8” Axial Blower is an all-in-one ventilation system. The design 
allows ducting to collapse into a built-in canister for easy storage. The unit can also be stored vertically 
to use a minimum amount of space.
Key Features:
Built-in storage canister . 15 ft or 25 ft of ducting . 1275 CFM free air . 661 CFM One 90° Bend . 
583 CFM Two 90° Bends . 1/3 hp 120 VAC motor . DC models available Flow Rates: (Measured with 
15 ft of 8” ducting) Free Air: 1275 CFM . One 90° Bend: 661 CFM . Two 90° Bends: 582 CFM
15 ft of duct 
Weight: 32 lbs (14.5 kg) 
HD26101    

25 ft of duct 
Weight: 46 lbs (20.4 kg) 
HD26102    

16” STANDARD AXIAL BLOWER
For very large con!ned spaces the Allegro 16” Axial Blower delivers high output for drawing or 
pushing air.
Key Features:
Durable and tough metal housing . 6 blade cast impeller . Designed for easy stacking for 
multiple blower use 1275 CFM free air . 661 CFM . DC models available Flow Rates: 
(Measured with 15 ft or 25 ft of ducting) One 90° Bend: 583 CFM . Two 90° Bends: 
1/3 hp 120 VAC motor
16” Blower 
Weight: 53 lbs (24 kg)
HD26103    

COM-PAX-IAL BLOWER
Lightweight and compact, the Allegro Com-pax-ial Blower is an all-in-one ventilation system sold 
with quick connect 15 ft or 25 ft ducting canister.
Key Features:
Cam-lock latches attaches quickly without tools . Compact Flow Rates: (Measured with 15 ft of 8” 
ducting) Free Air: 778 CFM . One 90° Bend: 645 CFM . Two 90° Bends: 496 CFM
15 ft of duct 
Weight: 34 lbs (15.4 kg) 
HD26104    

25 ft of duct 
Weight: 37 lbs (16.7 kg) 
HD26105    

SADDLE VENT®

Taking up a minimum amount of space, the 
Saddle Vent® allows workers easy access in and 
out of con!ned spaces.
Key Features:
Comes in a tank version or manhole style . Duct-
ing can be attached to the top and bottom
Vent 
Weight: 8 lbs (3.6 kg) 
HD26106    

Elbow (90 degree) 
HD26115    

Universal Mount 
HD26116    
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TETRA GAS MONITOR
Tetra, is a unique multi gas monitor for the detection of "ammable gases, 
oxygen and toxic gases; Tetra offers "exibility assurance, robustness and 
real value for money. Intrinsically safe, Tetra is the only portable gas detec-
tor with embedded software designed to the exacting requirements of IEC 
61508-3, guaranteeing reliable and dependable operation.
Key Features:
Monitors Oxygen, Carbon Monoxide, Hydrogen Sul!de and LEL . Modular 
sensors for full "exibility . Loud 90dBA alarm with selectable tones . Unique 
dual color red/blue visual alarm . Vibrating alarm . IP65 ingress protection 
. Simultaneous 4 gas display . Peak mode . TWA recall . Data & event log-
ging . Simple IR interface to PC . Reliable lithium ion rechargeable battery 
and charge included . Can be operated on 3 AA Batteries
Weight: 2.8 lbs (1.27 kg)
HD26161    

TETRA:3 GAS MONITOR
The Tetra:3 multi-gas monitor is the newest addition to the Tetra family. 
Tetra:3’s single button operation, small size and weight make it the easiest to 
use gas detector on the market. Based on the proven and highly successful 
Tetra product, Tetra:3 is designed for use in demanding industrial environments. 
Despite its compact size the Tetra:3 is ultra-rugged and water proof.
Key Features:
Monitors Oxygen, Carbon Monoxide, Hydrogen Sul!de and LEL . Single button 
operation . Can be operated with gloved hands . Rugged, impact resistant 
design . Water and dust resistant to IP67 . Can be submerged in water . Rapid 
warning with a 95 dBa alarm . Bright red/blue visual alarm and vibrat-
ing alarm . Backlit display of all gas readings, diagnostics and battery life . 
Lithium ion rechargeable batteries, charger, and charging stand included
Weight: 2.8 lbs (1.27 kg)
HD26162    
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DILLON ED JUNIOR DYNAMOMETER
Measure load, tension, and force with this indispensable rescue tool. Originally designed to mea-
sure the tension on power and phone transmission wires, the Dynamometer has proven to have great 
versatility in rope rigging and rescue applications. It has been used for such diverse jobs as tensioning 
highlines, !eld testing rescue systems, and monitoring forces during rope rescue evolution. For precision 
force or tension measurement in a unit that provides continuous readout of the changing force and a 
hold feature that records peak force, PMI offers the simple to operate digital ED Junior.
Key Features:
Peak detection as well as sustained load readings . Selectable units of measure include lbf, kgf and 
Newtons . Accuracy - 0.2% (full scale) . Operates with 2 C cell batteries . The 6-digit dot-matrix dis-
play features 1” (26 mm) high numerals . 7:1 safety factor
5K 20,000 N (5000 lbf) 
HD26124    

10K 50,000 N (10,000 lbf) 
HD26112     

ED JUNIOR ACCESSORIES
5 K Carry Case 
HD26125    

10 K Carry Case 
HD26113    

DILLON EDXTREME DYNAMOMETER COMMUNICATOR REMOTE DISPLAY UNIT
The EDxtreme dynamometer is a precise instrument that can survive real-world punishment. Use it for 
simple applications, or tap into its sophisticated user-de!ned options. Select an optional communicator to 
monitor a series of critical stress points from a single location or to download your data to a PC via an RS-
232 connection for compilation and analysis and generate hard-copy printouts. For hard wire capability, 
a serial cable connects easily to included recessed connector on rear of instrument. The EDxTreme Remote 
Communicator is a handheld remote command hub that lets users simultaneously display and control up to 
16 EDx dynamometers within the same airspace. The Communicator also calculates the total load on the 
individual dynamometers, offers custom units, and lets users export data to a PC for recording or analysis. 
Contact PMI’s customer service department for information on units not shown here, including other force 
ranges (2,500 to 330,000 lbf), and accessories.
Key Features:
Shackles included . Order units with optional radio transmitters for use with the EDxtreme Remote Com-
municator . 5:1 strength and safety ratio . Accuracy: 0.1% of capacity . 1 part in 1000 display mode with 
Dillon provided shackles . LCD display shows up to 6 digits . Display updates 2 x per second . Recessed 
sealed connector for serial communications or connection to a Communicator . Print or extract data easily 
. Continuous output . 320 hours battery life with typical use . 2 C-cell alkaline batteries . Operating tem-
perature -4° F to 140° F (-20° to 60° C)
5 K 20,000 kN (5000 lbf)    10 K 50,000 kN (10,000 lbf)
HD26126        HD26127     

5 K w/Backlight & Radio (for use with Communicator)  10 K w/Backlight & Radio (for use with Communicator)
HD26129        HD26130     

Remote Communicator 
HD26131     

112  Training Tools



LAERDAL EXTRI-KELLY
Weighing in at 58 lbs with extra weight capacity in the pelvic and chest regions, Extri Kelly is ideal 
for extrication exercises. Enhance the realism of each extrication-training scenario with optional 
BTLS Victim Injury Set and Trauma Module Set (See below).
Key Features:
5 ft 5” full-body manikin for use in !eld extrication, rescue, triage, and transport . Available with 
medical modules for realistic training capabilities
Weight: 58 lbs (26.4 kg)
PE42108  
Hard Carry Case  
PE42113  
Soft Carry Case
PE42114  

LAERDAL TUFF-KELLY
Weighted realistically and designed for more life - like movement, 
Tuff Kelly is tough and robust for use in a wide variety of extrica-
tion training scenarios including con!ned space, high angle rescue, 
and bucket rescue. His extra tough cast vinyl body is supported by 
a steel frame and moves realistically in all joints. Built for rugged 
environments, transport and positioning are made easier with a 5 
cm diameter eye-bolt in his head and a positioning waist belt.
Set Features:
Can be used with BTLS Victim Injury Set (PE42109) for realistic 
training capabilities . Includes coveralls and work boots . Available 
in 100, 150 and 175 pounds . Does not accept Trauma Module Set
100 lbs  PE42110  
150 lbs  PE42111  
175 lbs  PE42112  

BTLS VICTIM INJURY SET 
A set of wound lay-on, blood splats, and simu-
lated blood designed for use on manikin’s or 
humans to simulate injuries required in the BTLS 
Instructor’s Manual.
Kit Features:
Dilated pupil . Contusions, lacerations and 
abrasions . Cervical spine injury . Distended 
jugular vein . Flail chest segment . Fractures 
- open and closed . Burns - 1st, 2nd and 3rd 
degree . Impaled object . Abdominal eviscera-
tion . Stab wound . Projectile entry/exit (small 
and large caliber)
PE42109    
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TRAUMA MODULES SET
Advanced Trauma Modules set interchanges 
with blank modules on adult extrication 
manikin’s for realism in trauma life support and 
life saving !rst aid scenarios.
Kit Features:
Trauma head cover . Avulsed ear . Avulsed 
eye with unequal pupil . Lacerated lip, neck 
and skull . Impaled object in cheek . Open skull 
fracture . Seat belt contusion with compound 
fracture of clavicle (lay-on) . Compound frac-
ture - radius (sleeve) . 1st, 2nd, and 3rd degree 
burn arm (left) . Hand w/ open fracture of 
index !nger, exposed tendons, multiple lacera-
tions (sleeve) . Abdominal wound with exposed 
viscera (lay-on) . Impaled object in thigh . 
Compound fracture - femur . Lacerated foot 
with amputated small toe (right foot) . Projectile 
entry/exit wounds (small and large caliber)
PE42127    



EDGE PRO BAG
This durable rope bag incorporates a rope pad onto the bag itself. With a hidden 
and pre-assembled anchor system, the rope pad can be ready in seconds. The 
rope bag can be sealed quickly with the extended neck and carries with ease 
using a comfortable 1” rubber handle.
Key Features:
Integrated rope pad sewn onto the bag . Hidden and pre-assembled 
anchor system . Comfortable 1” rubber handle
Dimensions: 11” x 24”
Weight: 1.6 lbs (726 g)
Blue 
RB44054  

GEAR BUCKET
This new PMI Gear Bucket can hold all of your gear and literally stand up to the test. Plastic reinforced 
stays keep the bucket upright while stacking your rope inside. Semi-rigid sides make it great for feed-
ing line throwing devices right from the bag with minimal drag on the line.
Key Features:
Store gloves, pulleys, cord, even snacks in the outside mesh pockets with velcro closures . Holds up to 
80 m (260 ft) of 10 mm; 70 m (150 ft) of 11 mm; 46 m (230 ft) of 12.5 mm; or 30 m of 16 mm rope
Dimensions: 11” x 14” 
Weight: 1.45 lbs (658 g)
Red 
RB44049  

PMI PVC GEAR PACK
Rugged PVC Gear Pack is just right for transporting hard-
ware, pre-rigged systems, and other heavy gear. Durable 
material holds up better than other materials in harsh 
industrial, cave, or mountain environments.
Key Features:
PVC Material . Roll down and buckle closure . Reinforced 
bottom for extra
protection . 2” webbing backpack straps with adjustable 
buckles . Haul loop
Small
Dimensions: 10” x 15” 
Weight: 1.36 lbs (617 g)
Yellow 
RB44034  

Large
Dimensions: 10” x 21” 
Weight: 1.68 lbs (762 g)
Red 
RB44039  
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ROPE CAPACITIES 
MAX ROPE LENGTH Classic Static  

10 mm 11 mm 12.5 mm 16 mm Bottom Diameter Wall Height

Personal 12 m 5.5” base tapered to 8”

Small 80 m 70 m 46 m 30 m 10.5” 14.5”

Medium 120 m 100 m 75 m 61 m 10.5” 21.5”

Large 160 m 120 m 92 m 75 m 10.5” 25”

X-Large 250 m 200 m 170 m 140 m 16.5” 24”

XX-Large 285 m 230 m 200 m 160 m 16.5” 28”

PMI DUFFEL
With the same capacity as our large rope bag, the PMI duffel is generous enough 
to hold all your gear. Streamlined and super durable, this duffel can get everything 
packed up and ready to go in a "ash.
Key Features:
1000 denier heavy coated Cordura . Two outside storage pockets with velcro closure . 
Wrap around padded handle
Dimensions: 12” H x 24” L x 11” W 
Weight: 1.1 lbs (499 g)
Red 
SG51190  

PMI RIGGERS BAG
Storing gear can be a challenge, and keeping it organized almost impossible........ until now. The PMI 
Riggers Bag is a soft-sided carrying case. A jumbo main compartment, plus !ve specially shaped ex-
ternal access pockets keep your hardware separate from your harness, gloves separated from straps, 
and there is even a special pocket for your helmet.
Key Features:
1000 denier heavy coated Cordura . 6 zippered compartments . Detachable shoulder strap included . 
Padded handles . Clear ID holder
Dimensions: 12” H x 24” L x 11” W 
Weight: 2.6 lbs (1.2 kg)
Black 
RB44031  
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PMI ROPE BAGS
PMI’s exclusive combination of features includes double sewn seams that reinforce the stress points 
when stuf!ng your favorite PMI rope. Four sizes to keep gear clean and organized.
Key Features:
Double sewn seams . 1000 denier heavy coated Cordura . Drawstring closure . 1” tubular handles with 
rope insert . 5/8” grommet on the side of the bag (except personal size) . Pocket for rope history card

Personal   
Dimensions: 51/2” base tapers to 8” opening 
Weight: 2.6 oz (75 g)
Black  Blue  Red  Orange
RB44025  N/A  RB44044  RB44030  

Small   
Dimensions: 10.5” x 14.5” 
Weight: 9 oz (254 g)
Black  Blue  Red  Orange
RB44010  RB44011  RB44012  RB44009  

Medium   
Dimensions: 10.5” x 21.5” 
Weight: 10.9 oz (309 g)
Black  Blue  Red  Orange
RB44013  RB44014  RB44015  RB44026  

Large   
Dimensions: 10.5” x 25” 
Weight: 11.3 oz (541 g)
Black  Blue  Red  Orange
RB44016  RB44017  RB44018  RB44027  

X-Large 
Dimensions: 16.5” x 24” 
Weight: 1.2 lbs (553 g) 
Black  Blue  Red  Orange
RB44022  RB44023  RB44024  RB44029  

XX-Large 
Dimensions: 16.5” x 28” 
Weight: 1.25 lbs (567 g) 
Black  Blue  Red  Orange
RB44058  RB44057  RB44056  RB44055  

PMI DELUXE ROPE PACK
If you need a bag that holds just about everything (minus a 
patient), the Deluxe Rope Pack can hold up to that task. This 
king size bag has all the bells and whistles to store well loved 
gear. See rope capacities chart on pg. 115.
Key Features:
Roomy rope compartment . Double sewn seams . 1000 denier 
heavy coated Cordura . Drawstring closure . Padded back-
pack straps . 5/8” grommet on bottom of bag . 2” webbing 
carrying handles . 2 Large outside pockets with snap buckle 
closure
Large   
Dimensions:10.5” x 25”
Weight: 1.4 lbs (635 g)
Blue  Red  Orange
RB44004  RB44006  RB44002  
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PMI ROPE PACK
When you need a little extra help with the load, the PMI Rope pack will help make the haul easier. 
Padded backpack straps make carrying a loaded bag more manageable. See rope capacities chart 
on pg. 115.
Key Features:
Double sewn seams . 1000 denier heavy coated Cordura . Drawstring closure . Updated padded 
backpack straps . 5/8” grommet on the side of the bag . Pocket for rope history card
Medium   
Dimensions: 10.5” x 20” 
Weight: 1.02 lbs (463 g)
Black  Blue  Red  Orange
RB44043  RB44042  RB44041  RB44040  
Large   
Dimensions: 16” x 23” 
Weight: 11.3 oz (541 g)
Black  Blue  Red  Orange
RB44019  RB44020  RB44021  RB44028  
X-Large  
Dimensions: 16” x 23”
Weight: 1.22 lbs (553 g)
Black  Blue  Red  Orange
RB44058  RB44057  RB44056  RB44055  
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PELICANTM MICRO CASES
The PelicanTM Micro Case protects your valuable small items. They have the same look as larger cases and offer the legendary strength 
in a tiny package. With the Micro Cases you will be able to protect your cell phone, photographic camera, Personal Digital Assistants 
(PDA), electronic games, pager, radio, and other valuable small items. Micro Cases are just as durable as the larger models.
Key Features:
Watertight, crushproof, and dust proof . Easy open latch . Rubber liner for extra protection doubles as o-ring seal . Stainless steel hardware . Lanyard 
included
Case 1010     Case 1020     Case 1060
Inside Dimensions: 4 5/16” x 2 13/16” x 1 5/8” Inside Dimensions: 5 1/4” x 3 1/2” x 1 5/8” Inside Dimensions: 8 5/16” x 4 5/16” x 2 5/16”
Weight: 0.41 lbs (0.19 kg)   Weight: 0.56 lbs (0.25 kg)   Weight: 1.03 lbs (0.47 kg)
Yellow      Yellow     Yellow
HD26194        HD26195        HD26196    

PMI H2 THROW BAG
Lightweight nylon throw bag for creating your own H2Throw with your PMI Rope of choice. 
Key Features:
Includes foam disc in the bottom for "otation . Grommet at bottom . See pg. 16-17 for all 
of the PMI Water Rescue Rope
Weight: 3.3 oz (91 g)
Orange 
RB44032  

EAGLE TACTICAL ROPE BAGS
A staple of tactical teams, this cordura rope bag can be strapped to the rappeller’s leg or worn 
at the waist while on rappel. Rope feeds directly into a descender and does not hang below the 
rappeller to announce his arrival.
Key Features:
Stow away straps can be adapted for shoulder, waist or leg suspension of the bag . Leg strap 
for rappel . See pg. 8-9 for Tactical Rope choices
Standard 
Dimensions: 120 ft of 7/16’’
RB44007  

Large 
Dimensions: 200 ft of 7/16’’
RB44008  

PMI GEAR POCKET 
This Cordura gear pocket is designed to organize pulleys, gloves, carabiners, prusiks or any 
small gear without overloading your gear loops. It is also excellent for emergency kit use.
Key Features:
Attaches to any harness with sleek padded velcro straps . 2 mesh pockets inside with velcro 
closure . Perfect size for gloves, headlamp, food, or even a small hydration bladder

Dimensions: 10” W x 7” H x 1.5” D
Weight: 3.5 oz (100 g)
Red      Black
SG51150      SG51168       
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PELICANTM CASE 1200
Unbreakable, watertight, dust proof, chemical resistant, and corrosion proof. These are some of the 
features of this Pelican™ Protector Case™ that offers total protection for your equipment.
Key Features:
High impact structural copolymer . Strong and durable . Protects against impact, vibration, or shock . 
1/4” (6.4 mm) neoprene o-ring and ABS latches . Automatic purge holds the Crowcon Tetra or Tetra3 
Gas Monitors (pg. 111)
Inside Dimensions: 9 3/8” x 7 1/4” x 4 1/16”
Weight: 3.5 lbs (1.6 kg)
Orange 
HD26146    

PELICANTM CASE 1490CC
A tough, water tight case to protect your computer and valuable documents while in the !eld. Your 
computer is easily removable or use it inside the case.
Key Features:
MIL C-4150J (Military Standard), IP-67 (Ingress Protection) . High impact structural copolymer . Strong 
and durable . High density foam inserts protect against impact, vibration, or shock . 1/4” (6.4 mm) 
neoprene o-ring and ABS latches . Automatic purge valve . Nameplate included
Inside Dimensions: 17 7/8” x 11 1/2” x 4 1/8”
Weight: 8.3 lbs (3.77 kg)
Black 
HD26148    

PELICANTM CASE 1520
The 1520 Case protects any delicate gear. Large enough to hold your camera and other photo gear, 
your can take this case just about anywhere and know your equipment will stay safe.
Key Features:
High impact structural copolymer . Strong and durable . High density foam inserts protect against 
impact, vibration, or shock . 1/4” (6.4 mm) neoprene o-ring and ABS latches . Automatic purge valve
Inside Dimensions: 17 7/8” x 12 3/4” x 6 3/4”
Weight: 10.75 lbs (4.88 kg)
Orange 
HD26147   
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KERSHAW 5-N-1 CARABINER TOOL
Built for expedition convenience and versatility, this signature tool clips to any con-
venient spot, so it will be there when you need it most. Includes knife blade, "athead 
and Phillips screwdrivers, bottle opener, and carabiner (not for live loads#). High 
carbon stainless steel blade and 6061-T6 black anodized aircraft aluminum handles.
Key Features:
High carbon stainless steel blade . Flathead and Phillips screwdrivers . Bottle opener . 
Carabiner (not for live loads) . 6061-T6 black anodized . Distinctive PMI logo
Weight: 4.8 oz (136 g)
AC10010    

KERSHAW SCALLION
Kershaw’s Ken Onion Scallion offers high-performance styling and all the convenience 
of the SpeedSafe ambidextrous assisted opening system in a slightly larger knife. It’s 
ideal for everyday carrying.
Key Features:
Anodized aluminum handle. 420HC stainless steel blade has a hardness rating of 55-
57 . Secure liner lock to keep the blade securely in place . Corrosion resistance
Weight: 3.2 oz (91 g)
AC10012    $59.95

KERSHAW RESCUE BLUR
Ideal for extreme or everyday situations, the Blur offers power and performance. The 
Rescue Blur features a rounded-tip blade for safer cutting in close or dangerous situa-
tions. SpeedSafe equipped for smooth, one handed opening. For extra traction and a 
secure grip, the handles are out!tted with Trac-Tec inserts.
Key Features:
Trac-Tec inserts create a secure grip . 3C26 stainless-steel blade . Anodized aluminum 
handle . Durable and lightweight . SpeedSafe ambidextrous assisted opening 
feature . Hollow ground 3 3/8” (8.6 cm) blunt partially serrated blade . Glass 
breaker tip
Weight: 4.8 oz (136 g)
AC10013   

KERSHAW SEA HUNTER
Kershaw’s state of the art diving/water rescue knife with a replaceable blade sys-
tem, features sturdy stainless steel construction, yet an open-tang handle design to cut 
down on unnecessary weight.
Key Features:
Corrosion-resistant A20J2 stainless steel blade . Includes diver’s sheath . Neon accents 
for underwater visibility . PFD mount clip system . 3 1/2” (9.0 cm) blade . Blunt tip for 
safety . Line cutter notch . Partially serrated
Weight: 9.9 oz (281 g)
AC10011  

SKED RESCUE KNIFE
Design to cut patient’s clothing not the patient, the Sked Rescue Knife is a great tool 
for rescue. A half serrating corrosion free blade makes the knife maintenance free.
Window puncher/glass breaker. Each blade is individually serial numbered for 
100% traceability. 
Key Features:
Window punch / glass breaker . 440A Steel !nish . Internal blade release 
mechanism . Pocket clip
Weight: 5 oz (142 g)
SKEMRK  
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PELICAN VB3
Pelican’s latest addition to the VersaBrite family in an LED version. Dual super bright white LED’s never 
need replacing and provide over 100 hours of battery usage. Lights turn on when head is "ipped up 
and the swivel head pivots to a full 180° for light where you need it.
Key Features:
Lightweight . Spring clip attaches easily to a pocket, or anything up to 1/2” thick . hands free use . 
PMI Logo . 2 CR2032 lithium batteries included
Weight: 1.7 oz (48 g)
HG32016     
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POCKET REFERENCE
This great little book features hundreds of tables, maps, formulas, constants & conversions and it still 
!ts in your shirt pocket# So much information, you will wonder how they !t is all in this amazing reference. 
No rescue professional should be without one.
Key Features:
768 pages of practical reference . Everything you can imagine is in this amazing little book
Weight: 7 oz (199 g)
BK13029    

RITE IN THE RAIN NOTEBOOKS
Rite in the Rain notebooks are an all in one weather writing paper made speci!cally to shed water 
in any weather condition. Ensure your data survives with the many choices of notebooks PMI offers.
Key Features:
Holds up in any weather condition . 100% post-consumer recycled materials . Completely 
recyclable . Convenient size
PMI All Weather Note Pad  
Dimensions: 3” x 5” 
BK13022    

Tactical Note Pad 
Dimensions: 3” x 5” 
BK13024    

SAR Notebook 
Dimensions: 3” x 4 1/2” 
BK13026    

PMI RESCUE FIELD PEN
PMI’s Rescue Field Pen is designed to work in any position or even extreme conditions. 
Ink is waterproof when used on the PMI All Weather Note pad.
Key Features:
Waterproof ink . Writes upside down, underwater, and over grease . Sealed pressurized 
ink cartridge . Pocket clip . Re!ll w/ !sher PR4 black ink . Medium point
AC10016    

PMI BULLET SPACE PEN
Only 3.7” long when closed and blunt on each end for easy pocket storage. Cap comes off 
one end "ips to other end to make a full size 5.3” pen.
Key Features:
Writes from -30º to +250º F . Writes on wet surfaces . Will write on glossy paper, including 
photographs . Works underwater . Sealed pressurized ink cartridge
AC10015    



PMI DOUBLE DRY SHIRT
Moisture control is just the beginning. This 
Double Dry® Champion® T Shirt features odor 
resistance, too. 
Key Features:
1) Featherlight Double Dry® fabric lifts moisture 
away from your skin for cooler, drier comfort. 
2) Anti-microbial !nish resists the growth of 
odor causing bacteria on the t-shirt itself. 
3) Three-needle contrast stitching trims raglan 
sleeves, cuffs and hem. 

     Navy 
Medium      SP55118  
Large      SP55119  
XLarge      SP55120  
XXLarge       SP55121  

WOMENS DOUBLE DRY SHIRT
With the same moisture and odor resistance, but 
designed for a more "attering !t for the woman 
rescuer.
Key Features:
86% polyester . 14% spandex . Wicking 
Double Dry® fabric . Odor resistant
     Navy
Small     SP55122 
Medium      SP55123  
Large      SP55124  
XLarge      SP55125  

PMI ZIP PULLOVER
The new PMI Zip pullover is lightweight and breathable, but sophisticated enough to 
become your favorite shirt for teaching or training.   
Key Features:
Silk Touch 65/35 Poly-Cotton blend . Open bottom hem and cuffs  
     Black
Small     SP55126 
Medium      SP55127  
Large      SP55128  
XLarge      SP55129  
XXLarge      SP55130  
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PMI ROPE TECHNICIAN SHIRT
The bright gold logo stands out on the graphite 100% cotton jersey.
Key Features:
PMI logo on front . Rope Technician text on back . 100% cotton
     Graphite
Medium      SP55069  
Large      SP55070  
XLarge      SP55071  
XXLarge      SP55072  



PMI TWILL CAP
Heavyweight washed twill cap with velcro 
closure and PMI logo. Low pro!le !ts per-
fectly under our Alto helmet. Choose from 
Gold or Pewter.
Key Features:
100% cotton washed twill 
Pewter  Gold
SP55058  SP55059  

PMI ROPE KEY CHAINS
PMI has become known for our rope key 
chains, but this year they have a new twist. 
We have created a loop out of PMI rope
sheath, along with a shrink tube end for 
durability.
Static Rope 
SP55017  

Dynamic Rope 
SP55018  

PMI TWO TONED CAP
Heavyweight washed twill cap with vel-
cro closure and PMI logo. Low pro!le !ts 
perfectly under our Alto helmet. Choose from 
Gold or Pewter.
Key Features:
100% cotton washed twill 
Red/Black
SP55131     
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PMI RQ2 STORM JACKET
Rescue Source RQ3 all seasons jacket offers 
features necessary to cover all types of rescue 
scenarios. Made of waterproof and breath-
able fabric, the Storm SAR jacket comes with 
a removable "eece liner. The shell features 
underarm zippers and mesh backing for easy 
ventilation. Originally designed for use by the 
military, the integrated webbing loops on the 
front and back allow you to customize the jacket 
for any situation. Attach a range of pockets 
from a radio pouch to a hydration system pouch. 
You simply attach the pouches by threading the 
tabs through the webbing and close the snaps. 
Key Features:
Versatile ventilation system . Pockets easily 
added to webbing loops . Removable liner . 
Waterproof shell . Underarm zipper vents . 
Zipper side pockets . Re"ective tape   
Medium      SP55132   
Large      SP55133  
XLarge      SP55134  

Zip out "eece liner

Webbing loops on 
shoulders, front, and 
back for removable 
storage pockets

Fleece lined pockets

Underarm zipper 
vents

Roll away hood



HIGH ANGLE RESCUE TECHNIQUES 3RD EDITION
Knowledge of high angle rescue is vital to many emergency service personnel. High Angle 
Rescue Techniques unique step-by-step approach to instruction facilitates the learning 
process for both trainers and students.
By: Tom Vines and PMI’s own Steve Hudson

Key Features:
Offers the latest in compliance with nationally recognized standards set by OSHA and the 
NFPA . 384 pages . 500 illustrations . The handy Field Guide comes with the book or may 
be purchased separately . Full color photos and illustrations . 2004
Weight: 2.6 lbs (1.18 kg) 
BK13007  

Field Guide (included in BK13007) 
BK13021  

CONFINED SPACE RESCUE
This complete text details the hazards of con!ned spaces, describes ways to control those hazards, 
then prescribes a formula for conducting con!ned space rescue operations.
By: George J. Browne & Gus S. Crist

Key Features:
Details of Con!ned Space rescue . 204 pages . Black & White . 1999
Weight: 1.2 lbs (540 g)
BK13013  

CONFINED SPACE / STRUCTURAL RESCUE
Providing the latest on con!ned space and rope rescue in urban and industrial environments, Con!ned 
Space/ Structural Rescue is a valuable tool.
By: Michael Roop, Thomas Vines, and Richard Wright

Key Features:
Full color . 400 illustrations . Special emphasis on compliance issues . 384 pages . 1998
Weight: 1.81 lbs (822 g)
BK13008  

ENGINEERING PRACTICAL ROPE RESCUE SYSTEMS
This practical approach to rope rescue looks at team integrity and development issues as well as team 
ef!ciency concepts. Interesting, current, and sometimes controversial topics within the rope rescue com-
munity are featured throughout.
By: Michael G. Brown

Key Features:
Black & White . 322 pages . 2000
Weight: 1.8 lbs (651 g)
BK13014  
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Urban Search
Managing Missing Person Searches

in the Urban Environment

Christopher S. Young
John Wehbring

Lost Person

A search and rescue guide on where to 
look • for land, air and water

Robert J. Koester

Behavior

URBAN SEARCH 
Managing Missing Person Searches in the Urban Environment
This book is the •rst comprehensive guide to urban search. It compares factors of an urban/suburban 
incident with wilderness search, including pre planning, search management, special investigation 
considerations, use of resources, and documentation.
By: Christopher S. Young and John Wehbring

Key Features:
352 pages 
Weight: 1.1 lb (476 g)
BK13031  

LOST PERSON BEHAVIOR
This book presents a review of lost person behavior and the psychology of the lost, current research 
from the International Search and Rescue Incident Database (ISRID), an introduction to eco regions, 
POA models, and arti•cial intelligence. It is aimed at law enforcement and search and rescue person-
nel responsible for the initial response and subsequent search. Field personnel will also gain important
insight into the nature of lost person behavior. Readers will learn how to apply the bike model, use 
the Search Wheel™, understand new survivability tables, and learn new methods of looking at lost 
person behavior. Lost person categories include Alzheimer’s disease, children, despondent, ‘wheels in 
the woods’ (bikes, ATVs), winter sports (snowboarders, snowmobilers, alpine and nordic skiers), as well 
as lost vehicles, subjects who leave vehicles, and missing aircraft.
By: Robert J. Koester

Key Features:
330 pages . Paperback . 6 x 9
BK13034  

MANAGING THE LOST PERSON INCIDENT
The text book for the very popular “MLPI” course developed by NASAR and the National Park 
Service. A valuable book with or without taking the course.
Key Features:
Valuable information . Revised in 1997 . 224 pages . Useful sample forms . Perfect bound
Weight: 1.8 lbs (809 g)
BK13010  

ON ROPE 2ND EDITION
Excellent reference on descending, ascending, rigging, self rescue, equipment, and much more. A must 
for the serious ropework scholar.
By: Allen Padgett, Bruce Smith and the National Speleological Society (NSS) Vertical Section

Key Features:
Over 400 illustrations . Published by the National Speleological Society
Weight: 2.9 lbs (1.3 g)
BK13011  

ALPINE CAVING TECHNIQUES
English Edition, Speleo Projects 2002 Translated and adapted by Melanie Alspaugh. This is the 
de•nitive source for vertical and horizontal caving techniques among cavers worldwide.
By: Georges Marbach and Bernard Tourte

Key Features:
The source for caving techniques . 320 pages . 395 •gures . 44 Black & White photos . Color cover
Weight: 2.1 lbs (953 g)
BK13020  
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SWIFTWATER RESCUE
The most complete book yet on the theory and practice of swiftwater rescue. Addresses principles of 
river hydrology, technical rigging, helicopters, IC, and more.
By: Slim Ray

Key Features:
243 pages . Soft cover . 1997
Weight: 1.54 lbs (699 g)
BK13001  

SWIFTWATER RESCUE FIELD GUIDE 
The •eld reference to Swiftwater Rescue, this tough, booklet is made to •t in your pocket, glove 
compartment, or pack.
Key Features:
Waterproof . 4x6 booklet . 52 pages . 44 drawings . Soft cover . Spiral bound top . 2006 revision
Weight: 2.5 oz (68 g)
BK13002  

SEARCH WHEELTM

The Search Wheel leads students or experienced search planners through the initial response phase 
of the search. It is lightweight, durable, and waterproof.
Side one provides handy information on the steps needed to commit to a search effort and then 
deploy resources. Simply rotate the search wheel to tackle each critical topic. Topics include the Last 
known Point, The Hub or IPP, Know Your Subject, Linear Features & Decision Points, Containment, and 
Hot Spots. Additional information provided on re!ex tasking.
Side two presents essential information and behavior pro•les for the most common lost subject 
categories. It covers hikers, mountain bikers, children, dementia, hunters, and climbers. The windows 
reveal the most current data on distance from the IPP/LKP and where the subject was found for both 
mountainous and !at terrain. Data taken from the International Search & Rescue Incident Database 
(ISRID) which contains 50,000 SAR incidents. Find the speci•c information you need immediately.

Weight: 1.5 oz (36 g)
BK13032  

VECTOR FORCES CALCULATION GUIDE
The VFCG enhances the safe and ef•cient engineering of temporary rigging systems by increasing 
and developing your knowledge of what forces are being applied. Unlike any previous approach 
the VFCG uses a whole system methodology including anchor, directional and slope forces.
Key Features:
Portable and waterproof . Quick analysis of system forces . Plan the systems safety margin
ahead of time . Ideal training and teaching tool . Can be used for all rigging scenarios
Weight: 1.5 oz (36 g)
BK13033  

Side one outlines a suggested 
planning proscess and guidlines 
and prompts for re!ex tasking.

Side two contains the most cur-
rent lost behavior data on some 
of the most common categories 
of missing persons from the 
International Search snd Rescue 
Incident Database (ISIRD).

SIde one = Factor calculation

Side two = Load calculation
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HOW TO CLIMB: KNOTS FOR CLIMBERS
This completely revised and updated edition of Craig Luebben’s slender classic shows you
the knots that are commonly used and needed by climbers. You’ll also learn •fteen other
knots for special situations.
By: Craig Luebben

Key Features:
48 pages . Clear step-by-step illustrations detail how to tie twelve essential knots .
Features •fteen other knots for special situations
Weight: 2.7 oz (73 g)
BK13005  

KNOTS AND ROPES FOR CLIMBERS
In this easy to use guide, Duane Raleigh offers instructions for tying 19 fundamental
climbing knots, 16 additional variations, and instructions on how to use the knots safely
and effectively.
By: Duane Raleigh - Illustrated by: Mike Clelland

Key Features:
89 pages . 19 fundamental climbing knots . 16 additional knots
Weight: 4.5 oz (127 g)
BK13030   

TECHNICAL RESCUE FIELD OPERATIONS 
A pocket guide containing command checklist and easy to follow step-by-step procedures
for rope, con•ned space, swiftwater, trench, structural collapse and helicopter rescue.
By: Tom Pendley

Key Features:
150 high quality illustrations . Paperback . 158 pages . 2003 . Black & White w/ spot 3rd color . 
Spiral bound top
Weight: 7.1 oz (200 g)
BK13019  

TECHNICAL RESCUE RIGGERS GUIDE 
Pocket sized quick reference guide to rigging, from Anchors to Z-Rigs. Clear presentation with
numerous technical drawings and diagrams.
By: Rick Lipke

Key Features:
Spiral bound . 121 pages . Technical drawings and diagrams 1997 . Black & White
Weight: 4.8 oz (136 g)
BK13003  

SEARCH & RESCUE FIELD GUIDE 
A pocket-sized booklet for all SAR personnel, covering Initial Actions, Command, Operations, Planning, Investigation 
& Logistics. Includes over fourteen Appendixes covering such topics as: Developing an IAP, Map Symbol, G-M Angle, 
and Search Planning Formulas.

Key Features:
Black & White . Pocket size . Fourteen Appendices . Spiral bound top
Weight: 4.9 oz (139 g)
BK13009  

MORROW GUIDE TO KNOTS
A compact, practical manual of 70 useful knots. From loops and bends to stopper knots and hitches, 
this guide includes step-by-step tying instructions, historical data, and useful tips.
Key Features:
640 color photographs . 255 pages . 70 useful knots . 1982
Weight: 15 oz (413 g)
BK13006  



128  Order Information

CONTACT YOUR LOCAL PMI DEALER
To •nd the PMI Dealer nearest you, call:

North America: 1-800-282-7673

International: 1-706-764-1437

Or on the web at: www.pmirope.com

CONTACT PMI
Toll Free: 1-888-764-1437

Phone: 1-706-764-1437

Fax: 1-800-952-3747

International Fax: 1-706-764-1531

E-mail: custserv@pmirope.com

Mail: PMI Inc., PO Box 803, LaFayette, GA 30728 USA

DEALER AND DIRECT ORDER INFORMATION
• Orders may be placed by phone, fax, or e-mail.

• The Order Desk can be reached Monday through Friday from 8:30 am to 5:00 pm ET. If you call outside 
of these hours, leave a message for Customer Service.

• When faxing an order, include a daytime phone number in case we need to contact you.

• Send e-mail orders to custserv@pmirope.com.

• Whether you call, fax, or e-mail us, make sure you indicate quantities, sizes, and color choices. Using our 
product numbers and descriptions will speed up your order.

• We accept purchase orders from governments, organizations, businesses, and schools with approved 
credit.

• Georgia/Colorado sales tax is required on all orders picked up or delivered in Georgia or Colorado 
unless your Georgia or Colorado tax exemption certi•cate is on •le with our of•ce. All other applicable 
taxes are the purchaser’s responsibility.

GOVERNMENT SALES
We welcome government bid/quote requests. Send your complete speci•cations and bid request to: PMI 
Inc., P.O. Box 803, LaFayette, Georgia, 30728-0803 or fax to 1-800-952-3747. We accept purchase 
orders from government agencies such as rescue squads, •re departments, police departments and land 
managers. Our standard terms of sale apply to all orders unless other arrangements are made in writing.

INTERNATIONAL ORDERS
• For the fastest service and shipping information, Call: 1-706-764-1437, Fax: 1-706-764-1531 or send 
e-mail to custserv@pmirope.com.

• We must have a phone number and payment in advance before shipping your order.

• Payment for products and shipping must be in US Dollars. You may pay with cashier’s check, wire trans-
fer or money order. If you prefer to use wire transfer, contact International Customer Service for informa-
tion.

• Duty and any other import taxes are not prepaid. You are responsible for duties, taxes, and any broker-
age fees. Check with your local customs of•ce for details.
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SHIPPING CHARGES FOR DESTINATIONS IN THE US

Order Amount Up to $75.00 $76.00 to $125.00 Over $150.00

UPS Ground $7.95 $10.95 7% of order

   

 Order Amount Up to $75.00 $76.00 to $200.00 Over $200.00

2-Day Air  $19.50 $25.00 13% of order

Next Day $38.50 $50.00 24% of order

AK or HI 2-Day $35.00 $45.00 28% of order

Note: Oversized items shipped motor freight - collect. (ex: Litters, Tripods, etc) 

SHIPPING INFORMATION
• All materials sold F.O.B. Shipping point. Customer assumes all insurance and delivery risks of loss or 
damage at F.O.B. point as provided in common law.

• If a shipping container is damaged when you receive it, open it and inspect the contents while the carrier 
is there. Report damage to the carrier by marking the freight bill before you accept or refuse the ship-
ment.

• If the container looked okay but the contents were damaged or items are missing, please contact us. We 
must be noti!ed of any shipping discrepancies within 15 days of receipt of our package or invoice.

• We ship rush orders via UPS or Fed-Ex.

PAYMENT OPTIONS
If you don’t have an account with PMI, we offer the following alternative methods of payment

• Prepaid - Cashier’s check or money order, payable to Pigeon Mountain Industries.

• C.O.D. - Cashier’s Check or Money Order.

• Visa, Master Card, or American Express - The minimum charge purchase is $25.00. Please be sure to 
include the complete number, your name as it appears on the card, and the expiration date, and phone 
number, and the billing address for the card.

• Sorry, we do not accept personal checks.

PMI LIMITED WARRANTY
PMI products are warrantied to the original retail purchaser to be free from defect in material and workmanship for a 
period of one year. PMI will repair or replace the item without charge, provided inspection at our factory discloses no 
misuse or alteration which, in our judgement, has affected the condition or functioning of the product.

All implied warranties imposed by law in connection with the sale of PMI products are also limited in duration to a 
period of one year. PMI expressly excludes and shall not be liable for any consequential damages arising out of any 
breach of the express or implied warranties on sales of PMI products. Because of the high risks involved in rescue and 
outdoor activities such as, but not limited to, rope rescue, rope access, caving, rappelling, rock climbing, and mountain-
eering, no further warranties exist or are implied by PMI. Regulations issued under the Magnuson-Moss Warranty Act 
require us to include the following statement: some states do not allow limitations on how long an implied warranty lasts 
nor the excluding or limitation of incidental or consequential damages, so the above limitations may not apply to you.
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A DAY IN THE LIFE..........
What is it like to be a PMI rope? You get to be the lifeline of a rescue, the main component of a patient lowering, a key component in a haul system, 
and not to mention all those anchors. What could be better"

A day in the life of a PMI rope is forever challenging. More than a commodity, PMI rope production takes inspiring engineering and a watchful eye to 
insure that standards are exceeded, to create the best performing lifeline on the market.

PMI ropes and equipment are built and independently certi!ed to applicable national and internationally recognized standards, and as added con!-
dence our own quality assurance program is registered to ISO 9001 Quality Registration. Our in house laboratory is built to the same speci!cations as 
independent laboratories, and works twice as hard.

Although we have the tools to meet the standards in house, all the real research and development begins in the !eld. Customers and employees who 
use PMI gear provide the foundation for our product development. Our rope and gear become practical solutions, not just the current fad.

For you and your customers, we offer several resources of interest. To !nd out more or get involved in the standards and organizations that not only 
keep the gear you use safe, but most importantly, keep people safe, check out the list below.

PMI is involved in all of the committees and professional organizations listed here and in the 2008 PMI Catalog. We do stay busy, but quality is all in 
the details. Each resource helps bring a safer PMI rope or piece of gear to the person using it. Plus the best bonus of all, each committee and organi-
zation gives back to the community of rescuers and climbers and we couldn’t be more proud of that - not only as a manufacturer but as users too.

The day in the life of a PMI rope can be a challenging one - but commitment to excellence is always our goal. If you ever have any questions regard-
ing PMI rope, gear, standards, technical questions or inputs, please feel free to contact us anytime.

STANDARDS AND REGULATORY RESOURCES
PMI puts major funding and time into supporting the development
of consensus standards for safety in work & rescue.

American National Standards Institute (ANSI)
202-293-8020  www.ansi.org
Voluntary consensus standards pertaining to work and industry, includ-
ing fall protection, safety equipment, etc. ANSI is the of!cial USA 
contact for ISO standards.

ASTM International
610-832-9585  www.astm.org
Full consensus, voluntary standards on a variety of topics including 
search and rescue operations and equipment.

Cordage Institute (CI)
610-971-4854  www.ropecord.com
Cordage standards pertaining to all varieties of rope, including life 
safety rope.

National Fire Protection Association (NFPA)
617-770-3000  www.nfpa.org
Industry consensus standards pertaining to public and !re!ghter 
safety. Pertinent standards include professional quali!cations, technical 
rescue, and life safety rope and equipment.

Occupational Safety & Health Administration (OSHA)
800-321-OSHA (6742)  www.osha.gov
Federal regulatory agency regulating workplace safety through 
mandatory regulations. Pertinent regulations include fall protection 
and con!ned space.

PROFESSIONAL ORGANIZATIONS 
International Commission for Alpine Rescue (IKAR)
www.ikar-cisa.org
International organization encouraging international cooperation in
information and the prevention of accidents.

Mountain Rescue Association (MRA)
www.mra.org
Volunteer organization dedicated to saving lives through rescue and
safety education.

National Association for Search and Rescue (NASAR)
703-222-6277 www.nasar.org
Membership organization furthering professional, literary and scien-
ti!c knowledge and training in rescue !elds.

National Park Service (NPS)
202-208-6843  www.nps.gov
Federal organization that oversees national parks and what happens 
in them.

American Society of Safety Engineers (ASSE)
847-699-2929  www.asse.org
America’s oldest and largest professional safety organization for
professionals managing, supervising and consulting on safety, health,
and environmental issues.

National Safety Council (NSC)
630-285-1121  www.nsc.org
A membership organization dedicated to protecting life and promot-
ing health.

Society of Professional Rope Access Technicians (SPRAT)
www.sprat.org
Resource for information, networking, and support for companies and
workers who use on-the-job rope access techniques.

American Alpine Club (AAC)
303-384-0110  www.americanalpineclub.org
Founded in 1902 the AAC is the leading US organization devoted to
mountaineering, climbing, and the multitude of issues facing climbers.

Access Fund
303-545-6772  www.accessfund.org
A national, non-pro!t organization dedicated to keeping climbing 
areas open and conserving the climbing environment.

PMI Classic, and many other products in our catalog, are third party tested by 
Underwriters Laboratories to NFPA, CE, and Cordage Institute standards. 
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A
Accessory Cord   20-21
Advantage Helmet   48
Advanced HX   66
Air monitors   111
Airway    107
Alto Helmet   49
Aluminum Carabiners   58-59
Amphibian Helmet   49
Anchor Plates   78
Anchor Straps   28-29
Anchorages   78-79
Arborist Harness   43
Ascenders    64-65
Auto Lock Carabiners   60
Auto Locking Descenders  76-77
Avatar Harness  39

B
Backpacks    117
Backboard   105
Bags    114-118
Bailout    37
Basket Stretchers   94-95
Beam Clamp   79
Bee Harness  43
Belay Devices   74
Belay gloves   54-55
Belts    57
Blowers    110
Books    124-127
Braking Devices   74-77
Brake Rack   70-72
Brake Tube   75
Bucket Belt   35
BVM    107

C
Cable Ladders   82-83
Canyon Rope   15
Carabiners   58-61
Carriers   3
Cascade    94-99
Cases    118-119
Chest Harnesses   44
Chest Roller   67
Chrysalis    101
Cirrus    41
Classic Rope   8-9
Climbing Rope   18-19
Collars    107
Communications Equipment  108-109
Con!ned Space Equipment  108-109
Contact Information   128
Containers    118-119
Contents    3
Con-Space   108-109
Cordage   20-21
Cordelette   21
Crawler Pads   57
Crescents    51
CS Tech Harness   40
Current Helmet   49, 91

D
Daisy Chain   27
Delta    43
Delta Evac Harness   46
Descenders   74-77
Dry Ropes    15-19
Duffel    115
Dynamic Rope   18-19
Dynamometer   112

E
Ear Protection   50
Eclipse    42
Edge Protection   23-25
Edge Rollers   24
E-Flare    53
Elbow Pads   59
Emergency Escape   13, 37
Energy Absorbers   30
Escape Kits   37
Escape Rope   13
Etrier    35
Europa    43
Evacuation Harnesses   46
Eye Protection   50

F 
Fall Arrest Rope Grabs  66
Fall Arrest   30-31
Fall Arrest PPE   88-89

F 
Fall Protection Harnesses  40-41
Fall Protection Lanyards  30-33
FAST   98
Figure Eight   74-75
Flare Kit    53
Flexible Ladders   82-83
Flexible Litters   101-103
Foot Sling    35
Force Absorbers   30
FotolumTM    51
Full Body Harnesses   38-41

G
Gas Monitors   111
Gear Bags   47, 114
Gear Pouch   47, 114
Gloves    54-55
Glow-In-The-Dark Cord  20-21
Goggles    50
Grip    66
Gym Rope   18

H
Harnesses    38-43
Harness Accessories   44-45
Harness Pouch   47, 114
Hats    123
Hauling Systems   68-69
Haul Kits    68-69
Headlamps  52
Hearing Protection   50
Heightec   38-47, 64-69, 
   76-77, 86-89
Helmets & Accessories  48-51
Hoist Systems   68-69
Hot Knife    24
H-T-O    16

K 
Kernmantle Rope   8-9, 14
Kevlar® Ropes   12
Kneepads    57
Knives    120
Knot Passing Pulley   63
Kootenay Pulley   63

L
Ladders    82-83
Lanyards    30-33
Laundry Bag   25
LED Lights    52-53
Life Safety Rope   8-17
Lights    52-53
Line Throwing Device   24
Litter Rigging   100
Litter Spiders   100
Litter Wheels   98
Litters    94-96
Load Cells    112
Load Release Hitch Kit  68
LSP Half Back   104
Lumi-Line™   21

M
Maillon Rapides   61
Manikin    113
Marker Pen   25
Miller Board   104

N
Navigator Throwline   16
Nexus    41
NFPA Braking Devices  70-75
NFPA Carabiners   58-61
NFPA Harnesses   39-40, 42
NFPA Pulleys   62-63
NFPA Rope Grabs   66
NFPA Ropes   8-10, 13-14, 16
Niteline™    21
Nomex Webbing   26
Nylon Rope   18-9, 14-16

O
Octo Chest Harness  44
Oregon Spine Splint   105

P
Patient Packaging   104-107
Patient Harness   44-47
Pelican Cases   118-119
Pens    121

P
Personal Escape Devices  73 
PFD   90-91
Phoenix    40
Pickoff Straps   28
Piranha    31
Pit Rope    5
PMI Logo Accessories   122-123
Polyester Rope   10-11
Polypropylene Rope   17
Powerlock    76
Prism    77
Professional Organization  130
Prusik Cord   20
Prusik Minding Pulley   62-63
Pulleys    62-63

Q
Quadra    77

R
Radio Harness   56-57
Rapid Intervention   36-37
Reach Device   92-93
Re#ective Cord   20-21
Re#ective Rope   15
Rescue Compact   65
Rescue Hauler   66
Rescue Rope   8-13
Rescue Solutions   84-85
Rescue Systems   86-87
Resources    130
Rigging Kits  68-69
Rigging Plates   78
Rigging Straps   28-29
RIT Kits    36-37
Rope    8-19
Rope Bags   114-119
Rope Grabs  66
Rope Protection  23
Rope Washer  25

S
Screw Links   61
Search Line   12, 36
Seat Harness   42-43
Seatboard   47
Sewn Eyes    22
Sewn Prusiks   21
Sewn Straps   28-29
Sewn Webbing   27
Shadow    42
Shipping Information   129
Skedco    102-103, 105
Slings    29
SMC   58-63, 66, 68-79
Spine Board   105
Splints    106
Sport Rope   14
Standards Resources   130
Static Rope   8-9, 14
Steel Carabiners   60-61
Stretchers    101-103, 107
Swaged Terminations   22
Swivel   79

T 
Tandem Prusik Kit   68
Team Kits    86-87
Technora    13
Tensile Testing   112
Tensor Lanyard   31
Tent Cord    21
Throw Bags   17, 118
Training Materials   112-113
Treehopper   43
Tripods    80-81
T-Shirts    122

W 
Wall Rope   18
Water Rescue Rope   16-17
Webbing    26
Work Positioning  34-35
Wrap Evac   104

X
X-Cam Ascenders  65
X-It Harness   46
X-It Kit    39

Z
Zero G    40



PMI Proudly uses FSC certi!ed paper for 
our 2008 Catalog and Workbook. Forest 
Stewardship Coucil certi!cation ensures that 
the paper certi!ed contains !bers from re-
sponsibly harvested forests, and meets strict 
environmental standards. 

Pigeon Mountain Industries:
PO Box 803
LaFayette, GA 30728 USA

Phone: 1-706-764-1437

Toll Free: 1-888-764-1437

Email: custserv@pmirope.com

Web: www.pmirope.com
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